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LEGEND
(EXPLANATION OF MARKINGS)
for the 2005 Building Energy Efficiency Standards and Associated Documents

This version of the 2005 Residential Alternative Calculation Method (ACM) Approval
Manual shows the changes from the 2001 Residential ACM Manual. The addition and
deletion markings are as listed below. A version with no markings that includes all the
changes is available online at www.energy.ca.qov/title24 or from the California Energy
Commission’s Publications Office at 916/654-5200.

1. Language added to the 2001 Standards during the initial 45-day review period appears
in single underline.

2. Language deleted from the 2001 Standards during the initial 45-day review period
appears in single-strikeout.

3. Language added during the second review period of 15 days appears in double
underline.

4. Language deleted during the second review period of 15 days appears in dedgble
strikeeut.

Note that errata adopted after the 15-day review period may appear in both double
underline and double strikeout.
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1. Overview

This Manual explains the requirements for approval of residential Alternative Calculation Methods (ACMs).
Residential ACMs are used to demonstrate compliance with the performance approach to the California Energy
Eefficiency Sstandards for Low-Rise Residential Buildings-as-defined-in-the-building-energy-efficiency

The approval procedure is one of self-testing and self-certification by the ACM vendor-ef-an-AGM. The vendor
conducts the specified tests, evaluates the results and certifies in writing that the ACM passes the tests. The
California Energy Commission (Commission) will perform spot checks and may require additional tests to verify
that the proposed ACM is suitable for compliance purposes. The vendor is required to develop a compliance
supplement (program user manual) explaining how to use the program for showing compliance with the
standards. The compliance supplement will also be checked by the Commission for accuracy and ease of use.

When energy analysis techniques are compared, there may-beare two basic sources of discrepancies:
differences in user interpretation when entering the building specifications, and differences in the ACM's
algorithms for estimating energy use. The approval tests in this manual are designed to minimize differences in
interpretation by providing explicit detailed descriptions of the test buildings that mustshall be analyzed.

This chapter presents the general requirements for residential ACMs. Appropriate inputs for all modeling
capabilities are discussed in Chapter 2. Chapter 3 has the rules for defining the Standard Design. Chapter 4

has algorithms and modeling assumptions used in the reference method. Chapters 5 and 6 have accuracy
tests. Chapter 7 has requirements for field verification and diagnostic testing. Chapters 8 and 9 have
requirements for ACM vendors.

Chapter 1 - Overview
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1241.1 Minimum Modeling Capabilities

Minimum modeling capabilities mustshall be included in all ACMs. If a candidate ACM does not have all of
these capabilities, then it cannot be approved for compliance. The minimum modeling capabilities are
summarized below:

e Conduction gains and losses through opaque and fenestration surfaces.
e Infiltration gains and losses

e Solar gains through glazing including the effects of internal shading devices, external shading devices and
fixed overhangs.

e Natural ventilation cooling and natural ventilation for Indoor Air Quality (IAQ).
e Mechanical Ventilation for IAQ.

e Thermal mass effects to dampen temperature swings.

e Space conditioning equipment efficiency and distribution systems.

e Water heating equipment efficiency and distribution systems.

e Radiant Barriers

e Cool Roofs

e Maximum Cooling Capacity

1221.2 Optional Modeling Capabilities

Candidate ACMs may have more capabilities than the minimum required. ACMs can be approved for use with
none, a few, or all of the optional capabilities. The following optional capabilities are recognized for residential
ACMs:

e Raised floors with automatically operated crawl space vents.

e Zonal control or multi-zone modeling of the sleeping and living areas of the house.

e Attached sunspaces for collection and possible storage of heat for transfer to the main house.
e Exterior mass walls.

e Side Fin Shading.

e Combined hydronic space and water heating.

e Building additions.

e Solar water heating.

e Form 3 report generator.

o  Gas-FiredHeatPumps-Absorption Cooling

Many of the optional modeling capabilities have been previously approved by the Commission through the
exceptlonal methods process The approval tests for optlonal modellng capabllltles are |ncluded in Chapter 6.

1.3 Application Checklist

The following is a checklist of all the items that mustshall be included in an application package for ACMs.
Some materials are required only for general purpose ACMs and are so indicated.
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e ACM Vendor Certification Statement. A statement from the ACM vendor certifying the ACM, and, its
reliability and accuracy when used for compliance purposes (see Appendix-ACM RA-2005,Page-A-1).

e Computer Run Summary Sheets. Hard copy summary sheets of all the required computer runs (see

Appendix-ACM RA-2005;-Pages-A-2to-A-12).

e Computer Runs. Copies of the computer runs specified in Chapters 5 and 6 of this Manual, including
complete input and output files, on diskettes or in IBM-eempatible-computer readable form acceptable to
the Commission to enable spot checks.

e Compliance Supplement. A copy of the Compliance Supplement discussed in Chapter 8. The Compliance
Supplement and the ACM User's Manual may be combined into the same document.

e Copy of the ACM. A magnetic media copy of the ACM (in IBM-PC-compatibleor-othera format agreed to
by the Commission staff) for verification of analyses and random verification of compliance analyses.

Weather data mustshall be included.

e Application Fee. An application fee of $1,000.00 (one thousand dollars) is required to cover costs of
evaluating the application.

1.4 Types of Approval

This Manual addresses three types of ACM approval: full approval, streamlined approval of new program
features, and amendments to full approvals.

1.4.1 Full Approval

Full approval is required when a candidate ACM has never been previously approved by the Commission,
and/or when the ACM vendor makes changes to the executable program code or algorithms, or any other
change that in any way affects the results. The Commission may also require that all ACMs be approved again
when the standards are updated on the three-year cycle or whenever substantial revisions are made to the
approval process, for instance, if new analysis capabilities come into widespread use, and the Commission
declares them to be minimum capabilities for all ACMs.

When re-approval is necessary, the Commission will notify all ACM vendors of the timetable for renewal. There
will also be a revised ACM Approval Manual published, with complete instructions for re-approval.

Full approval is required for all ACM changes, unless they qualify for the streamlined approval process or for an
addendum, as discussed below.

1.4.2 Streamlined Approval

Certain types of changes may be made to approved residential ACMs through a streamlined procedure.
Examples of changes that qualify for streamlined approval are modifications to the user interface or
implementation on a different operating system as long as there are no changes to the executable program
code that would in anyway affect the results.

If an ACM modification qualifies for streamlined approval, then the following procedure is followed:

e The ACM vendor prepares an addendum to the compliance supplement, when appropriate, describing the
change to the ACM.

e The ACM vendor notifies the Commission by letter of the change. The letter mustshall describe in detail the
nature of the change and why it is being made. The notification letter shall be included in the Compliance
Supplement.
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e Provide the Commission with an updated copy of the ACM and include any new reports created by the
ACM (or maodifications in the standard reports).

e The Commission responds in 45 days. The Commission response may take several forms. The
Commission may request additional information, refuse to approve the change or require that the ACM
vendor make specific changes to either the Compliance Supplement addendum or the ACM.

e With Commission approval, the vendor may issue new copies of the ACM with the Compliance
Supplement addendum and notify ACM users and building officials.

1.4.3 Amendments

An ACM approval mustshall be amended when optional modeling capabilities are added. The vendor mustshall
provide the additional computer runs required for the optional modeling capability. It is not necessary to include
computer runs previously submitted.

An amendment to an approved ACM mustshall be accompanied by a cover letter explaining the type of
amendment requested, and copies of other documents as necessary. All items on the application checklist
should be submitted, when applicable. The timetable for approval of amendments is the same as for full
approval.

1.4.4 When Approval Is Not Required

Changes that do not affect compliance with the Energy Efficiency Standards for Residential Buildings do not
require full or streamlined approval. However, the ACM vendor mustshall notify the Commission and provide
the Commission with an updated copy of the program and user manual. Re-approval is required for any ACM
program change that affects the energy use calculations for compliance, the modeling capabilities for
compliance, the format and/or content of compliance forms, or any other change which would affect a building's
compliance with the Standards. Any questions regarding applicable approval procedures should be directed to
the Commission.

1.5 Challenges

Building officials, program users, program vendors or other interested parties may challenge any residential
ACM approval. If any interested party believes that a compliance program, an algorithm, or method of
calculation used in a compliance program, a particular capability or other aspect of a program provides
inaccurate results, the party may challenge the program. i iicati ;

deseription-of the processfora-challenge)

1.6 Decertification of ACMs
The Commission may decertify (rescind approval of) an alternative calculation method through various means:

e All ACMs are decertified when the standards undergo substantial changes, which usually occurs every
three years.

e Any ACM can be decertified by a letter from the ACM vendor requesting that a particular version (or
versions) of the ACM be decertified. The decertification request mustshall briefly describe the nature of the
program errors or "bugs" which justify the need for decertification.

e Any "initiating party" may commence a procedure to decertify an ACM according to the steps outlined
below. The intent is to include a means whereby serious program errors, flawed numeric results, improper
forms and/or incorrect program documentation not discovered in the certification process can be verified,
and use of the particular ACM version discontinued. In this process, there is ample opportunity for the
Commission, the ACM vendor and all interested parties to evaluate any alleged errors in the ACM
program.
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Process. Following is a description of the process for challenging an ACM or initiating a decertification
procedure:

1. Any party may initiate a review of an ACM's approval by sending a written communication to the
Commission's Executive Director. (The Commission may be the initiating party for this type of review by
noticing the availability of the same information listed here.)

The initiating party shall:
(a) State the name of the ACM and the program version number(s) which contain the alleged errors;
(b) Identify concisely the nature of the alleged errors in the ACM which require review;

(c) Explain why the alleged errors are serious enough in their effect on analyzing buildings for compliance
to justify a decertification procedure; and,

(d) Include appropriate data electronically (in a format agreed to by the Commission staff) ertBM-PC
i i and/or information sufficient to evaluate the alleged errors.

2. The Executive Director shall make a copy or copies of the initial written communication available to the
ACM vendor and interested parties within 30 days.

3. Within 75 days of receipt of the written communication, the Executive Director may request any additional
information needed to evaluate the alleged ACM errors from the party who initiated the decertification
review process. If the additional information is incomplete, this procedure will be delayed until the initiating
party submits complete information.

4. Within 75 days of receipt of the initial written communication, the Executive Director may convene a
workshop to gather additional information from the initiating party, the ACM vendor and interested parties.
All parties will have 15 days after the workshop to submit additional information regarding the alleged
program errors.

5.  Within 90 days after the Executive Director receives the application or within 30 days after receipt of
complete additional information requested of the initiating party, whichever is later, the Executive Director
shall either:

(a) Determine that the ACM need not be decertified; or,
(b) Submit to the Commission a written recommendation that the ACM be decertified.

6. The initial written communication, all other relevant written materials and the Executive Director's
recommendation shall be placed on the consent calendar and considered at the next business meeting
after submission of the recommendation. The matter may be removed from the consent calendar at the
request of any person.

7. If the Commission approves the ACM decertification, it shall take effect 60 days later. During the first 30
days of the 60 day period, the Executive Director shall send out a Notice to Building Officials and
Interested Parties announcing the decertification.

All initiating parties have the burden of proof to establish that the review of alleged ACM errors should be
granted. The decertification process may be terminated at any time by mutual written consent of the initiating
party and the Executive Director.

As a practical matter, the ACM vendor may use the 180- to 210-day period outlined here to update the ACM
program, get it re-approved by the Commission, and release a revised version that does not contain the bugs
initially brought to the attention of the Commission. Sometimes the ACM vendor may wish to be the initiating
party to ensure that a faulty program version is taken off the market.

1.7 Alternative ACM Tests

This Manual provides tests to verify that ACMs are accurate. These tests are provided in Chapters 5 and 6 of
the Manual. An ACM vendor may propose alternate tests when the vendor believes that one or more of the
standard tests are not appropriate for the ACM. Alternate tests will be evaluated by the Commission and will be
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accepted if they are considered reasonable. If accepted, the alternate test(s) will be added to this manual as an
addendum and the alternate test(s) will be available for use by all ACMs. The alternate test will coexist with the
standard test presented in this Manual until the Manual is revised. When a new version of this Manual is
produced, the alternative test may be substituted for the current test or may continue to coexist with the original
test.

1.8 Approval of New Exceptional Methods

The Commission may approve new exceptional methods. Exceptional methods are special modeling
capabilities or calculation methods necessary to recognize building features that cannot be adequately
modeled with existing ACMs. When an Exceptional Method is approved, a new optional capabilities test may
be approved as part of the process. Exceptional Methods do not necessarily produce optional capabilities for
ACMs. For instance, radiant heating systems are recognized by an adjusted equipment efficiency that may be
used directly in ACMs or other compliance methods. To be approved for the new optional capability, vendors
mustshall amend their ACM approval.

Even if an ACM already incorporates the Exceptional Method, the vendor mustshall receive approval to use the
Exceptional Method in the compliance process. The ACM vendor mustshall demonstrate that the ACM
automatically uses the correct fixed and restricted inputs for the Exceptional Method and that the standard
reports identify the building feature(s) recognized by the Exceptional Method. Additionally, the ACM compliance
supplement mustshall be updated, referencing the use of the new Exceptional Method.

To receive a copy of the Exceptional Method contact the Residential Office at (916) 654-4064.
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2. Standard Reports

2.1 General

For consistency and ease of enforcement, the manner in which building features are reported by ACMs mustbe
is standardized. This section of the ACM Approval manual describes the required standard reports. All
residential ACMs mustshall automatically produce compliance reports ir-the-Commission-preseribed-formatas

specified in the-following-sections-of this-Manualthis Chapter. These Standard Reports are required to enable
building officials to evaluate the results from ACMs without having to learn each computer program. Included in

every compliance package will be reports CF-1R and €-2Rother related forms, which are described in detail
below.

Beth-the-The CF-1R and-the-C-2R-mustshall have two highly visible sections, one for Special Features and
Modeling Assumptions and a second for features requiring Field Verification and Diagnostic Testingby
approved-home-energy-rating-system-{(HERS) providers. These two sections serve as “punchlists” fer-specialt
eonsideration-during compliance verification by the local building department. Items listed in the Special
Features and Modeling Assumptions section indicate the use for compliance of unusual features or
assumptions, and call for special care by the local building department. Items listed in the Field HERS
Reguired-Verification and Dlaqnostlc Testlnq sectlon are for features that Fely—m equire dlagnostlc testlng or
independent verification by :
insure proper field installation in addltlon to Iocal bundlng department inspection.

Only user inputs are described and included in the standard reports. The fixed and restricted inputs are not
included in the standard reports since ACMs mustshall be designed so that the fixed and restricted inputs and
default values in the absence of specific user input are automatically used when the program is used for
compliance.

—tThe structure and organization of the Standard Reports described in the subsequent
sections should be followed as closely as possible. The reports are divided into tabular listings that have a title,
column headings and data entries. The data entries shown in the listings that appear in this manual are typical
values and are included only to illustrate the report format; they are not default values and cannot be assumed
to be in compliance with the standards. The specification of the category or type of data expected in each field
is provided in the list of definitions associated with each column heading. The type of data entries will be one of
the following:

e Text: A variable-length text field input by the user.

e Recommended Descriptor: An abbreviation or short name from lists or tables of permissible types provided
within this manual (e.g., LgStoGas). Only types found in these lists or tables may be used. Different
descriptors may be used by the ACM as long as they are reasonable descriptors for the list entry item and
are not misleading. In some cases where the descriptor is a short complete word, the descriptors are
prescribed and mustshall be used. Even for prescribed descriptors some discretion is allowed. For
example, for tables with long rows Y may be used for the prescribed descriptor Yes. User-defined
descriptors may NOT be used but rather mustshall be automatically assigned by the ACM based upon
user input. For example, UWALLO1 may be assigned by the ACM to the first user-defined wall type.

e Filename.ext: The name of the input or output file
e Dimensions or units of measure, such as "hr-f2ft2-F°F /Btu", f2ft2, etc.
e Num: A cardinal or ordinal number.

Medifications-Deviations from the standard reports will be approved by the Commission on a case-by-case
basis when they are necessary because of conceptual differences between ACMs or because of special
modeling features. The categories of information represented in the tables and the standard headings
mustshall not be changed. Additional columns or additional tables may be added when necessary and column
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headings may be abbreviated, and reports may be reformatted with different character spacing, line spacing,
row heights or column widths to permit better readability or paper conservation. ACMs may also provide
additional customized information at the bottom of the standard reports, separated from the standard report by
aline.

Some of the tables in the standard reports are not applicable for all buildings. When a table is not applicable for
a particular building, it should be omitted. When one of the standard tables is included, all the columns should
be included (although column width may be reduced), even if some of the information in the columns is not
applicable to the proposed design.

The Standard Reports are designed to accommodate the optional modeling capabilities included in this
manual. Approval of additional optional modeling capabilities may require modification of the standard report
format.
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: -

System Name Selar Savings Selar Wood Stove  Wooed Stove Combined
Power
(Watts)
Hydronic 0.00 None Yes Yes 60.00
DHW 0.64 Passive No No
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222.2 Certificate of Compliance —Residential Computer Method Summary-(E-2RCF-1R)

The Cetrtificate of Compliance (report CF-1R) is the principal standard report that shall be produced. The

The Computer-Method-Summary-CF-1R (Residential Computer Method) shall include all information provided
by the program user._If the standard report does not fully document all user inputs, additional tables or notes
shall be added by the program vendor to fully document all user inputs.

Information on the Certificate of Compliance Computer-Method-Summarny-is provided below to illustrate the use
of all the standard tables.

2312.2.1 Report Headings

The following heading shall appear on the first page.

CERTIFICATE OF COMPLIANCE:
RESIDENTIAL COMPUTER METHOD-SUMMARY

Page 1 of 4——C-2R

Project Title Filename: Date:

Project Address Run Title: <runcode>
Documentation Author <initiation time>
[Telephone Building Permit #
ICompliance Method Plan Check / Date
Location/Climate Zone Field Check/ Date

The Filename, Run Title, Runcode, and Initiation Time need not appear in the header as shown above but
shall appear as part of the header information for all pages of the Certificate of Compliance.

The following heading shall appear on subsequent pages.
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CERTIFICATE OF COMPLIANCE: Page 2 of 4—CG-2R
RESIDENTIAL COMPUTER METHOD-SUMMARYPERFORMANCE
Project Title Filename: Date:

Run Title: <runcodefinitiation-time> <runcode/initiation time>

e Project Title, Date, Project Address, Documentation Author and Telephone, and Climate Zone (text):
Display user inputs for these fields.

¢ Filename (filename.ext): The filename of the input file used to generate the compliance form.

e Compliance Method (text): The Alternative Calculation Method program name and version number.

e <Runcode/lnitiation Time> (alphanumeric text): A unique runcode designation generated automatically by
the ACM to identify the specific run. This number and the initiation time changes with each run initiated by
the user even though the filename and Run Title may remain the same. The initiation time is the time
(including the hour and minute) that the compliance run was initiated by the user.

e Run Title (text): Optional user input item. Use for commentary or description of unique characteristics of a
particular run.

231.22.2.2 Energy Use Summary

This section compares the energy use of the proposed building to the energy budget of the standard design
building. All units in this table are TDV (time dependent valuation) enerqy seuree (kBtu/f2ft2-yrear). Energy is
shown for space heating, space cooling and hot water. The space heating and cooling energy budgets are
determined from the standard design using the custom budget method. The water heating budget is calculated
from the custom budget water heating calculation methods described in this documentbudget-equation
containedin-the-standards. ACM vendors may add additional columns or rows to this report when appropriate,
such as for multi-zone building analyses_or breaking out energy use components such as HVAC fans.

TDV ENERGY USE SUMMARY (KBtu/ft2-yr)

Standard Design Energy Budget Proposed Design Energy Use
Space Heating 23.45 21.23
Space Cooling 10.34 8.23
Water Heating 15.90 14.67
Total 49.69 44.13

Additional rows may be added to the table when necessary to accommodate energy uses that are to be
included in the analysis but cannot be easily assigned to one of the three principal categories. Examples of
possible additional rows mlqht mclude separatlnq fan enerqy (typlcally included with coollnq) or reC|rcuIat|nq

Qqu enerqgy.

Chapter 2 - Standard Reports



2005 Residential ACM Manual

R2-20

2132.2.3 General Information

This listing in the Certificate of Compliance follows the first page heading and provides basic information about

the building. A description of these data elements is given later in this chapter.

o . iné onal et

GENERAL INFORMATION

HERS Field Verification/Diagnostic Testing R ired for
Compliance
Conditioned Floor Area:

Average Ceiling Height

Building Type:
Building Front Orientation:
Glazing Area as % of Floor Area

Average Fenestration U-factor

Average Fenestration SHGC

Number of Dwelling Units:
Number of Stories:

Floor Construction Type:
Number of Conditioned Zones:
[Total Conditioned Volume:
Conditioned Slab Floor Area:

ITotal Conditioned Floor Area:

[

1384 ft?

1021t

Single Family Betached
15 6deg (North)

14.4%

0.52

0.60

=

12

Slab on grade
2

11072 cf
1384 ft?

1384 ft?

o HERS Field Verification/Diagnostic Testing Required For Compliance (yes or no). At the very beginning of
the Certificate of Compliance, this provides a prominent notification when compliance with the performance
standards requires HERS Rater field verification or diagnostic testing.

e Conditioned Floor Area. The conditioned floor area of all building zones modeled in the computer run.

. Bundlng Type The type of building. Possible types are single- famlly
: _and multi-family

e Construction Type. The type of construction. Possible types are new, existing, addition alone and existing

plus addition plus alteration.

e Building Front Orientation. The azimuth of the front of the building. This will generally be the side of the
building where the front door is located. A typical reported value would be "290° (west)". This would
indicate that the front of the building faces north 70° west in surveyors terms. The closest orientation on
45° compass points should be verbally reported in parenthesis, e.g. north, northeast, east, southeast,
south, southwest, west or northwest. When compliance is shown for multiple orientations, "all orientations™”
may be reported. When "all orientations" is reported_it shall be included in; the Special Features and

Modeling Assumptions listing-shall-deseribe-shading-features-that-vary-with-orientation.

e Number of Dwelling Units. The total number of dwelling units in the building. This number may be a fraction

for cases of addition alone.

e Number of Stories. The number of building stories as defined by the Uniferm-California Building Code.

e Floor Construction Type. The ground floor construction type is one of the factors considered when

determining detemne&the amount of thermal mass in the Standard

Deannbas&ef—meeustem—buelgeeer

e Number of Conditioned Zones. The number of conditioned zones modeled in the computer run.

e Total Conditioned Volume. The total volume of conditioned space within the building.

Chapter 2 - Standard Reports




2005 Residential ACM Manual R2-21

e Conditioned Slab Floor Area. The total area of slab floor (on grade or raised) with conditioned space above
and the ground or unconditioned space below. This is used to determine the standard design mass
requirement for buildings and the default values of the thermal mass requirements for the proposed design.

e Total Conditioned Floor Area. The total floor area of conditioned space in the building to be permitted. This
area mustshall be no less than the Conditioned Slab Floor Area specified above. The conditioned nonslab
floor area is the difference between the Total Conditioned Floor Area and the Conditioned Slab Floor Area
and is used to determine the thermal mass for the Standard Design, the default value of thermal mass for
the Standard Design, and the threshold thermal mass requirement for thermal mass credit in the Proposed
Design. The conditioned nonslab floor area includes any nonslab floors, raised or not, and raised slab
floors with conditioned space above and below the floor.

2.2.4 Building Zone Information

For most compliance documentation, only one row will be reported in this table. Additional rows are reported
when a proposed building is modeled as two zones {zenral-control},-or when attached, unconditioned spaces
are modeled, such as crawl spaces or sunspaces.

BUILDING ZONE INFORMATION

Zone Floor Area  Volume (ft3) # of Units  Zone Type Tstat Type Vent Height (ft)  vent Area (ftz)
Name ft?)
House 1384 11072 1 Conditioned Setback 2.0 32

e Zone Name. Each zone is given a name that is used to categorize information in the following tables.

e Floor Area (ft2). The floor area of the zone measured to outside wall. The sum of the floor area of all
conditioned zones mustshall equal the conditioned floor area reported under "General Information™.

o Volume (ft3). The volume of the zone. The sum of the volume of all conditioned zones mustshall equal the
total volume reported under "General Information”.

e # of Units. The number of dwelling units in the zone. This number may be a fraction for cases of addition
alone or a building in which there are more zones than dwellings.

e Zone Type. This description controls some modeling restrictions, such as infiltration, internal and solar
gains, etc. Possible conditioned zone entries are Conditioned, Living and Sleeping. Possible unconditioned
zone entries include Unconditioned, CVCrawl and Sunspace.

e Thermostat Type. Possible conditioned zone entries are Setback, NoSetback, LivingStat, SleepingStat.
Additional thermostat types may be allowed for optional modeling capabilities.

e Vent Height (ft). The height difference between the "inlet" ventilation area and the "outlet” ventilation area.
The default ventilation height is determined by the number of stories: one story - 2 feet, two or more stories
- 8 feet. Different vent heights may be modeled but a non-default vent height is considered a special
feature or special modeling assumption that mustshall be reported in the Special Features and Modeling
Assumptions listing for special verification. The ventilation height for other windows is the average height
difference between the centers of the lower operable window openings and the centers of the upper
operable window openings.

e Vent Area (ft2). This entry is either the default vent area which is assumed by the ACM based on entries in
the Fenestration Surfaces table or some other value entered by the user. A Vent Area value greater than
10% of the total rough-out opening area (all windows treated as opening type: “slider”) of all fenestration
mustshall be reported in the Special Features and Modeling Assumptions listing for special verification.

21.62.2.5 Opaque Surfaces

A row shall be reported in this table for each unique opaque surface in the proposed building. Opaque surfaces
include walls, roofs, and floors-and deers. Low-rise residential buildings may have either Standard or Improved

Chapter 2 - Standard Reports



200

5 Residential ACM Manual R2-22

envelope construction quality. This is a feature at the whole building level and not at the surface or construction

type level. Envelope construction quality is reported in the Field Verification and Diagnostic Testing section of

the

For
and

CFE-1R.
buildings that are modeled as multiple thermal zones, the opaque surfaces shall be grouped for each zone
indicated with a header "Zone = <ZoneName>". Alternatively, an additional column may be added to the

table to indicate the zone the building element is next to. The zone name used in the header should be the

same as the name used in the table titled "Building Zone Information”,

OPAQUE SURFACES
Surface Area (ﬁ2) U-ValueU- Cavity Insul Sheath. FoetalR- True Azimuth Tilt Solar Form3 Location/ Comments
Type factor R-value Insul. R-  value Gains Appendix IV

value Reference
Zone=Living
\Wall 105.4  0.088 R-13 na 11306 0 90 Yes 1IV1-A3Wal-1 Typical
\Wall 1454  0.068 R-11 R-4 14.69 180 90 Yes IV1-A3Wall-1 Typical
Base WallA100 0.124 na R-6 8.08 0 920 No 1V5-E5BWall- 0-2 ft below grade

1

Base Wall 160 0.124 na R-6 -8.08 0 920 No 1IV5-E5BWall- 2-6 ft. below grade
B 2
Wall 176.8  0.088 R-13 na 1130 270 90 Yes IV1-A3Wall-1 Typical
Roof 692 0.031 R-30 na 32.48 0 0 Yes 1IV4-A8Reef-1 Typical
Boor 40 0336 Ra Ra 363 [} 90 Yes Door-1 Fypicalt
Zone=Sleep
Wall 1454  0.088 R-13 na 1130 0 90 Yes IV1-A3Wall-1 Typical
Wall 176.8  0.068 R-11 R-4 14.69 90 90 Yes IV1-A3Wall-1 Typical
\Wall 1454  0.088 R-13 na 1130 180 90 Yes 1IV1-A3Wal-1 Typical
Roof 692 0.031 R-30 na 32:48 0 0 Yes 1IV4-A8Reof-1 Typical
IZone=SunSpc
Wall 72 0.088 R-13 na 11.30 90 90 Yes 1IV1-A3Wal-1 Sunspace Wall
Wall 90 0.088 R-13 na 1130 180 90 Yes 1IV1-A3Wall-1 Sunspace Wall
\Wall 72 0.088 R-13 na 1130 270 90 Yes 1IV1-A3Wall-1 Sunspace Wall
Roof 135 0.031 R-30 na 3248 0 0 Yes 1V4-A8Reef-1 Sunspace Roof

Surface Type. Valid types are Wall, BaseWallA (0-1.99 ft below grade), BaseWallB (2.0-5.99 ft below
grade), BaseWallC (more than 6 ft below grade), Roof/Ceiling, and Floor. If floor is over a crawl space
(FIrCrawl), then the U-valueU-factors used in the custom budget run are based on having a crawl space.
Otherwise, they are not. Floor types and areas are also used to determine the default thermal mass for the
Proposed Design and the thermal mass for the Standard Design.

Area (ft2). The area of the surface.

Assembly U-valueU-factor. The overaII U—vateeu factor of the su#aeeconstructlon assembly selected from
ACM Jomt Appendlx V. - v

Note that the U factors reported in this table are the
same whether or not constructlon quality procedures are followed. There is a credit for construction gquality,
but it is embedded in the software and not reported as adjustment to the U-factor.

Cavity Insul R-val. The rated R-value of the installed insulation in the cavity between framing members.
This does not include framing effects or the R-value of drywall, air films, etc. When insulating sheathing is
installed over a framed wall, the "Cavity Insul R-val" should report the insulation in the cavity only._This
value is not entered by the user, but is determined when the user selects a standard construction from
ACM Joint Appendix IV.

#Sheath Insul R-val. The sum total rated R-value of all installed layers of insulating sheathing{R-2-ergreater)

shall be reported. Multiple-sheathing-layers-mustrepert-the-total-oftThe sum of the R-values is reported for
multiple fer-alHinsulating-sheathing layers. Gypsum-board-and-exteriorsiding-ltayers-are-notincluded-unless
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+He|-Hded—ThIS value is not entered bv the user, but is determlned when the user selects a standard
construction from ACM Joint Appendix IV.

e True Azimuth. The actual azimuth of the surface after adjustments for building rotation. There are various
ways of describing the orientation or azimuth of surfaces. For ACMs approved by the CEC, a standard
convention mustshall be used. The azimuth is zero degrees for surfaces that face exactly north. From this
reference the azimuth is measured in a clockwise direction. East is 90 degrees, south 180 degrees and
west 270 degrees.

e Tilt. The tilt of the surface. Vertical walls are 90°; flat roofs are 0°; floors are 180°.

e Solar Gains. A yes/no response is given to indicate if a surface receives solar gains. Surfaces that do not
receive solar gains may include floors over crawl spaces and walls adjacent to garages. Only a yes/no
response is required since the surface absorptance is a fixed input.

o Form-3-ACM Joint Appendix IV Reference A reference to the constructlon assemblv selected from ACM
Joint Appendix 1V.a ion. This name may
also be referenced from the thermal mass table to |nd|cate an exterlor mass waII

e Location/Comments. User provided text describing where the surface is located or other relevant
information.

21+42.2.6 Perimeter Losses

This table provides details about components of the building envelope that are modeled as perimeter losses.
Typical perimeter losses are slab edge losses, retaining wall losses, and losses from the base of controlled
ventilation crawl spaces. A row is provided in the table for each unique perimeter element. Note that a single F-
2-factor is reported for slab edge losses for slab floor interiors that are carpeted or exposed based on a fixed
assumption of 20% of the edge adjacent to exposed slab. This assumption mustshall be used and separate
F2F-factor values for different interior covering conditions may not be reported or modeled by an approved
ACM.

For buildings that are modeled as multiple thermal zones, the items shall be grouped for each zone and
indicated with a header "Zone = <ZoneName>". Alternatively, an additional column may be added to the table
to indicate the zone the building element is next to. The zone name used in the header should be the same as
the name used in the table titled "Building Zone Information."

PERIMETER LOSSES

Perimeter Type Length (ft) F-2-Factor Insul R-val Insul Depth (in) Location/Comments
Zone=Living

SlabEdge 76 0:-750.70 R-35 824 Exposed edge
Zone=Sleep

SlabEdge 76 0.7570 R-35 824 Exposed edge
Zone=SunSpc

SlabEdge 65 0.9073 R-0 na Exposed edge

o Perimeter Type. The perimeter type. Possible types are slab edge, crawl space perimeter, etc. Names may
be abbreviated.

e Length (ft). The perimeter length in feet.
e F-2Factor. The perimeter heat loss factor (see Section 3.2.64-22).
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e Insul R-Val. The R-value of the installed insulation. "R-0" or "None" should be reported when no insulation
is installed.

e Insul Depth (in). _The depth that the insulation extends below the top surface of the slab in inches.

e Location/Comments. User provided information on the location of the perimeter element or other relevant
information.

2.2.7 Fenestration Surfacesand Doors

The term "fenestration"” is used to refer to an assembly of components consisting of frame and glass or glazing
materials. According to the standards (Section 101), fenestration includes “any transparent or translucent
material plus frame, mullions, and dividers, in the envelope of a building.” Fenestration surfaces include
windows, skylights and glazing in doors or other transparent or translucent surfaces. Opaque doors are also
included in this section since they represent “openings” in the gross wall or roof, just like window or skylights.
This listing reports information about each fenestration product or door. One row is to be included in the listing
for each unigue condition. When compliance is for all orientations, the building facade orientations shall be
reported for the case with the “front” facing north or the orientation shall be reported as “Any”.

This listing mustshall include information about each fenestration surface in the proposed building.
Fenestration surfaces include windows, skylights and glazing in doors or other transparent or translucent
surfaces. One row is included in the listing for each unique fenestration condition. ACMs mustshall restrict
users to select from a limited list of exterior shading devices and their associated solar heat gain coefficients
(SHGCs), namely, those devices and SHGCs listed in for exterior shading devices. ACMs shall not allow
users to enter custom shading devices nor account for differences in alternative color, density, or light
transmission characteristics. ACMs are required to calculate, but not report, SHGC o, and SHGC ¢4 UsINg

20054 Standards calculation procedures and assumptions.

For buildings that are modeled as multiple thermal zones, the fenestration surfaces shall be grouped for each
zone and indicated with a header "Zone = <Zone Name>". Alternatively, an additional column may be added to
the table to indicate the zone the building element is next to. The zone name used in the header should be the
same as the name used in the table titled "Building Zone Information"

FENESTRATION SURFACESAND DOORS

Fenestration Area (ﬁ2) U-factor Fenes.SHGC True Tilt Exterior Shade Location / Comments
#/Type/Orien Az Type /ISHGESHGC

Zone=Living

1 Wdw Front(N) 70.4 0.65 0.88 0 90

2 Wdw Left(E) 70.4 0.65 0.88 90 90 WhveScrn/ 0.39

3 Front Door 20

4.Garage Door 20

Zone=Sleeping

3-4 Wdw Back(S) 70.4 0.65 0.88 180 90

4-5 Wdw Right(W) 70.4 0.65 0.88 270 90 LvrScrn/ 0.36

e Fenestration #/Type/Orien. The # is a uniqgue number for each different fenestration surface entry. The type
is Wdw (window) Dr (door) or Sky (skylight). The Orien (orientation) is the side of the building (front, left,
right or back) followed by the nearest 45° compass point in parenthesis (N, NE, etc.). When compliance is
for all orientations, only the side of the building may be reported (front, right, etc.)

o Area (ft2). The area of the surface in square feet. This should generally be the rough frame opening.
o U-valueU-factor. The rated YU-vatueU-factor of the fenestration product, in Btu/h-ft2-°F.

e True Azimuth. The true (or actual) azimuth of the glazed surface after adjustment for building rotation. The
convention for describing the azimuth is standardized as discussed above under opaque surfaces.
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e Tilt. The tilt of the glazed surface. Most windows will have a 90° tilt. Skylights typically have a tilt equal to
the corresponding roof surface.

e Fenestration SHGC: The solar heat gain coefficient of the fenestration.

e Exterior Shade Type/SHGC. The type of exterior shading device and its solar heat gain coefficient from
Table R3-7Fable-2-1. “Standard/0.76” or “ “ mustshall appear when no special exterior shading device is
included in the building plans. Standard (partial bugscreen) shading shall automatically be given for all
window area without other forms of exterior shading devices. This shading assumes that a portion of the
window area is covered by bugscreens. Other valid exterior shades include louvered screens (LvrScrn),
woven sunscreen (WvnScrn), and Low Sun Angle Sunscreen (LSASnScrn). When used for compliance
purposes, ACMs shall not allow or accept input for user-defined exterior shades.

23192.2.8 Solar Gain Targeting

This table is only used for special cases, such as sunspaces (an optional modeling capability, and hence a
Special Feature). Solar gains that enter conditioned spaces mustshall be targeted to the air, but when glazing
surfaces enclose unconditioned spaces, such as sunspaces, the user is allowed to target all but 25% of the
solar gains from these surfaces to mass elements located within the unconditioned space. More than one row
of targeting data may be included for each glazed surface. Unassigned solar gain is targeted to the air in the
unconditioned space. At least 25% of the solar gain from any sunspace fenestration surface mustshall be
targeted to high surface area lightweight mass or the air. At most 60% of the solar gain may be targeted to the
slab floor of a sunspace, especially in the summer. An ACM mustshall automatically enforce these limits and
inform the user of any attempt to exceed these limits.

Note that the use of any optional capability such as sunspace modeling mustshall be reported in the Special
Features and Modeling Assumptions listings. In addition, solar gain targeting mustshall be separately reported
in the Special Features and Modeling Assumptions listings so that the local enforcement agency can verify that
these inputs are reasonable.

SOLAR GAIN TARGETING

Fenestration #/Type/Orien Mass Name Winter Fraction Summer Fraction

1 Wdw Front(N) Sssib 0.30 0.30

e Fenestration #/Type/Orien. The fenestration surface which transmits solar gain to an interior unconditioned
space thermal mass. This corresponds to an item in the fenestration surfaces table.

e Mass Name. The name of the mass element to which solar gains are directed. The mass name
corresponds to an item in the thermal mass table.

e Winter Fraction. The fraction of solar gains targeted from the glazing surface to the absorbing thermal
mass when the building is in a heating mode.

e Summer Fraction. The fraction of solar gains targeted from the glazing surface to the absorbing thermal
mass when the building is in a cooling mode.

21.1062.2.9 Overhangs

Overhangs are a minimum ACM capability and are described in this table.
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Figure R2-1 — Overhang Dimensions
OVERHANGS
Fenestration Overhang
#/Type/Orien Wdth Ht Lngth Ht Left Extension Right Extension
e mm

3 Wdw Back(S) 4.0 5.0 2.6 15 6.0 6.0

e Fenestration #/Type/Orien. This corresponds to an item in the fenestration surfaces list.

e Fenestration Wdth. The width of the rough-out frame opening for the fenestration (in feet) measured from
the edge of the opening on one side to the edge of the opening on the other side.

e Fenestration Ht. The height of the rough-out frame opening for the fenestration (in feet) measured from the
bottom of the opening or frame to the top of the opening or frame.

e Overhang Lngth "H". The horizontal distance in feet from the surface of the glazing to the outside edge of
the overhang.

e Overhang Ht "V". The vertical distance (in feet) from the top of the glazing frame to the bottom edge of the
overhang at the distance “H” from the glazing surface. See Figure R2-1.

e Overhang Left Extension. The distance in feet from the left edge of the glazing frame to the left edge of the
overhang. "Left" and "right" are established from an exterior view of the window.

¢ Overhang Right Extension. The distance in feet from the right edge of the glazing frame to the right edge of
the overhang.

2-3-112.2.10 Side Fins
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Figure R2-2 — Side Fin Dimensions
SIDE FINS
Fenestration Left Fin Right Fin
#/Type/Orien Wdth Ht Dist from  Lngth Ht "V" Fin Ht Dist from  Lngth Ht "V" Fin Ht
fenes "H" fenes "H"
3 Wdw Back(S) 4.0 5.0 6.0 2.0 6.0 8.0 6.0 2.0 6.0 8.0

Fenestration #/Type/Orien. This mustshall correspond to an item in the fenestration surfaces list.

Fenestration Wdth. The width of the rough-out opening for the fenestration (in feet) measured from the
edge of the opening or frame on one side to the edge of the opening or frame on the other side.

Fenestration Ht. The height of the rough-out opening for the fenestration (in feet) measured from the
bottom of the opening or frame to the top of the opening or frame.

Left Fin Dist from fenes. The distance in feet from the nearest glazing frame edge to the fin. "Left" and
"right" are established from an exterior view of the window.

Left Fin Lngth "H". The horizontal distance in feet from the surface of the glazing to the outside edge of the
fin.

Left Fin Ht "V". The vertical distance (in feet) from the top of the glazing frame to the top edge of the fin.
Left Fin, Fin Ht. The height of the fin, in feet.
Right Fin. Similar to Left Fin items.

‘ 23122.2.11 Inter-Zone Surfaces

This listing is used only for proposed designs modeled as multiple thermal zones which is considered an

‘ exceptional condition and mustshall also be listed in the Special Features and Modeling Assumptions listings
for the CF-1R-and-the-C-2R. The Special Features and Modeling Assumptions listing mustshall direct plan and
field checkers to the listings for Interzone Surfaces and Interzone Ventilation. The Interzone Surfaces listing
describes the characteristics of the surfaces that separate the zones.

For buildings that are modeled with more than two thermal zones, the inter-zone surfaces shall be grouped so
that it is clear which zones are separated by the surfaces. The groupings shall be labeled "Between
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ZoneNamel and ZoneName2" or some similar convention. This information may also be provided through
additional columns in the table.

INTER-ZONE SURFACES

Surface Type Area (ft?) Y-valueU- Cavity Insul R- Sheath Insul R- ACM Joint Location/Comments
factor val valu Appendix IV

Ferm=3

Reference
Between Living and Sunspc
IWall 100 0.09 R-11 na Wall-2 Insulated partition
Glass 30 1.10 SglGls na Sliding glass door
Between Sleeping and Sunspc
IWall 220 0.09 R-11 R-4 Wall-2 Insulated partition
Glass 10 1.10 SglGls na Window
Between Living and Sleeping

all 206 0.293 R-0 na Wall-3 Gypsum partitions

Door 40 0.33 R-0 na Hollow core doors

e Surface Type. The type of surface separating the zones. Possible types are window, wall, etc.
e Area (ft2). The area of the surface in square feet that separates the zones.
e U-val. The Y-valueU-factor of the surface.

e Cavity Insul R-val. The R-value of insulation installed in cavity of the framed construction assembly. This
does not account for framing effects, drywall, air films, etc.

e Sheath Insul R-val. The total R-value of all insulation layers (layers R-2 or greater) not penetrated by
framing. Excludes low R-value layers such as sheetrock, building paper, and air films.

e Form-3ACM Joint Appe

e Location/Comments. User provided information on the location of the inter-zone surface or other relevant
information.

231132.2.12 Inter-Zone Ventilation

This listing is used for proposed designs that are modeled as multiple building zones. The modeling of multiple
building zones is considered an exceptional condition that mustshall be reported in the Special Features and
Modeling Assumptions listings, which mustshall also refer to the information in this listing when this listing is
generated by the ACM to echo user inputs for Inter-Zone Ventilation. If inter-zone ventilation is modeled, it
rmustshall be reported in this listing. It describes natural and/or mechanical ventilation systems that separate
the zones.

For buildings that are modeled with more than two thermal zones, the inter-zone ventilation items shall be
grouped so that it is clear which zones are linked by the items. The groupings shall be labeled "Between
ZoneNamel and ZoneName2" or some similar convention._This information may also be provided through
additional columns in the table.

INTER-ZONE VENTILATION

\Vent Type Inlet Area Outlet Area Height Diff. Fan Watts Fan Flow (cfm) Location/
Comments

Between Living and Sunspc
Natural 20 20 3 na na

e Vent Type. Possible types are natural and fan.
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e Inlet Area. The area of the air inlet in square feet. This is used only when vent type is "natural”.
e Outlet Area. The area of the air outlet in square feet. This is used only when vent type is "natural”.

e Height Diff. The elevation difference between the inlet and the outlet in feet. This is used only when vent
type is "natural”. Default is two feet.

e Fan Watts. The fan power rating in watts. This is used only for sunspaces and only then when vent type is
"fan". Fan energy may be reported as a separate line item or added to the TDVseurce- energy for heating.

e Fan Flow (cfm). The cubic feet per minute of air flow provided when the fan is operating. This is used only
for sunspaces and then only when vent type is "fan".

e Location/Comments. User provided text describing where the item is located or other relevant information.

2.2.13 Infiltration/Ventilation

This listing is only produced when the applicant has used reduced infiltration measures (and mechanical
ventilation when necessary) to improve the overall energy efficiency of the Proposed Design while maintaining
adequate air quality. Reduced infiltration credit may be taken for duct sealing and installation of an air retarder
without a blower door test. Otherwise, the use of reduced infiltration requires diagnostic blowerdoor testing by
a installer and a certified HERS rater to verify the modeled reduced leakage area and to ensure minimum
infiltration/ventilation rates are achieved. Relevant information regarding infiltration and ventilation shall be
reported in the Field Verification and Diagnostic Testing listings on the CF-1R. The listings shall indicate that
diagnostic blower door testing shall be performed as specified in ASTM E 779-0399, Standard Test Method for
Determining Air Leakage Rate by Fan Pressurization. This listings shall also report the target CFM50y required
for the blower door test to achieve the modeled SLA and the minimum CFM50y (corresponding to an SLA of
1.5) allowed to avoid backdraft problems. This minimum allowed value is considered by the Commission to be
“unusually tight” in the requirements of the California Mechanical Code.

When the target CEFM50, of the Proposed Design is below the value corresponding to an SLA of 3.0,
mechanical ventilation with a minimum capacity of 0.047 CFM per square foot of conditioned floor area is
required. This requirement for mechanical ventilation and minimum capacity shall be reported in the Field
Verification and Diagnostic Testing listings of the CF-1R. Also, the Field Verification and Diagnostic Testing
listings shall state that when the measured CFM50y, is less than the minimum allowed value, corrective action
shall be taken to either intentionally increase the infiltration or provide for mechanical supply ventilation
adequate to maintain the dwelling unit at a pressure greater than -5 pascals relative to the outside average air
pressure with other continuous ventilation fans operating.

When mechanical ventilation is part of the Proposed Design the exhaust and supply fan wattages shall be
reported in this listing and the Field Verification and Diagnostic Testing listings. Whenever mechanical
ventilation is modeled by the user or required by modeling an SLA of 3.0 or less, the mechanical ventilation
capacity selected by the user shall be greater than or equal to 0.047 cfm per square foot of conditioned floor
area to be modeled by an approved ACM. If the user enters a volumetric capacity that is less than 0.047
cfm/ft®, the ACM shall indicate an input error to the user and block compliance output.

When reduced infiltration or mechanical ventilation is modeled, the Special Features and Modeling
Assumptions listings shall include a statement that the homeowner’s manual provided by the builder to the
homeowner shall include instructions that describe how to use the operable windows or mechanical ventilation
to provide for proper ventilation.

INFILTRATION/VENTILATION DETAILS (Example Listing)

Blower Door Leakage Target Blower Door Leakage Vent. Fan CEM Mechanical Vent Fans (Watts)
(CEM504/SLA) Minimum (CFM50,/SLA) (Supply/Exhaust) Supply/Exhaust
1250/2.9 586/1.5 200/300 50/75

o Blower Door Leakage Target (CFM504/SLA): The measured blower door leakage in cfm at 50 pascals of
pressurization and its equivalent Specific Leakage Area (SLA) value.
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o Blower Door Leakage Minimum (CEM50,/SLA): The limit for the blower door leakage test to avoid
backdrafting, which corresponds to a Specific Leakage Area (SLA) of 1.5, considered to be “unusually
tight” for California Mechanical Code compliance. The ACM shall report in the Field Verification and
Diagnostic Testing listings that the Commission considers this minimum CFM and the corresponding SLA
of 1.5 or less to be “unusually tight” per the Uniform Mechanical Code. In the sample listing given above a
1600 square foot house and the SLA lower limit of 1.5 is used to determine the Blower Door Leakage
Minimum shown.

e Vent. (Ventilation) Fans (CEM):[Supply/Exhaust] The total volumetric capacity of supply fans and exhaust
fans listed separately, separated by a slash (or reported in separate columns). The balanced portion of
mechanical ventilation is the smaller of these two numbers while the unbalanced portion is the difference
between these two numbers. These values are reported in cubic feet per minute.

e Mechanical Vent. (Ventilation) Fans (Watts) [Supply/Exhaust]: The total power consumption of the supply
ventilation fans and the total power consumption of the exhaust ventilation fans in watts.

Use of an air retarding wrap shall be reported in the Special Features and Diagnostic Testing listings.

2.2.14 Slab Surfaces

This table shall be listed when the building has slab surfaces but does not qualify as a high mass design (see
Thermal Mass in Chapters 3 and 4). If the building gualifies as a high mass design, this listing is omitted and
the listing for high mass designs is included.

SLAB SURFACES

Mass Name Area (ft?)
IZone=Living

=
o
o

[Standard Slab

¢ Mass Name. The name of the mass element.

e Area (ft2). The area of the mass in square feet.

2-3152.2.15 Thermal Mass for High Mass Design

This listing-table can only appear if and when the Proposed Design_qualifies as a ‘s-thermal-mass-exceeds-the
reqguired-high mass thresheldbuilding (see Chapter 3). Exceeding-this-mass-threshold-and-modeling-this-mass
inthe-Proposed-Besign-is-alse-High mass buildings are considered to be an exceptional condition and
mustshall be reported in the Special Features and Modeling Assumptions listings on the CF-1R-and-the-C-2R.
The table specified below hislisting-shall-provides detail about the thermal mass elements in qualifying high
mass the-building. One row is provided in the table for each mass element.

Thermal mass elements may be located within a single zone, they may separate zones or they may be located
on an exterior wall. Mass elements in each of these categories shall be grouped and labeled accordingly.
Additional columns may be added to the table to provide this information.
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THERMAL MASS FOR HIGH MASS DESIGN

Mass Name Area (ft?) Thickness Volumetric Conductivity ACM Joint Inside Surface Location/Comments
(inches) Heat Capacity (Btu-in)/(hr-ft*-Appendix IV~ R-value (hr-ft*-
(Btu/ft*-°F) °F) Forn-3 °F)/Btu
Reference
Zone=Living
ExpSlb-L 273 3.5 28 .98 na 0 Exposed in living
CarSIb-L 419 3.5 28 .98 na 2 Carpeted in living
Zone=Sleep
ExpSlb-S 273 3.5 28 .98 na 0 Exposed in sleeping
CarSlIb-S 419 35 28 .98 na 2 Carpeted in sleeping
Zone=SunSpc
SSSIb 450 35 28 .98 na 0 Sunspace slab
Between Sunspc and Living
SSWall 100 8.0 28 .98 na 0 Masonry wall

e Mass Name. The name of the mass element. This name may be referenced from the optional solar gains
targeting section of the fenestration surfaces table.

e Area (#2ft2). The area of the mass in square feet.
e Thickness. The mass thickness in inches.
e Heat Capacity. The volumetric heat capacity of the mass material in Btu/°F-ft3F-€f.

e Conductivity. The conductivity of the mass material in Btu-in/he-f2ft2 -°F.

e ACM Joint Appendix IV Ferm-3-Reference. A reference to a lookup from ACM Joint Appendix |V.a-wall

e Inside Surface R-value. The thermal resistance of any material (such as carpet or tapestry) that may exist
on the inside surface of the thermal mass excluding air films. For instance, if a mass element is carpeted, a
surface R-value of 2 is the fixed input. For mass elements that separate thermal zones, the surface R-
value may be reported separately for each side of the mass.

e Location/Comments. User provided information on the location of the mass element or other relevant
information.

231162.2.16 HVAC Systems

Information is provided on the type of heating and cooling systems proposed for each zone of the building.
Data in the table is organized to accommodate any type of heating or cooling system so some of the
information is not applicable for all system types. When the information is not applicable, "na" is reported. Data
in this table should be organized first by thermal zones and then by heating and cooling systems. Note that the
thermostat type is reported under "Building Zone Information" described above.

For buildings that are modeled as multiple thermal zones, the items shall be grouped for each zone and
indicated with a header "Zone = <ZoneName>". The zone name used in the header should be the same as the
name used in the table titled "Building Zone Information”
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HVAC SYSTEMS

Equipment Type Minimum Equipment Verified Refrigerant DistributionType Duet Verified Cooling
Efficiency (or Water HeatingCharge-and-Airflow and-LocationVerified R-valdeVerified Capacity
System Name) Adequate Airflow Fan Watt Draw

Zone=Living

Furnace 0.78 AFUE N/A DuetsGrawiN/A 42N/A N/A

IAirCond-Split 10.0 SEER/9.3 EER Yes BuetsGramlYes 4.2240 Yes

Zone=Sleep

CombHydro Upper Floors N/A BasebeardN/A Aa=N/A N/A

IAirCond-Split 10.0 SEER No BuetsAttieNo 4-2No No

Equipment Type. The type of heating or cooling equipment. This is specified separate from the distribution
type. Required heating equipment and cooling equipment entries are listed in Table R2-1Fable-2-2 and
Table R2-2Fable-2-3. When the proposed house is not air conditioned, the entry should be NoCooling. If
more than one type of equipment is specified, they may be listed on subsequent rows._If Gas Absorption

equipment is specified, it shall be reported in the Special Features and Modeling Assumptions listings on
the CF-1R forms printed by the ACM.

Minimum Equipment Efficiency. The minimum equipment efficiency needed for compliance. The applicable
efficiency units should also be reported, for instance AFUE for furnaces and boilers, HSPF for electric
heating equipment, and SEER for heat pumps (cooling) and central air conditioners. In the case of
combined hydronic heating, the name of the water heating system sheuld-shall be identified. If the
equipment type is Electric (other than heat pump), an HSPF of 3.413 should be entered, except for radiant
systems which use a maximum HSPF of 3.55. EER indicates that the energy efficiency ratio at ARI test
conditions has been specified and will be verified according to the procedure in ACM Appendix RI -
Procedures for Verifying the Presence of a Thermostatic Expansion Valve or High Energy Efficiency Ratio
Equipment, and shall also be reported in the Field Verification and Diagnostic Testing listings.

Verified Refrigerant Charge-and-Airflow. The choices are ‘Yes’ or ‘No’ where ‘Yes’ means that either
refrigerant charge and-airfloware-is verified or a TXV is installed_and verified. Refrigerant charge credit is
applicable to split system air conditioners and heat pumps only. The two equipment types that can comply

by verifying refrigerant charge are SplitAirCond, and SplitHeatPump. See-Section-2.1forsystem-typesfor
whieh-this-creditean-be-claimed:

Verified Adequate Airflow. Yes indicates that the air flow will be tested and verified according to the

procedure in ACM Appendix RE - Forced Air System Fan Flow and Air Handler Fan Watt Draw and shall

also be reported in the Fleld Verlflcatlon and Dlaqnostlc Testlnq Ilstmqs No |nd|cates that the default alr
flow i is used. v 6

Verified Fan Energy. A number such as 240 indicates the user specified air handler fan watt draw that will

be tested and verified according to the procedure in ACM Appendix RE - Forced Air System Fan Flow and
Air Handler Fan Watt Draw and shall also be reported in the Field Verification and Diagnostic Testing
listings No indicates that the default fan watt draw is used.

Verified Maximum Cooling Capacity. Yes indicates that the proposed design will have an air conditioner

sized according to the ACM calculations in ACM Appendix RF — HVAC Sizing and this shall also be
reported in the Field Verification and Diagnostic Testing listings. Systems may claim this credit only if they
also have claimed credit for the combination of verified adequate airflow, sealed and tested new duct
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systems, and proper refrigerant charge (or alternatively a TXV). No indicates that no sizing credit is being

taken.

Table R2-1 — HVAC Heating Equipment Descriptors

Recommended Descriptor

Heating Equipment Reference

CntrlFurnace

Gas- or oil-fired central furnaces, propane furnaces or heating equipment considered equivalent to a
gas-fired central furnace, such as wood stoves that qualify for the wood heat exceptional method.
Gas fan-type central furnaces have a minimum AFUE=78%. Distribution can be gravity flow or use
any of the ducted systems. [Efficiency Metric: AFUE]

Heater

Non-central gas- or oil-fired space heaters, such as wall heaters floor heaters or unit heater.
Equipment has varying efficiency requirements. Distribution is ductless and may be gravity flow or
fan-forced.. Can refer to floor furnaces and wall heaters within the description field for CntrlFurnaces

Efficiency Metric: AFE

Boiler

Gas or oil boilers. Distribution systems can be Radiant, Baseboard or any of the ducted systems.
Boiler may be specified for dedicated hydronic systems. Systems in which the boiler provides space
heating and fires an indirect gas water heater (IndGas) may be listed as Boiler/CombHydro Boiler and
shall be listed under “Equipment Type” in the HVAC Systems listing. [Efficiency Metric: AFUE]

SplitHeatPump

Heating side of central split system heat pump heating systems. Distribution system shall be one of
the ducted systems. [Efficiency Metric: HSPF]

PkgHeatPump

Heating side of central packaged heat pump systems. Central packaged heat pumps are heat pumps
in which the blower, coils and compressor are contained in a single package, powered by single
phase electric current, air cooled, rated below 65,000 Btuh. Distribution system shall be one of the
ducted systems. [Efficiency Metric: HSPF]

LrgPkgHeatPump

Heating side of large packaged units rated at or above 65,000 Btu/hr (heating mode). Distribution
system shall be one of the ducted systems. These include water source and ground source heat

pumps. [Efficiency Metric: COP

GasHeatPump Heating-s e g aed-he aCOP for the o

RoomHeatPump Heating side of non-central room air conditioning systems. These include small ductless split system
heat pump units and packaged terminal (commonly called “through-the-wall”) units. Distribution
system shall be Ductindoor. [Efficiency Metric: COP

Electric All electric heating systems other than space conditioning heat pumps. Included are electric
resistance heaters, electric boilers and storage water heat pumps (air-water) (StoHP). Distribution
system can be Radiant, Baseboard or any of the ducted systems. [Efficiency Metric: HSPF]

CombHydro Water heating system can be storage gas (StoGas, LgStoGas), storage electric (StoElec) or heat

pump water heaters (StoHP). Distribution systems can be Radiant, Baseboard, or any of the ducted
systems and can be used with any of the terminal units (FanCoil, RadiantFIr, Baseboard, and

FanConv).
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Table R2-2 — HVAC Cooling Equipment Descriptors

Recommended Descriptor

Cooling Equipment Reference

NoCooling Entered when the proposed building is not air conditioned or when cooling is optional (to be installed
at some future date). Both the Standard Design equivalent building and the proposed design use the
same default system (refer to sections 3.6.2). [Efficiency Metric: SEER]

SplitAirCond Split air conditioning systems. Distribution system shall be one of the ducted systems. [Efficiency
Metric: SEER and EER]

PkgAirCond Central packaged air conditioning systems less than 65,000 Btuh cooling capacity. Distribution

system shall be one of the ducted systems. [Efficiency Metric: SEER and EER]

LrgPkgAirCond

Large packaged air conditioning systems rated at or above 65,000 Btu/hr (cooling capacity).
Distribution system shall be one of the ducted systems. [Efficiency Metric: EER

RoomAirCond

Non-central room air conditioning cooling systems. These include small ductless split-system air
conditioning units and packaged terminal (commonly called through-the-wall) air conditioning units.
Distribution system shall be Ductindoor. [Efficiency Metric: EER

SplitHeatPump

Cooling side of split heat pump systems. Distribution system shall be one of the ducted systems.
[Efficiency Metric: SEER and EER<65,000 Btu/hr EER>65,000 Btu/hr]

PkgHeatPump

Cooling side of central single-packaged heat pump systems with a cooling capacity less than 65,000
Btuh. Distribution system shall be one of the ducted systems. [Efficiency Metric: SEER]

LrgPkgHeatPump

Cooling side of large packaged heat pump systems rated at or above 65,000 Btu/hr (cooling
capacity). Distribution system shall be one of the ducted systems. [Efficiency Metric: EER

GasCoolng = GCesoling sideofa-gas-engine-driven-heatpu ai—conditionerand Gas absorption cooling. Three
Pwe-descriptors efficiensies, COP95, the rated & COP for the gas portion, CAP95, the rated capacity.
and PPC, th rasitic electric ener I nditions in Watts.a-coP-ferthe-clectr ie—port ioR-

D viiBf o ‘% =i o COD, I’H‘gﬂ INalaYs) an 1 tri

RoomHeatPump Cooling side of non-central, room heat pump systems. These include small ductless split-system air
conditioning units and packaged terminal (commonly called "through-the-wall”) units. Distribution
system shall be Ductindoor. [Efficiency Metric: EER

EvapDirect Direct evaporative cooling systems. The SEER is set to 11.0. The default distribution system location

is DuctAttic; evaporative cooler duct insulation requirements are the same as those for air conditioner
ducts. [Efficiency Metric: SEER]

EvaplndirDirect

Indirect-direct evaporative cooling systems. The SEER is set to 13.0. The default distribution system
location is DuctAttic; evaporative cooler duct insulation requirements are the same as those for air
conditioner ducts. [Efficiency Metric: SEER]
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-RF-RE. TE.or AFUE Table R2-3 — HVAC Distribution Type and Location Descriptors
Recommended Descriptors HVAC Distribution Type and Location Reference
Air Distribution Systems Fan-powered, ducted distribution systems that can be used with most heating or cooling

systems. When ducted systems are used with furnaces, boilers, or combined hydronic/water
heating systems the electricity used by the fan shall be calculated using the methods
described later in this manual. R-value shall be specified in "Duct R-value" column when a
ducted system is specified

DuctsAttic Ducts located overhead in the unconditioned attic space

DuctsCrawl Ducts located underfloor in the unconditioned crawl space

DuctsCVC Ducts located underfloor in a controlled ventilation crawl space

DuctsGarage Ducts located in an unconditioned garage space.

DuctsBasemt Ducts located in an unconditioned basement space

DuctsInEx12 Ducts located within the conditioned floor space except for less than 12 lineal feet of duct,
typically an HVAC unit in the garage mounted on return box with all other ducts in conditioned
space.

DuctsInAll HVAC unit or systems with all HYAC ducts located within the conditioned floor space.

Location of ducts in conditioned space eliminates conduction losses but does not change
losses due to leakage. Leakage from either ducts that are not tested for leakage or from
sealed ducts are modeled as leakage to outside the conditioned space.

DuctsNone Air distribution systems without ducts such as ductless split system air conditioners and heat
pumps, window air conditioners, through-the-wall heat pumps, etc.
DuctsQutdoor Ducts located in exposed locations outdoors.
Ductless Systems Ductless radiant or warm/cold air systems using fan-forced or natural air convection and
hydronic systems relying upon circulation pumps and fan-forced or natural air convection, and
Furnaces Heating equipment such as wall and floor furnaces
Radiant Radiant electric panels or fanless systems used with a boiler, electric or heat pump water

heater, or combined hydronic heating equipment.

Baseboard Electric baseboards or hydronic baseboard finned-tube natural convection systems

2.2.17 Maximum Cooling Capacity

This listing is always provided, however, the column for maximum cooling capacity is completed only when
compliance credit is specified for verified cooling capacity is specified in Section 2.2.16 HVAC Systems.
Systems may claim this credit only if they also have claimed credit for the combination of verified adequate
airflow, sealed and tested new duct systems, and proper refrigerant charge (or alternatively a TXV). The
design loads are calculated in accordance with appendix RF-2005 using the 1.0% Summer Design Dry Bulb
and 1.0% Summer Design Wet Bulb outdoor design temperature data from Joint Appendix ACM |l and inside
design temperatures from Standards Section 150(h). Heating system sizing is not required, but may be
included at the ACM vendors option.
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HVAC SIZING

Location: Modesto, Cooling design Temp = 99, Cooling Daily Range = 28

Equipment Type Sensible Design Cooling Load Design Cooling Capacity Maximum Cooling Capacity for
Btu/hr) at ARI Rated Conditions Verified Cooling Capacity ACM

Credit (Btu/hr)
Design Equipment
Capacity (Btu/hr

Zone=Living
AirCond-Split 19730 23470 N/A
Zone=Sleeping Living

©

873 11270 N/A

IAirCond-Split 11270
Building Total 29603 34740 40740

Equipment Type. The type of heating or cooling equipment.

Sizing Location. Location for sizing calculation from list in the Joint Appendices ACM 1.

Cooling Outside Design Temperature (°F). As defined for the sizing location in the Joint Appendices ACM

1.
Cooling Qutside Daily Range (°F). As defined for the sizing location in the Joint Appendices ACM Il.

Inside Design Temperature (°F). As required in Standards Section 150(h).

Sensible Design Cooling Load (Btu/hr). Total sensible cooling load at design conditions including duct

losses. Calculated in accordance with Appendix RF-2005.

Design Cooling Capacity at ARI Conditions (Btu/hr). Rated capacity needed to meet the Sensible Design

Cooling Load calculated in accordance with Appendix RF-2005.

Maximum Allowable Cooling Capacity for ACM Credit for the building. Maximum total rated system cooling

capacity that may be installed if claiming the sizing credit. For buildings with more than one system the
sum fo the sizes of the equipment installed must be less than the total Allowable Cooling Capacity for ACM
Credit for the building. Calculated in accordance with Appendix RF-2005.

2.2.18 Duct Systems

This listing shall be displayed any time ducts are included in the heating and/or cooling system sealing and

testing is specified. As many rows as necessary may be used to describe each duct system.

DUCT SYSTEMS

Equipment Type Distribution Type Duct Verified Duct Leakage
and Location R-value
(h-ft-°F/Btu)
Furnace / SplitAirCond DuctsAttic 4.2 Not Tested
Furnace / SplitAirCond DuctsAttic 8 Tested New Ducts
Furnace / SplitAirCond DuctsAttic 4.2 Tested Existing Ducts

Equipment Type. The type of heating or cooling equipment. This is specified separate from the distribution

type. Required heating equipment and cooling equipment entries are listed in Table R2-1 and Table R2-2.
When the proposed house is not air conditioned, the entry should be NoCooling. If more than one type of
equipment is specified, they may be listed on subseguent rows.

Duct R-value (hr-ft’- F/Btu). The nominal R-value of the duct insulation.

Distribution Type and Location. The default distribution type and location is a ducted, central system with

100% of the ducts in the attic. If a duct design is specified with duct locations on the plans but without
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specific duct surface areas (sizes and lengths) specified, the Special Features and Modeling Assumptions
listing shall specify the default duct locations. To use DuctsCrawl or DuctsBsmt, all supply registers shall
be in the floor or within two feet of the floor and the Special Features and Modeling Assumptions listings
shall indicate that all supply registers are in the floor or within two feet of the floor. These two cases do not
require field verification. All other cases require field verification.

o Verified Duct Leakage. If verified (tested) duct leakage is specified by the user, the requirement for
diagnostic testing shall be reported in the Field Verification and Diagnostic Testing listings on the CF-1R.

2.2.19 Supply Duct System Detalils

This listing shall be displayed any time credit for ducts in conditioned space, reduced duct surface area, and/or
combinations of higher performance insulation (including ducts buried under the attic insulation) are specified.
The portions of duct run located on the floor of the attic within 3.5 inches of the ceiling gypsum board and
covered or partially covered with blown attic insulation of R-30 or greater in houses meeting the criteria for
Insulation Installation Quality (ACM RH) may take credit for increased effective duct insulation. A full
description of the requirements and criteria for supply duct system details is in Section 4.8-belew. As many
rows as necessary may be used to describe each duct run. These credits shall also be reported in the Special
Features and Modeling Assumptions listings.

SUPPLY DUCT SYSTEM DETAILS

Description Location Duct Length Duct DiameterDuct Buried Attic Attic

(i) (in.) Eﬂfw Duct @::Ieatlon R- !I__rllséatlon

(h-ft2-°F/Btu) (h-ft2-°F/Btu)

Main 1 Attic 35 16 4.2 No N/a N/a
Branch 1 Crawlspace 15 12 4.2 No N/a N/a
Branch 2 Conditioned 10 12 4.2 No N/a N/a
IRun 1 Attic 22 6 4.2 Yes 38 Eiberglass
IRun 2 Attic 17 6 4.2 Yes 38 Cellulose
Run 3 Attic 12 6 4.2 Dee 38 Cellulose

Effective Supply System Duct R-value = 5.6

e Description (text): Description given to each length of supply duct.

e Location (prescribed descriptor): The location of the duct. Permissible types: Listed in Table R2-3.

e Duct Length (ft). The length of the duct in feet.

e Duct Diameter (in.) The diameter of the duct in inches.

e Duct Insulation R-value (hr-ft>- F/Btu). The nominal R-value of the duct insulation.

e Buried Duct (prescribed descriptor). The choices are ‘Yes', ‘No’ or ‘Deep’. ‘No’ means that the ducts are
not buried and no credit is being taken. ‘Yes’ means that this duct is located on the floor of the attic within
3.5 inches of the ceiling gypsum board and will be covered or partly covered by blown ceiling insulation.
‘Deep’ applies when duct segment is deeply buried in lowered areas of ceiling and has at least 3.5” of
blown insulation above the top of the duct.

o Attic Insulation R-value (hr-ft>- /Btu). The nominal R-value of the attic insulation covering buried ducts

e Attic Insulation Type (prescribed descriptor). The choices are ‘Fiberglass’ for blown fiberglass or ‘Cellulose’

for blown cellulose.
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‘ 23172.2.20 —Package D-speciicationsfor the-applicableclimatezene—Special

Systems - Hydronic Distribution Systems and Terminals

‘ This listing mustshall be completed for hydronic systems that have more than 10 feet of piping (plan view)
located in unconditioned space. As many rows as necessary may be used to describe the piping system. Note

‘ that hydronic heating systems (combined or not) mustshall be reported in the Special Features and Modeling
Assumptions listings. The entry for the Special Features and Modeling Assumptions listings mustshall indicate
any additional listings that are reported for this feature so that the local enforcement agency can verify the
additional information needed to check this special feature.

SPECIAL SYSTEMS - HYDRONIC DISTRIBUTION SYSTEMS AND TERMINALS

Distribution System Terminal Type Number (#) Piping Nominal Pipe Size (in) Insulation Insulation R-value
Name Run Length (ft) Thickness (in)
HydFanCoil FanCaoil 1 15 15 15 6.0

Baseboard 1 20 75 1 4.0

FanColl 1 15 5 15 4.0

e System Name (text): Description given to the hydronic system.

e Terminal Type (prescribed descriptor): The type of terminal equipment used in the system. Permissible
types: Listed in Table R2-4.

Table R2-4 — Hydronic Terminal Descriptors

Descriptor Hydronic Terminal Reference

FanCaoil Ducted fan coil used in central systems
Baseboard Baseboard convector using natural convection
RadiantFIr Radiant floor

e Piping Run Length (ft). The length (plan view) of distribution pipe located in unconditioned space, in feet,
between the primary heating/cooling source and the point of distribution.

 Nominal Pipe Size. The nominal (as opposed to true) pipe diameter in inches.
e Insulation Thickness (in). The thickness of the insulation in inches. Enter "none" if the pipe is uninsulated.

o Insulation R-value (hr-ft>- F/Btu). The installed R-value of the pipe insulation. Minimum pipe insulation for

hydronic systems is as specified in Standards Section 150 (j). R-4-fer2"er-smallerpipe—and-R-6forpipe
diameter-targerthan2"-.

2.2.21 Water Heating Systems

Water Heating Systems

This set of listings includes information about water heating systems. A water heating system may serve more
than one dwelling unit_or a single dwelling unit may have more than one water heating system. A water heating
system may also have more than one water heater, but may have only one distribution system. Each water
heating system in the building is defined in one or more rows in the following table. Data in this table is
associated with data in the Water Heating System Credits Table; and the Water Heater/Boiler Equipment

Detail Table,-and-the-Water Heating-System-AssignmentsTFable. When there are multiple water heater types in

a system, the last six-two columns may be repeated as necessary.

When an ACM models a water heating system that does not have a single separate water heater serving each
dwelling unit, it shall be reported in the Special Features and Modeling Assumptions listings of the CF-1R. The
Special Features and Modeling Assumptions listing shall cross-reference the listing below whenever multiple
water heaters serve one or more dwelling units or when a single water heater serves more than one dwelling
unit. Information concerning auxiliary energy systems, the performance and features of instantaneous gas,

Chapter 2 - Standard Reports



2005 Residential ACM Manual R2-39

large storage gas and indirect gas water heaters, and combined hydronic equipment, if installed, shall also be

included in the Special Features and Modeling Assumptions listing if energy credit is taken for such systems.

WATER HEATING SYSTEMS_CREDIT (Multiple systems in single dwelling unit)

System Distribution Recirculation System Water Heater Number of WH
Name System_in Unit(s) Control Name in System
[JpperFloorsSystem 1 Recirc/Timer n.a. State100 31
lLower-FloorsSystem 2 Recirc/Timer n.a. State50 41
IKitehensSystem 3 POUpPOU n.a. Loch006 18

WATER HEATING SYSTEMS CREDIT (Systems serving multiple dwelling units)

System Distribution Recirculation System Water Heater Number of WH
Name System in Unit(s) Control Name in System
System 1 Stnd RTm/Tmp State100 3

System 2 Stnd RDmd State50 4

System Name. This is a user defined name for the water heating system that provides a link between the
water heating systems table, the Water Heating Systems Credits Fabletable, and the Water Heater/Boiler

Equipment Detail-System-Assighments- Tabletable.

Distribution System in Unit(s)Fype. Several specific distribution systems are recognized_for distributin

water within each dwelling unit. —The distribution system listed in this column should be selected from
Table R2-5. w he A ices: ifyi i istributi y
‘ncluded in Secti 5 of dential h

Recirculation System Control. This is only used for systems that serve multiple dwelling units. Enter a type

of control from Table R2-6.

Water Heater Name_(text). This is a user defined name that provides a link between the Water Heater
Systems Credit table and the Water Heater/Boiler Equipment Detail table. This table may be repeated if
different types of water heaters are used in the same system.
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Table R2-5 — Water Heating Distribution System (Within Dwelling Units) Descriptors

Distribution System Measure Code Description

Pipe Insulation (kitchen lines > 3/4 inches) — STD Standard (non-recirculating) potable water heating system with tank

Standard Case Stad storage remote from points of consumptive use. The portions of the
pipe run from the water heater to the kitchen fixtures that are equal to
or greater than 3/4 inch in diameter areis insulated, as required by

il 1 1 e-n mea es.

Pipe Insulation (all lines) PIA All pipes from the water heater to the fixtures are insulated, not just the
one i to the kitchen, which is

Point of Use POU Point-of-use potable water heating system, within 8' of fixtures

Parallel Piping PP Ar system of individual pipe runs from a manifold at the water heater to
each fixture. This is also sometimes called homerun piping.

Recirculation (no control) RNC Recirculation system, with no control. The pump runs continuously.

Recirculation + timer control RT Recirculation system, with timer control. The pump operates on a
timeclock.

Recirculation + temperature control RTmp Recirculation system, with the pump controlled to maintain a minimum
temperature in the circulation system.

Recirculation + timer/temperature RTmTmp  Recirculation system, with combination timer control and temperature
control.

Recirculation + demand control RDmd Recirculation system, with demand control.

Table R2-6 — Control Systems for Multi-Unit Distribution Systems

Type of Control Code Description

Uncontrolled Recirculation NoCtrl Circulation pump runs continuously.

Timer Control STD Recirculation system, with timer control. The pump operates on a
REm= timeclock.
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Table R2-7 — Water Heater Types

Recommended Descriptor Water Heater Reference

StoGas Gas, propane, or oil-fired storage tank > 2 gal, input < 75,000 Btu/hr
LgStoGas Gas, propane, or oil-fired storage tank, input > 75,000 Btu/hr

StoElec electric-resistance-heated storage tank > 2 gal

InstGas instantaneous gas-fired, storage < 2 gal

InstElec instantaneous electric-resistance-heated, storage < 2 gal

StoHP electric heat pump with storage tank

IndGas storage tank indirectly heated by gas- or oil-fired source

Boiler boiler dedicated solely to hydronic space heating

Table R2-8 — Pipe Conditions for Systems Serving Multiple Dwelling Units

Insulation of pipes

Length of pipes  Insulation of pipe Length of pipes inin Length of pipes  Insulation of pipes
System Name inside the space inside the space ambient air ambient air underground underground
System 1 88 Standard 32 Extra 0 N/a
System 2 96 Standard 16 Standard 0 N/a

Special-Water Heater/Boiler EQuipment Details

This listing provides information about the energy characteristics of the water heaters or boilers used to provide

either domestic hot water or space heating through a combined hydronic (CombHydro) system. This table may

be used for both NAECA and for non-NAECA water heaters (as specified by the Appliance Efficiency
egulatlons) -This Ilstlng descrlbes the equment that serves the water heatlng system or systems fis-enly

When the |nformat|on is not appllcable "na" may be reported

SPECIAL-WATER HEATER/BOILER /BOHER EQUIPMENT DETAILS

AFUE Combined

Recovery Efficiency Hydronic  Standby Tank Total
Water Heater Efficiency Units Tank Size Rated Input Pump Loss R-value (hr- Pilot Light
Name Type {fraction) (fraction) (gal) (kBtuh) (watts) (fraction)  ft>°F/Btu)  (Btu/h)
CombHydState100 Boiler 0.78 AFUE 40 60.00 na na na
BigRmWH LgStoGas  0.79 RE 50 75.00 0.04 15.30 na
Loch006 StoGas 0.78na- EF6-78 30 na. na. Na. na.
State100 StoGas 0.79na- EF6-79 30 40 40 na. Na. na.
Hydro
State50 StoGas 0.80na- EF0-80 40 na. na. Na. na.

o Water Heater Name (text): Name of water heater specified in the Water Heating Systems listing. In the
case of a hydronic system heater, the name shall be unique in order to distinguish it from other water
heaters.

e Water Heater Type (recommended descriptor). The water heater type will be one of the following choices
from Table R2-7. The large storage gas water heaters are larger than the 75,000 Btu/h maximum input
rated by the National Appliance Energy Conservation Act (NAECA). Indirect gas water heaters are
essentially a boiler with a separate storage tank. Additional data required for large storage gas and indirect

gas types is entered later in the Water Heater/Boiler nggment Detail table. "Gas" is used for propane as
well as natural gas. If oil water heaters are used, the "gas" choices may be selected.
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o Efficiency. The efficiency of the water heater.

e Efficiency Units. Enter the units used for efficiency. For NAECA water heaters the energy factor (EF) will
be entered. ThermalResevery efficiency is the performance measure for instantaneous gas water heaters
(InstGas), large storage gas/oil water heaters (LgStoGas) and indirect gas/oil water heaters (IndGas). It is
also required for storage gas/oil water heaters (StoGas) used in combined hydronic systems
(CombHydro). The value is taken from the Commission's appliance databases or from Commission-
approved trade association directories. If the value is omitted for NAECA regulated water heaters, then the
default value will be assumed. When boilers are used to fire an indirect gas/oil water heater (IndGas), the
value of the AFUE or Thermal Efficiency (see below) is used for the recovery efficiency.

e Tank Size for Direct Fired Tanks(gal). The storage tank capacity in gallons. This input is applicable to all
storage type water heaters. For NAECA covered water heaters, the input is optional.

e Tank Size for Indirect Fired Tanks (gal). The indirect fired storage tank capacity in gallons. This input is
applicable to all hot water storage tanks that do not have an integral heating element or burner.

e Combined Hydronic Pump (watts). This is needed only for electric combined hydronic systems. It is not
needed for storage gas or heat pump combined hydronic systems.

e Rated Input (kBtu/hr for gas and kW for electric): The energy input rating from the above directories or from
the manufacturer's literature. Entries are required for large storage gas/oil water heaters (LgStoGas),
indirect gas/oil water heaters (IndGas), and when storage gas water heaters (StoGas/LgStoGas) or heat
pump water heaters (StoHP) are used in combined hydronic space heating systems (CombHydro).

e Standby Loss (fraction): The fractional storage tank energy loss per hour during non-recovery periods
(standby) taken from the Commission's database cited above. Applicable only to large storage gas water
heaters (LgStoGas).

e Tank R-value (hr-ft>~F/Btu): The total thermal resistance of the internally-insulated tank and any external
insulation wrap. Applicable to large storage gas/oil (LgStoGas) and indirect gas/oil (IndGas) water heaters

only.

e Pilot light (Btu/hr): The pilot light energy consumption rating from the Commission's database. Applicable
only to instantaneous gas (InstGas) and indirect gas/oil (IndGas) water heaters.
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Table R2-9 summarizes the applicability of the inputs for the water heater types recognized by the calculation

method.

Table R2-9 — Water Heater Input Summary

NAECA

NAECA Storage NAECA Instant. Instant. Large
Input Item Storage Gas Electric Heat Pump Gas Electric Storage Gas Indirect Gas
Energy Factor Yes Yes Yes Yes Yes
Pilot Input, Btu Yes Yes Yes
Efficiency, % Yes Yes Yes
Standby Loss, % Yes
Tank Volume, gal. Yes Yes Yes Yes Yes
Tank Insulation, R Yes Yes
Ext. Insulation, R Yes Yes
If Combined Hydronic System:
Rated Input, kBtuh Yes Yes Yes
Rated Input, kWi Yes Yes
Recovery Eff, % Yes Yes Yes Yes
Pump Input, Watts Yes Yes Yes
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Special Water Heating System Credits

-This section includes information about water heating auxiliary energy credits, if used. These features are
optional capabilities for ACMs and their use for performance compliance requires listing in the Special
Features and Modeling Assumptions listings of the CF-1R-and-the-C-2R. The Special Features and Modeling

Assumptions listing mustshall cross-reference the listing-belew-which-must-be-included-aspartof the C-2R
when-any-of these-applicable optional water heating capabilities are-modeled by the ACM.

WATER HEATING SYSTEMS MISC (Example Listing)

System Name Solar Savings SRCC Wood Stove Wood Stove Combined
Eraction or SEF (szzrr::g(c;:tion Boiler? Boiler Pump? Hvdronic Pum
E— Power
(Watts)
Hydronic 0.00 None Yes Yes 60.00
DHW 0.66 0002-1999-223 No No
SPECIALWATER HEATING-SYSTEM-CREDITS
CHNy Pump2-(¥/N)

UpperFloors 60 ¥ Aas Aas

e System Name. This is a name corresponding to a system name defined in the Water Heating Systems
table.

e Solar Savings Fraction_(SF) or Solar Energy Factor (SEF). If the water heating system has a solar system
to provide auxiliany-part of the water heating, the selarsavings-fractionSF or SEF is entered in this column.
The selar—sawngs—ﬂ:aeueﬂSF shall may—be determlned usmg #—Ghan—er—e%hepmetheds—appmved—by—the

h—the procedures defined with

the optlonal modellnq capabllltv in Chapter 6..

e SRCC Certification Number. Enter the SRCC certification number for the solar system (OG-300 rated) or
the collectors (OG-100 rated). This number is issued by the SRCC when a product is certified.

e Wood Stove Boiler (Y/N). This is a yes/no response on whether or not the system has a wood stove boiler.
A credit may be taken for either solar systems or for a wood stove boiler, but not both.

e Wood Stove Boiler Pump (Y/N). This is a yes/no response to indicate whether the wood stove boiler has a
recirculation pump.

e Combined Hydronic Pump (Watts): Required only for electric combined hydronic (Elec/, StoElec/ and
InstElec/CombHydro) systems. Not required for storage gas/oil or heat pump combined hydronic systems
(StoGas/, LgStoGas/, and StoHP/CombHydro).

2-1.192.2.22 Special Features and Modeling Assumptions

This listing shall stand out and command the attention of anyone reviewing this form to emphasize the
importance of verifying these Special Features and the aspects of these features that were modeled to achieve
compliance or the energy use results reported. This listing in the Certificate of Compliance shall include any
special features of the building that affect the building’s compliance with the standards. For example, water
heating features, or auxiliary credits shall be listed under “Special Features and Modeling Assumptions” as well

Chapter 2 - Standard Reports




2005 Residential ACM Manual R2-45

as being listed under a special listing of their own. The use of certain non-default values shall also be included
in this list. These special default values are indicated in the subsequent text.

any special features about the building that are needed to verify compliance.

SPECIAL FEATURES AND MODELING ASSUMPTIONS: (Example Listing) Plan FieldSPECIAL- FEATURES-AND
: = — ==

This house has Zonal control with multiple zones, interzone surfaces, and interzone ventilation.

This building uses metal-framed walls that shall meet mandatory insulation requirements. In many cases

sheathing insulation is_used in addition to cavity insulation.

[This house uses a non-NAECA large storage gas water heater. Check the SPECIAL WATER HEATER/BOILER
DETAILS listing for specifications.

This house has an attached sunspace with interzone surfaces, custom solar heat gain distribution and sunspace

thermal mass elements.

This house is modeled with reduced infiltration and/or mechanical ventilation. Consequently the homeowner’s
manual provided by the builder to the homeowner shall include operating instructions for the homeowner on how
lto use operable windows and/or mechanical ventilation to achieve adequate ventilation.

2-1.202.2.23 Field Verification and Diagnostic TestingHERS-Regquired-\ferification

be-listed-in-this-seetion—This listing mustshall stand out and command the attention of anyone reviewing
this form to emphasize the importance of HERS-verification-Field Verification and Diagnostic Testing of these
features and the aspects of these features that were modeled to achieve compliance—erthe-energy-useresuls
reported.

Specific features that require diagnostic testing to assure proper installation require field testing and verification

by a certified home energy rater (HERS rater) under the supervision of a CEC- approved HERS provider, and
shall be listed in this section.

All items in the Field Verification and Diagnostic Testing listings shall also report that the installer and HERS
rater shall both provide the appropriate CF-6R and CF-4R documentation, respectively, for proper installation,
testing, and test results for the features that require verification by a HERS rater. The installer shall document
and sign the CF-6R to verify compliance with design and installation specifications. The HERS rater shall
document and sign the CF-4R to confirm the use of proper testing procedures and protocol, to report test
results, and to report field verification of installation consistent with the design specifications needed to achieve
these special compliance efficiency credits.

The ACM shall ask the user if there are vented combustion appliances inside the conditioned space that draw
air for combustion from the conditioned space prior to accepting any entry for reduced infiltration or mechanical
ventilation. Cooking appliances, refrigerators and domestic clothes dryers are excluded from this requirement.
If appliances other than cooking appliances, refrigerators and domestic clothes dryers are present and use
conditioned air for combustion, the ACM shall instruct the user that reduced infiltration shall not be modeled
when these devices are part of the Proposed Design and block data entries and ACM modeling of reduced
infiltration and mechanical ventilation. When the user indicates that such devices are present or when the user
models reduced infiltration or mechanical ventilation, the ACM shall report in the Special Features and
Modeling Assumptions listings that reduced infiltration and/or mechanical ventilation are prohibited from being
modeled when vented combustion appliances, not excluded above, are inside conditioned space.
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When a Proposed Design is modeled with a reduced target infiltration (CFMS50y,) that corresponds to an SLA
less than 3.0, mechanical ventilation is required and shall be reported in the Field Verification and Diagnostic
Testing listings.

FIELD VERIFICATION AND DIAGNOSTIC TESTING

—
[This house is using reduced duct leakage to comply and shall have diagnostic site testing of duct leakage
performed by a certified HERS rater under the supervision of a CEC-approved HERS provider. The results of the

diagnostic testing shall be reported on a CF-6R form and list the target and measured CFM duct leakage at 25
pascals.

[This house has tight construction with reduced infiltration and a target blower door test range between 586 and
1250 CFM at 50 pascals. The blower door test shall be performed using the ASTM Standard Test Method for
Determining Air Leakage Rate by Fan Pressurization, ASTM E 779-039987{Reapproved-1992).

[This house is using an HVYAC system with all ducts and the air handler located within the conditioned space. This
results in a higher distribution efficiency rating due to elimination of conduction losses (losses due to leakage are
not changed) and shall be visually confirmed by a certified HERS rater under the supervision of a CEC-approved
HERS provider. This verification shall be reported on a CF-6R form.

IWARNING: If this house tests below 586 CFM at 50 pascals, the house shall either be provided with a ventilation
opening that will increase the tested infiltration to at least 586 CFM at 50 pascals (SLA = 1.5) OR mechanical
supply ventilation shall be provided that can maintain the house at a pressure of at least -5 pascals relative the
outside average air pressure while other continuous ventilation fans are operating. Note also that the Commission
considers an SLA<1.5 to be “unusually tight” per the California Mechanical Code.

IWARNING - Houses modeled with reduced infiltration are prohibited from having vented combustion appliances
other than cooking appliances, refrigerators and domestic clothes dryers that use indoor air for combustion inside
conditioned space.

22252 .2.24 Compliance Statement and Signatures

Signature requirements and other details on the compliance statement are included in Section 10-103(a)1 of
the Administrative Reqgulations (Title 24, Part 1). .

COMPLIANCE STATEMENT

This certificate of compliance lists the building features and performance specifications needed to comply with the Energy Standards in
Title 24, Parts 1 and 6, of the California Code of Regulations, and the Administrative regulations to implement them. This certificate has
been signed by the individual with overall design responsibility.
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Designer or Owner (per Business & Professions Code)

Name

Documentation Author

Name

Title/Firm

Title/Firm

)Address

)Address

City & Zip Code

City & Zip Code

Telephone

Telephone

License Number

Signature/Date

Signature/Date

Enforcement Agency
Name

Title

lIAgency

City

Telephone

Signature/Date
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3. Defining the Proposed and Standard Designs

The space conditioning energy budget for the lew-rise-residential Standards is a custom budget, that is, the
energy that would be used by a building similar to the Proposed Design, but that is modified to just meet the
requirements of the prescriptive standards. The building that is modeled to create the custom budget is the
Standard Design. This section of the ACM Approval Manual describes how the Proposed Design and Standard
Designs are defined.

For the IheProposed Desrgn the rs—medeled—based—upenﬂsepmputs—thapare—subjeeete%ranety—e#

Iheuser enters mformatron to descrlbe the thermal charactenstrcs of the Qrogosed burldlng envelope |nclud|ng
its surface areas, air leakage, shading structures and attachments, thermal mass elements, heating and
cooling equipment and distribution systems, and water heating equipment and distribution systems._These
inputs are subject to a variety of restrictions which are defined in this section. Modeling assumptions and
algorithms for making energy calculations are described in Chapter 4.

The process of generating the Standard Design and calculating the custom budget mustshall be performed
automatically by the program, based on the allowed and default inputs for the Proposed Design as well as the
fixed and restricted inputs and assumptions for both designs. The_process of custom budget generation se
operations-shall not be accessible to program users for modification when the program is used for compliance
purposes or when compliance forms ean-be-are generated by the program. The Standard Design generator
mustshall automatically take user input about the Proposed Design and create input-dataferthe Standard
Design, using all the applicable fixed and restricted inputs and assumptions_described in this Chapter and in
Chapter 4. All assumptions and algorithms used to model the Proposed Design mustshall also be used in a
consistent manner in the Standard Design building.

The basis of the Standard Design is prescriptive Package D, which is contained in Section 151(f) of the
Standards. The Package D prescriptive requirements are not repeated here. However, the following sections
present the details on how the Standard Design is to be developed. Defining the Standard Design building
involves two steps.

o First, the geometry of the proposed building is modified from the description entered for the Proposed
Design.

e Second, building features and performance characteristics are modified to meet the minimum

requirements of compliance with package-Package D-ef the-Standards.

333.1 Building Physical Configuration

Proposed Design. The building configuration is defined by the user through entries for heawy-and-light-floor
areas, wall areas, roof and ceiling areas, fenestration areas, and door areas. Each which-are entered along
Wrth performance characterrstlcs such as U-factors, SHGC, thermal mass, etc. Information about the othe
rientation and tilt is required for walls, fenestration and other elements.
The user entries for all of these buildlng elements mustshall be consistent with the actual building design and
configuration. If the ACM actually-models the specific geometry of the building by using a coordinate system or
graphic entry technique, the building-geometry-data entered mustshall be as consistent as reasenably-possible
with-the-actualt-building-design-necessary to achieve thermal modeling accuracy.
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Standard Design. The Standard Design building has the same floor area, volume, and configuration as the
Proposed Design, except that wall and window area are distributed equally between the four main compass
points, North, East, South, and West. The details are described below.

3313.1.1 Conditioned Floor Area

Proposed Design. The ACM mustshall require the user to enter the total conditioned floor area of the
Proposed Design as well as the conditioned slab floor area. The conditioned slab floor area is the area of a
slab floor with a minimum slab thickness of 3.5 inches or a minimum heat capacity of 7.0 Btu/°F-ft2f#*->F and
conditioned space above and unconditioned space or the ground/gravel below. The non-slab conditioned floor
area is the total conditioned floor area minus the conditioned slab floor area._Stairwell floor area shall be
included in conditioned floor area as the horizontal area of the stairs and landings between two floors of each
story of the house. The conditioned slab floor area may be either on-grade or a raised slab.

Standard Design. The total conditioned floor area and the conditioned slab floor area of the Standard Design
building is the same as the Proposed Design.

Note. ACMs mustshall keep track of the conditioned floor area and
mustshall at least be able to keep separate track of the total conditioned floor area and conditioned slab floor
area. These areas are used to determlne the default thermal mass for the Proposed Design and the thermal
mass for the Standard Design. A #y #

33:23.1.2 Conditioned Volume

Proposed Design. The volume of the Proposed Design is the conditioned volume of air enclosed by the
building envelope. The volume mustshall be consistent with the air volume of the actual design and may be
determined from the total conditioned floor area and the average ceiling height or from a direct user entry for
volume.

Standard Design. The volume of the Standard Design building is the same as the Proposed Design.

3.2 Opague Envelope Elements

3.2.1 Insulation Installation Quality

Proposed Design. The ACM user may specify either Standard or Improved insulation installation quality for
the Proposed Design. The presence of Improved insulation installation quality shall be reported in the Field
Verification and Diagnostic Testing listings on the CF-1R. Improved insulation installation quality shall be
certified by the installer and field verified.

Standard Design. The Standard Design shall be modeled with Standard insulation installation quality.

Note. Chapter 4 has the modeling rules for Standard and Improved insulation installation quality.

3333.2.2 Ceilings/Roofs

Proposed Design. The ACM shall aIIow a user to enter one or more ceiling/roof areas for the Proposed

emte#ep&elemems—The roof/celllng areas, constructlon assemblles, orlentatlons, and tilts modeled must h Il
be consistent with the corresponding areas, construction assemblies, and tilts in the actual building design and
mustshall tetal-equal the overall roof/ce|I|ng area with conditioned space on the |nS|de and uncondltloned

space on the other side.

be—the—same—as—the—l:l—\meeef—the-aetuamssembly—u -factors shaII be selected from ACM J0|nt Appendlx IV If
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new Cceiling and wall construction assemblies that-do not meet the mandatory minimum Y-valueU-factor
required by Title 24, the building shall not pass compliance-shal-netbe-allewed.- If the Proposed Design has
Improved insulation installation quality, then all ceiling/roof assemblies in the Proposed Design are modeled
accordingly (see Section 3.2.1 and Chapter 4).

Standard Design. The ceiling/roof areas of the Standard Design building are equal to the ceiling/roof areas of
the Proposed Design. The Standard Design roof and ceiling surfaces are assumed to be horizontal (no tilts)
and have a U-valueU-factor specific to the package D requirements. The U-factors in Table R3-1_shall be used
in the Standard Design for the appropriate R-value criteria in Package D. The Standard Design generator
mustshall consider all exterior surfaces in the Proposed Design with a tilt less than 60 degrees as roof
elements. Surfaces that tilt 60 degrees or more are treated as walls. The Standard Design is modeled with

Standard insulation installation quality U-factors by correcting the U-factors in Table R3-1 with the standard
insulation installation quality adjustment factors for ceilings/roofs from Section 4.2.3.

Table R3-1 — Ceiling/Roof U-factors for the Standard Design

Building Component R-value Requirement U-factor ACM Joint Appendix [V
Referen8ce
Roof
R-30 0.032 Table IV.1-A7
R-38 0.026 Table IV.1-A8

Outside v\llnside
Wallls have a tilt . ) .
greater than 60 IRoofshhav(;eoa tilt Outside Floors have a tilt
but less than 120 ;SSI anf N of 180 degrees
degrees from the egrees from the from the
horizontal horizontal

horizontal

Figure R3-1 — Surface Definitions
3-3-4Radiant Barriers

Proposed Design. The ACM mustshall allow the user to input a radiant barrier. The presence of a radiant
barrier mustshall be reported in the Special Features and Modeling Assumptions listings on the CF-1R-and-C-
2R.

Standard Design. The Standard Design shall have a radiant barrier in accordance with Package D
requirements._When required by Package D, radiant barriers are required on all ceiling/roof surfaces. See
Section 4.2.1 for radiant barrier eligibility criteria.

3-3-5Cool Roofs

Proposed Design. The ACM mustshall allow the user to input a cool roof. The presence of a cool roof
mustshall be reported in the Special Features and Modeling Assumptions listings on the CF-1R-ard-C-2R.

Standard Design. The Standard Design shall be modeled without a cool roof.

33-63.2.3 Wallss

Proposed Design. The ACM shall allow a user to enter one or more wall areas for the Proposed Design-from
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be consistent with the corresponding wall areas in the actual building design and the total wall area
| be equal to the gross wall area with conditioned space on the inside and unconditioned space or
exterlor conditions on the other side. U-factors for Proposed Design wall constructions shall be selected from
ACM Joint Appendix IV. If the Proposed Design has Improved insulation installation quality, then walls are
modeled accordingly (see Chapter 4). Walls include all opaque surfaces with a slope greater than 60° but less
than 120° from the horizontal (see Figure R3-1).

h_
raustshal

Standard Design. The gross wall area in the Standard Design run is equal to the gross wall area of the
Proposed Design, including knee walls in the ceiling construction of the Proposed Design. The gross wall area
in the Standard Design is equally divided between the four main compass points, North, East, South, and
West Wlndow and door areas are subtracted from the gross WaII area to determlne the net WaII area in each

The Standard De5|qn has Standard |nsulat|on |nstaIIat|on quality.
U-factors for the Standard Design walls shall be those from Table R3-2 for the appropriate Package D R-value

criteria multiplied by the standard insulation installation guality factor for walls from Section 4.2.3.

Table R3-2 — Wall U-factors for the Standard Design

Building Component Package D R-value Criteria Standard Design U-factor ACM Joint Appendix IV Reference
wall R-13 0.1026-2620-674 Table IV.9-A3

R-19 0.074 6-6740-065 Table |V.9-A5

R-21 0.0699-0699-061 Table IV.9-A6

33-#3.2.4 Basement Walls and Floors

Proposed Design. Portions of basement walls above grade must-shall be modeled as conventional walls
above grade For below- qrade basement walls, tFhe user mustshall berequested-te-eenter the area of

W wall-at each of three3 depths; fromer -Zero-zero to 2
feet below grade (shallow) greater than 2 feet to 6 feet below grade (medium), and greater than 6 feet below
grade (deep). The ACM shall allow users to enter as many wall types as necessary to model the proposed
eonstructionProposed Design. The-ACM-must-use-the-same-method-for-determining-tThe YU-valueU-factor, C-

factor, and mass characteristics of below-grade walls shall be calculated using methods consistent with ACM

Joint Appendix IV. fer-belowgrade-walls-as-used-ferabove-grade-walls-The defaultthermal performance

characteristics vatue-for the Proposed Design below-grade wall constructions shall be the same as the
Standard Design.

Standard Design. The Standard Design shall have the same basement wall areas as the Proposed Design
and at the same depths. The Standard Design basement wall shall be assumed to be a wall with a Heat
Capacity of 15.7 Btu/(ft>-°F), a thickness of 8 inches, and aa uniform R-value of 1.5.

3-3.83.2.5 Raised Floors

Proposed Design. In addition to the total conditioned floor area and total conditioned slab floor area_(see
3.1.1), ACMACM s-mustallow-the-users shall te-enter floor areas for the standard raised floor construction
types listed in Table R3-3Table-R3-2-and-atleastthree-user-defined-construction-types. The ACM mustshall
require user input to be-able-te-distinguish floor areas and constructions that are over crawl spaces. The U-
factor for ACM-and-its-decumentation-mustinform-the-user-thatthe-floor constructions and areas mustshall be
consistent with the actual building design. U-factors shall be those from ACM Joint Appendix IV. -
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Standard Design. The floor areas of the Standard Design are equal to the areas of the Proposed Design. The
expesedralsed floor Y-valweU-factor used—wfor the Standard De5|gn is taken from Table R3-3_ and depends

depending-on whether or not the
floor assembly in the Proposed DeS|qn is Iocated over a crawl space For thls reason, tFhe ACM mustshall
keep track of which raised floor surfaces are over crawl spaces and which are not.

Notes. The effect of a conventional crawl space is modeled with a thermal resistance of R-6; however, for

controlled ventilation crawl spaces (an optional capability), the crawl space is modeled as a separate thermal
zone and R-6 is not assumed. The R-6 value for a conventional crawlspace shall be automatically calculated
by the ACM and shall not be allowed as a user input. The U-factors in Table R3-3 account for the additional R-
6.

Table R3-3 — Floor U-factors for the Standard Design

Floor Type Package D Criteria U-factor ACM Joint Appendix IV Reference
Raised Floor (crawl space) R-19 0.037 AAG8-AdTable IV.20-A4
Raised Floor (no crawl space) R-19 0.048 AAOG-AdTable IV.21-A4

3-3-93.2.6 Slab-on-Grade Perimeter

Proposed Design. The ACM mustshall allow users to enter at least two different slab perimeter constructions
and their corresponding lengths. Typically, ACMs have no practical limit on the number of slab perimeter
constructions that may be entered. The default condition for the Proposed Design is ACMs-must-assume-that
80% of any slab edge length entered is adjacent to rug-covered (R-2 for carpet and pad) slab and 20% is
adjacent to exposed slab on the conditioned side. F-factors for slab loss shall be taken from Joint Appendix IV,
Table |V.26R3-4 or be calculated using methods consistent with ACM Joint Appendix IV and accurately
represent the conditions in the actual building. and-determine-an-overall-2-factorfor-the-totalHlength-orspecify
that-the-user-enter-or-choose-such-a-weighted-F2factor—The ACM mustshall be able to determine the amount
of slab edge adjacent to unconditioned spaces separately from the slab edge adjacent to the outside-se-that
the-ACM-can-determine-the-appropriate-Standard-Design. In the Proposed Design, the F2 factor(s) may
account for slab perimeter insulation for both slab edges exposed to the outside and slab edges adjacent to
unconditioned spaces such as garages. In climate zone 16, Sslab edges adjacent to garages and
unconditioned spaces may be considered to be insulated with R-7 insulation and have an FF-2-factor of 0.51.

Standard Design. The total slab perimeter length in the Standard Design is the same as in the Proposed
Design. For the Standard Design, the slab edge heatloss-F-factor, F2-is 0.76 for all climate zones except

Climate Zone 16 where the FF-factor2 is 0.51. See Package D. For the Standard Design for heated slabs, the

slab edge heat loss F-factors shall be those specified in Column B of Joint Appendix IV, Table IV.27 for the
installed depth or horizontal distance of the proposed design for all climate zones except climate zone 16
where the F-factor shall be those specified in Column D. For the Standard Design unconditioned spaces such
as the garage are assumed to be detached AqeneeJeheslabﬂeenmetepbeaNeeneeadnmmdspaeesand
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Table R3-4 — Slab Edge F-factors for the Standard Design

Slab Edge Condition Package D Criteria F-factor ACM Joint Appendix IV Reference
No Insulation None 0.73 Table IV.265-Al
R-7 Insulation R-7 0.56 Table IV.265-C7

3.3 Fenestration and Doors

3-3-1063.3.1 Doors

Proposed Design. ACMs mustshall allow users to enter at least two different door constructlon types their
U-factors, areas, and orrentatrons ;

accurately represent the doors |nstaIIed in the burldrnq and be calculated in a manner consistent wrth ACM

Joint Appendix IV.

Standard Design. The Standard Design has 40 square feet of door area for each dwelling unit. All doors are
assumed to face north_and have a U-factor of 8-330.50 from Joint Appendix |V reference IV28-A3. Fhis-means
thattThe net opaque wall area facing north is reduced by 40 f2ft2 -for each dwelling unit for the Standard
Design run.

33-113.3.2 Fenestration Types and Areas

Proposed Design. ACMs mustshall allow users to seleet-enter fenestration or window types, specify the U-
factor, SHGC, area, orientation, and tilt. Performance data (U-factors and SHGC) shall be NFRC values or

taken from fremthe CEC default tables-. +n4he—standardse#rem—severa&rser—deﬁned4enestrauen4ypes

faerngum—thed#eetreaef—eaekmqa}epeempass—pemt— If the Proposed Desrqn fenestratron area is Iess than

20%, the Standard Design fenestration area is set equal to the Proposed Design fenestration area. Otherwise,
the Standard Design fenestration area is set equal to 20% of the conditioned floor area. The Standard Design
fenestratron area is dlstnbuted equally between the four main compass points—North, East, South and West.

} The Standard Design rurhas no skylights. The net wall area on each orientation is
reduced by the fenestration area (and door area) on each facade. The U-factor and SHGC performance
factors for the Standard Design are taken from the Package D specification.

3-3-123.3.3 Overhangs_and Sidefins

Proposed Design. ACMs mustshall allow users to enter a set of basic generic parameters for a description of
an overhang and sidefinfor each individual fenestration or window area entry. The basic parameters mustshall
include Fenestration Height, Fenestration-Width,-Overhang/Sidefin Length, and Overhang/Sidefin Height. ACM
user entries for overhangs may also include Fenestration Width, Overhang Left Extension and Overhang Right
Extension. ACM user entries for sidefins may also include Fin Left Extension and Fin Right Extension for both

left and right fins. (See Sections 2.2.9 and 2.2.10.)
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Standard Design. The Standard Design does not have overhangs.
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333.3.4 Solar Heat Gain Coefficients

Proposed Design. ACMs mustshall require the user to enter the fenestration Solar Heat Gain Coefficient for
each window, skylight, or other fenestration system type-with-a-separate-area. This requirement may be met by
having the user select from a standard-default list of fenestration systems and-sizes-or by direct entry foruser-
definedusing NFRC-certified values for windows, doors with glass or skylights. In addition, for each windew;
skylight-and-fenestration element the ACM mustshall require-allow the user to select an exterior shading
treatment from the lists given in_Table R3-7. The ACM will then determine the overall SHGC for the complete
fenestration system based on the fenestration SHGC and the SHGCs assigned to the Commission-approved
exterior shading devices and assigned interior shading devices from and Table R3-7Fable-R3-4.

Standard Design. The Standard Design fenestration Solar Heat Gain Coefficients (SHGCs) are determined by
the appropriate Package D specifications for the applicable climate zone. Note that the frame type and the
presence or absence of muntins or dividers is irrelevant for the Standard Design as the Package D values for
SHGCjsep and the U-factor include the effects of fenestration features such as framing, dividers, and muntins.

343.3.5 Interior Shading Devices and-theirSeolar Heat-Gain-Coefficients

Internally, ACMs shall use two values to calculate solar heat gain through windows: SHGC pen and SHGCjoseq.
SHGC gpen SHECgpap-is the total solar heat gain coefficient of the fenestration and its exterior shading device

when the operable interior shading device is open. SHGC osed SHGClgsed i the total solar heat gain
coefficient when the interior shading device is closed. SHGCQ@_SHGGGPQHJS the setting that applies when
the air conditioner is not operating, which typically is most of the 24-hour period, while SHGC ;jpseq SHGG¢lgsed

applies only for periods when the air conditioner operates. The Standard Design values for these SHGCs are
shown in Table R3-6 below. SHGCQ@_SHGGOPGH—and SHGC ¢josed SHGG¢|gsed-are not user specified inputs.

See Chapter 4 for more details.
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The ACM mustshall require the user to directly or indirectly specify SHGCy, and frame type. The ACM
mustshall assign an interior shading device as listed in and require the user to specify exterior shading device
as listed in Table R3-7Fable-R3-4. The ACMs mustshall calculate the overall SHGC for the fenestration with
shading devices as shown in Chapter 4.

For both the Proposed Design and the Standard Design, all windows are assumed to have draperies and

skyllghts are assumed to have no |nter|or shadlng IheAGMGemphanee%upplemem-mast—alsee*phertly

Table R3-5 — Allowed Interior Shading Devices and Recommended Descriptors

Recommended Descriptor Interior Shading Attachment Reference Solar Heat Gain Coefficient
Standard Draperies or No Special Interior Shading - Default 0.68 (see Note 1)

Interior Shade
None (see Note 2) No Interior Shading - Only for Skylights 1.00

(Eenestration tilt <60 degrees)

Note (general): No other interior shading devices or attachments are allowed credit for compliance with the building efficiency standards.

Note 1: Standard shading shall be assumed for all fenestration with a tilt of 60 degrees or greater from horizontal.

Note 2: None is the default interior shading device in the standard and proposed design for fenestration tilted less than 60 degrees from
horizontal (skylights) and is only allowed for fenestration tilted less than 60 degrees from horizontal (skylights), i.e. None is not an interior
shading option for ordinary vertical windows

Table R3-6 — Standard Design Shading Conditions

Package Specification

Characteristic SHGCen = NR SHGCen = 0.37
SHGCren 0.67 0.37

SHGCgpen 0.649 0.358

SHGC osed 0.614 0.339

Glazing Double Clear Double Low Solar Low E
Interior Shade Drapes (Standard) Drapes (Standard)
SHGCjt 0.68 0.68

Exterior Shade Bugscreen (Standard) BugScreen (Standard)
SHGCext 0.76 0.76

3.3.6 Exterior Shading Devices

Proposed Design. The ACM mustshall require the user to either accept the default exterior shading device or
select from a specrflc Commlssmn approved list of exterlor shadlng devices for each fenestratlon element. Fhe

chorce for exterror shadrng devrce is Standard WhICh is assrgned an average SHGC of 0. 76 The ACM
Compliance Supplement shall explicitly indicate that credit is allowed only for one exterior shading device. See

Table R3-7 for other choices.

Standard Desrgn The Standard De5|qn shaII assume the default exterror shadlnq whrch is the standard buq
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Recommended Descriptor Exterior Shading Device Reference Solar Heat Gain Coefficient
Standard Bug Screen or No Shading ~BefaultBugsecreens-are 0.76
modeled
WvnScrn Woven SunScreen (SC<0.35) 0.30
LvrScrn Louvered Sunscreen 0.27
LSASnScrn LSA Sunscreen 0.13
RIDwnAwng Roll-down Awning 0.13
RIDwnBInds Roll -down Blinds or Slats 0.13
None (see Note 1) For skylights only - No exterior shading 1.00

Note 1: None is the default for fenestration tilted less than 60 degrees from horizontal (skylights) and is only allowed for fenestration tilted
less than 60 degrees from horizontal (skylights)., i.e. None is not an exterior shading option for ordinary vertical windows.

Characteristic SHGG,,=NR SHGGC,,, =040
SHGGC., 070 0:40

SHGGQpeH 0.68 0:39

SHGC |5cad 0.63 0.37

Glazing Double Clear Double-Clear

SHGG o int 0.647 0.378

tnterior-Shade DBrapes{Standard) Drapes-{Standard)
SHGG;, 0.68 0.68

Exterior-Shade Bugsereen{Standard) BugSereen{Standard)
SHGG 076 076

3:53.4 Thermal Mass
Fheperformance-approach-is-based-en-pPrescriptive Package D, the basis of the Standard Design, -efthe

~whieh-has no thermal mass requirements. Package D and the performance approach
assume that both the Proposed Design and Standard Design building have a minimum mass as a function of
the conditioned area of slab floor and non-slab floor.
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Proposed Design. The ACM-may-require-the-user-to-identify-whetheror-notthe-Proposed Design will be

modeled with the same thermal mass as the Standard design unless the Proposed Design is a hlgh mass
building as defrned below.

Standard Desrgn The condrtroned slab roor in ACM-shallmedelthe Standard Design is assumed to be as
exposed slab_and -80% slab efthe
eenelmened—stalacovered by carpet or casework The non-slab floor in the Standard Desrqn is assumed to be

floor-area-asrug-covered-slaband-5% of the-Proposed-Desigh's-honslab-floerarea-as-exposed 2-with two
inch thick concrete_with the remainder low-mass wood construction. No other mass elements are modeled in
the Standard Design._The Standard Design mass is modeled with the following characteristics.

o The conditioned slab floor area (slab area) shall have be-medeled-as20-percent-exposed-thermalmass
having-a thickness of 3.5 inches;-; a volumetric heat capacity of 28 Btu/ft>-°F~; a conductivity of 0.98 Btu-

in/hr-ft>-°F. The exposed portion shall have -and-a surface conductance of 1.3 Btu/hr-ft>-°F (no thermal

resistance on the surface) and the covered poonn#he—remammg—S@%ef—tl%—eendrﬂened—shab—ﬂoeparea

theaeleht@noﬁ shaII have a surface R—valueconductance of 2.0 Btu/hr-ftz-°FL typrcal of a carpet and pad.

e The “exposed” portion of the cConditioned non-slab floor area shall have a thickness of 2.0 inches; a
volumetric heat capacity of 28 Btu/ft>-°°F; a conductivity of 0.98 Btu-in/hr-ft>-°°F; and a surface
conductance of 1.3 Btu/hr-ft°>-°F (no added thermal resistance on the surface). These thermal mass
properties apply to the “exposed” portion of non-slab floors for both the Proposed Design and Standard
Design. The covered portron of non-slab floors is assumed to have no thermal mass. be#redeled—mth%%

Proposed-BesignhDefinition of High Mass Building. Fhe-ACM-may-enly-allow-the-userto-model-aAdditional
thermal mass in the proposed design may only be modeled when the egquivalentthermal-massforthe
Proposed Design is a high mass building. A high mass building has mass equivalent to 30% of the conditioned
slab floor area being exposed slab and 70% slab covered by carpet or casework, and 15% of the conditioned
non-slab floor area being exposed with two inch thick concrete with the remainder low-mass wood
construction. ACMs may let users reaches-a-specific-mass-threshold—The-ACM-may-reguire-thata-user
indicate a high mass design before entering the-useris-allowed-to-enter-additional-mass elements for the
proposed design, or ACMs can let users enter mass elements, but only consider them in the proposed design
if the building qualrfres as a hrqh mass burldrnq and—masseharaetenstre&ether—thanwhat—rs—assumed—tepthe

thes&gwen—rn—thelhermal—Mass—seeﬂen—abeve—Thermal mass equwalencv is determlned throuqh the concept

of o-determine-the-thresh

Mass Capacity (UIMC) methed—descnbed in Append»elACM RB- 2005

The thermal mass of the Proposed Design, other than the default mass-medeled-ferthe-Standard Design mass
is only modeled and displayed on compllance output if the Proposed Design quallfles asa desrgn—haswe
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383.5 Infiltration/Ventilation

The intentional or unintentional replacement of conditioned indoor air by unconditioned outdoor air creates heat
gains or heat losses for a conditioned building. This exchange of indoor and outdoor air occurs for all buildings
to a greater or lesser extent. Mechanical ventilation gives a certain degree of control of the rate of this
exchange and depending on the balancing of the ventilation may create building pressurization.

Proposed Design. As a default, ACMs shall not require the user to enter any values related to infiltration or
mechanical ventilation for air quality and shall set the infiltration level to be the same as the standard design.

Specific data on infiltration may be entered ACMs-shall-allow-a-userto-specify-if they-the building will be using
diagnostically testeding during building construction or if they-wish-to-take-infiltration-reduction-creditforaa

qualifying p-air-retarding wrap is specified. B

Air Retarding Wrap. erreduced-ductleakage—An air retarding wrap can qualify for a default reduction in
Specific Leakage Area (SLA) of 0.50 without confirmation by diagnostic testing. The air retarding wrap
mustshall be tested and labeled by the manufacturer to comply with ASTM E1677-95, Standard Specification
for an Air Retarder (AR) Material or system for Low-Rise Framed Building Walls and have a minimum perm
rating of 10. The air-retarding wrap mustshall be installed per the manufacturer’s specifications that mustshall
be provided to comply with ASTM E1677-95_(2000). The air retarding wrap specifications listed above shall
also be reported in the Special Features and Modeling Assumptions listings when an air retarder is modeled by
the ACM.

Reduced Infiltration due to Duct Sealing. The default infiltration (no diagnostic testing and measurement of
infiltration) credit for reduced duct leakage is also an SLA reduction of 0.50. The ACM shall automatically apply
this credit when the Proposed Design has sealed and tested ducts. The use of this SLA reduction credit for
Low-leakage HVAC ducts shall be listed in the Special Features and Modeling Assumptions listings of the CF-
1R.

Diagnostic Testing for Reduced Infiltration. Neither of the_above se-credits may-shall be taken if the user
chooses a diagnostic testing target for reduced infiltration. When the user chooses diagnostic testing for
reduced infiltration, the diagnostic testing shall be performed using fan pressurization of the building in
accordance with ASTM E 779-0 2 2}, Standard Test Method for Determining Air Leakage
Rate by Fan Pressurization and the equipment used for thls test shall meet the instrumentation specifications
found in ACM RF. The specifications for diagnostic testing and the target values specified above shall be
reported in the Field Verification and Diagnostic Testing listings on the CF-1R.

medeled—by—theAGM—lf the user specmes they WI|| be usmg dlagnostlc testlng during constructlon for elther
reduced |nf||trat|on or reduced infiltration with mechanical ventilation, the ACM mustshall require the user to

enter a target value for measured CFM50y or the SLA corresponding to the target
CFM504, and, if mechanical ventilation is to be used, the wattage and cfm of the ventilation supply and exhaust
fans. Note that when the Proposed Design target value for reduced infiltration falls below a value
corresponding to an SLA of 3.0, mechanical ventilation is required and this requirement mustshall be reported
as described in Chapter 2. Whenever mechanical ventilation is modeled (required or not), the volumetric
capacity modeled mustshall be at least 0.047 cfm/ft* of conditioned floor area. This minimum capacity is
needed to provide adequate ventilation for indoor air quality. If the user attempts to model total mechanical
volumetric capacity (balanced + unbalanced) less than 0.047 cfm/ft?, then the ACM maustshall indicate an input
error and automatically block compliance output.

Tested infiltration below a value corresponding to an SLA of 1.5 is not allowed unless mechanical supply
ventilation is installed adequate to maintain the residence at a pressure greater than -5 pascals relative to the
outside average air pressure with other continuous ventilation fans operating. \When-the-userchooses
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Standard Design. The Standard Design does not use mechanical ventilation and assumes infiltration
corresponding to a Specific Leakage Area (SLA) of 4.9 for ducted HVAC systems and an SLA of 3.8 for non-
ducted HVAC systems._See Chapter 4

Referto-Sections4-17and-4-171for more detailed information.

3.5.1 Free Ventilation Area

Proposed Design: Free ventilation area for the proposed design is calculated by the ACM based on the types
and areas of windows specified in the Proposed Design. The free ventilation area is modeled as 20% of the
fenestration area for hinged type windows such as casements, awnings, hoppers, patio doors and French
doors that are capable of a maximum ventilation area of approximately 80% of the rough frame opening. If the
ACM user increases the ventilation area for hinged type windows, the ACM shall also consider the possible
effect of fixed glazing in the building which has no free ventilation area (window opening type Fixed). The ACM
user may account for additional free ventilation area by entering the total area for sliding windows, the total
area for hinged windows, and the total area of fixed windows. The ACM shall verify that the total area entered
for these three types is the same as the total area of windows calculated elsewhere or the ACM may determine
the area of fixed windows by subtracting the slider window area and the hinged window area from the total
window area if it is less than the total window and skylight area. If the total window and skylight area is less
than the area specified for sliding windows and hinged windows the ACM shall reduce the area of hinged
windows by the difference. The total ventilation area is calculated from the areas of the three possible
fenestration opening types, as shown below:

Equation R3-1 Vent = (Area_ .
Area

x 0.1) + (Area x 0.2) + (Area x 0.0)
Slider d Fixed

Hinge

The ACM'’s ability to accept a customized ventilation area is an optional capability. When this optional
capability is used, the fact that the user entered a customized free ventilation area and the total areas of each
of these three fenestration opening types shall be reported in the Special Features and Modeling Assumptions
listings on the CF-1R. Note that the maximum free ventilation area that may be modeled by any ACM for
compliance purposes is 20% of the total area of windows and skylights assuming that all windows and
skylights are hinged.

Free ventilation area is the adjusted area taking into account bug screens, window framing and dividers, and
other factors.

Standard Design: The Standard Design value for free ventilation area is 10% of the fenestration area (rough
frame opening). This value assumes that all windows are opening type Slider. The approved ACM compliance
manual shall note that fenestration-opening type Slider also may be selected by the user or automatically used
by the ACM as a default or “Standard” opening type.

3.5.2 Ventilation Height Difference

Proposed Design: The default assumption for the Proposed Design is 2 ft for one story buildings and 8 ft for
two or more stories. Greater height differences may be used with special ventilation features such as high,
operable clerestory windows. In this case, the height difference entered by the user is the height between the
average center height of the lower operable windows and the average center height of the upper operable
windows. Such features shall be fully documented on the building plans and noted in the Special Features and
Modeling Assumptions listings of the CF-1R.
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Standard Design: The Standard Design modeling assumptions for the elevation difference between the inlet
and the outlet is two feet for one story buildings and eight feet for two or more stories.

3-#3.6_Heating and Cooling System

3.6.1 System Type

Proposed Design. ACMs mustshall require the user to enter simple heating and cooling seasonal efficiencies
that are-used-te-characterize basic package single zone HVAC systems used to heat and/or cool the modeled
building. ACMs mustshall be able to distinguish what fuel is being used to heat the building and what fuel is
used to cool the dwelling. This may be based on direct user input or indirectly determined from the user’s
selection of HVAC equipment types. ACMs mustshall require the user to enter the type of distribution system
that is used in the proposed design.

For building using more than one system type, equipment type or fuel type, and the types do not serve the
same floor area, the user shall either zone the building or enter the floor area served by each type. The ACM
shall weight the load to each type by zone or floor area.

For floor areas served by more than one heating system, equipment, or fuel type, the user of the program shall
specify which system, equipment, and fuel type satisfies the heating loads.

For floor areas served by more than one cooling system, equipment, or fuel type, the user of the program shall

specify which system, equipment, and fuel type satisfies the cooling loads.

Standard Design. The standard heating and cooling system for central HVAC systems is a single zone
system with ducts in the attic. The standard heating and cooling system for non-central HVAC systems is an
unducted system.

For buildings using more than one system, equipment, or fuel type where each conditions a different floor area
within the building, the Standard Design shall use the weighted allocation of loads to each system, equipment
or fuel type as used for the Proposed Design.

For floor areas in the proposed design served by more than one system, equipment, or fuel type, loads for
those floor areas shall be assumed to be satisfied in the Standard Design as specified in Section 3.6.3 and
3.6.4 for each system, equipment, and fuel type the user specifies in the proposed design.

3.6.2 No Cooling

Proposed Design: When the Proposed Design has no air conditioning system, the Proposed Design is
required to model a split system air conditioner meeting Package D requirements. If the heating system is
ducted, the location and R-value of those ducts shall be used for the cooling system. If the heating system has
no ducts the cooling system ducts shall be modeled as located in the attic, insulated to Package D levels.
Since the Standard Design has these same features, there is no penalty or credit related to the lack of ducts.

Standard Design: The Standard Design has a split system air conditioning system meeting the Package D
requirements and with air distribution ducts located in the attic. The Proposed Design is assumed to have the
same features so there is no penalty or credit.

3-713.6.3 Heating Equipment

Proposed Design. ACMs mustshall be able to model the bas,lc types of heatlng equlpment and the efficiency
metrics listed in the Appliance Efficiency Regulations
Heaters-, except for combined hydronic space and water heatlng systems WhICh |s an optlonal modellng
capability. ACMs mustshall require the user to enter the basic information to model the energy use of these
pieces of equipment. At the-a minimum this includes some type of seasonal efficiency for heating and
information on whether or not the HVAC system has ducts_and the performance characteristics of those ducts.
When-using-a-With gas heating systems, the ACM mustshall require the user to identify if the gas heating
system is ducted or non-ducted. The gas heating system type shall also be identified: -ard-fitisa-central gas
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furnace; o or & non-central gas furnace system. If the system is a non-ducted non-
central gas furnace system the ACM mustshall require the user to select the type and size of the equipment
from-Fable-3-5 the Appliance Efficiency Regulations for Gas Fired Wall Furnaces, Floor Furnaces and Room
Heaters, where the system size, as a default, may be determlned as 34 Btu/hour per square foot of condltloned
floor area. - -

Standard Design. When electricity is used for heating, the heating equipment for the Standard Design shall be
an electric split system heat pump with a Heating Seasonal Performance Factor (HSPF)-e£6-8, meeting the
Appliance Efficiency Reqgulations requirements for split systems. However, -exeept-when the Proposed
Designs uses a single package heat pump-enly, the Standard Design shall have a heat pump with assume-an
HSPF of6-6_meeting the Appliance Efficiency Requlations requirements for single package equipment. When
a Proposed Design uses both a single package sphtsystem-heat pump and another type of heatpump _electric
heat, the Standard Design HSPF shall be a conditioned floor area weighted average of the minimum single

package sHSPF for the floor area condltloned by smgle package equipment and the minimum split system
. When electricity is not used for heating, the

equipment used in the Standard De5|gn bundlng shaII be either a gas furnace with an Annual Fuel Utilization
Efficiency (AFUE) meeting the Appliance Efficiency Regulations minimum efficiency e£08-78-for central
systems, or shall be a gas furnace of the type specified in the proposed design at the efficiency level shown in
Fable-3-5-the Appliance Efficiency Requlations for Gas Fired Wall Furnaces, Floor Furnaces and Room
Heatersnon-central-systems. When a Proposed Design uses both a nonelectric central system and another
type of nonelectric system, the Standard Design efficiency shall be a conditioned floor area weighted average
of the efficiencies of the heating equipment.

Note: Minimum efficiencies for heat pumps change effective January 23, 2006 (see Table C-2 of the Appliance
EfflClency Requlatlons) The Standard DeS|qn shaII use those new eff|C|enC|es after that date. #—the—FlFepesed
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3-7-23.6.4 Cooling Equipment

Proposed Design. ACMs mustshall be able to model the basic types of cooling equipment_and the efficiency
metrics listed in Error! Reference source not found.Fable-R-2-3. ACMs mustshall require the user to enter
the basic information to model the energy use of these pieces of equipment. At the minimum this includes
some type of seasonal distribution system efficiency for cooling, identification of whether the cooling system is
ducted or non-ducted and whether it is central or non-central_and the type of equipment as identified in the
Appliance Efficiency Reqgulations. If the cooling system is non-ducted, non-central, the ACM mustshall require
the user to select the type and size of the equipment from the Appliance Efficiency Reqgulations for Room Air
Conditioners, Room Air Conditioning Heat Pumps, Package Terminal Air Conditioners and Package Terminal

Heat Pumpsthese-shown-in-Fable-3-6Table-R3-9. The-efficiencies-of all-electric-cooling-equipmentand
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26,800-and-more Bid 82

20,000-and-more Btu 82

With With Al 85
Without Al 86

g ‘ y W tThe cooling system for the
Standard Desrgn burldlng wrth a centraI system shaII be of the same type identified in the Appliance Efficiency
Requlations and selected for the proposed designa-split-system-central-air-conditioner{SplitAirCond} with an
SEER ef10-:0meeting the Appliance Efficiency Regulations minimum requirements. For non-ducted non-
central cooling equipment, the efficiencies shall be from the Appliance Efficiency Regulations for Room Air
Conditioners, Room Air Conditioning Heat Pumps, Package Terminal Air Conditioners and Package Terminal
Heat Pumps as-shown-inTable-R3-9-for the type and size in the Proposed Design where the size may be a
user input or shall default to 24 Btu per hour per square foot of condltloned roor area—ln%heeaseef—NeGeehng

When a Proposed DeS|gn uses both a spllt system air
conditioner and another type of air conditioner the Standard Design SEER shall be a conditioned floor area
weighted average of the equivalent SEERs of the cooling equipment.

Note: Minimum efficiencies for air conditioners and heat pumps change effective January 23, 2006 (see Table
C-2 of the Appllance EfflClency Requlatlons) The Standard DeS|qn shall use those new efficiencies after that
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3£33.6.5 Refrigerant Charge or TXVand-Airflow
Proposed Design. The ACM mustshall allow the user to enter-a-central-ducted-cooling-system-indicate if split

system air conditioners or heat pumps have diagnostically tested refrigerant charge and-airflow-or a field

venfled thermostatlc expansmn valve (TXV)GpHGH—FEQH#ES—Gﬁh@FME&SHHHg—Gh&FgG—&Hd—&WﬂGW—HSPHg

e*pansten—valve—FFXA/a This applles onIv to spllt svstem air condltloners and heat pumps. It does not applv to
package air conditioners and heat pumps. These features require field verification or diagnostic testing by-the

HERS-rater-and mustshall be reported in the Special-Features-and-Medeling-Assumptions-and-Field
Verification and Diagnostic Testing HERS-Reguired-\erification-listings on the CF-1R-and-C-2R.

Standard Design-—Standard-Besign. If a split system ducted central air conditioner or heat pump
(SplitAirCond or SplitHeatPump) is used for the Proposed Design then the cooling system used in the
Standard DeS|gn bundlng shall be modeled W|th ehaveLelther dlaqnostlcallv tested refrigerant charge or a field
verified a W valve-TXV if required by

Package D.

3-743.6.6 Air Distribution Ducts and-HVYAC-Seasonal Bistribution-System-Efficiency-for
Bueted-Systems

Proposed Design. ACMs shall be able to model the basic types of HVAC distributions systems and locations
Ilsted in Table R2 3. As a default, for ducted svstems HVAC ducts and the air handler are Iocated in the attic.

detault—thea*handteus—asswnee%ae%eated—mth&atﬂc—moposed HVAC systems W|th a duct Iayout and
design on the plans may locate the ducts in the crawlspace or a basement if the layout and design specify that
all of the supply registers are located in the floor or within two feet of the floor, and show the appropriate

Iocatlons for the ducts OtherW|se the default Iocatlon is the attlc as shown in Table R4- 11 When-allofthe

IableA&—ef—AppendeH;teeueeatetheeuet—su#aeeateas—lf aII supply reglsters are inat the floor, but the

building has both a crawlspace and a basement, the duct location may be taken as a floor area weighted

average of the duct eff|C|enC|es of a crawlspace and a basement. entnes—tn—'FableA—l—ef—Appende(—F—tf—any

Leeauen#epthat—stepy—musebemedetedﬂas—m@%euet&mMIf the modeled duct Iocatlon f-er—ergwen—stepy
is not in the attic, the ACM mustshall specify that all supply registers for that-stery-of the building {erthe-whele

building) are located in the floor_or within two feet of the floor, and this shall be noted in the Special Features

and Modeling Assumptions listings forspecial-verification-by-the-local-enforcement-ageneyof the CF-1R.

Chapter 3 - Defining the Proposed and Standard Designs



2005 Residential ACM Manual R3-21

Proposed HVAC systems with a complete ACCA-ManualBduct design, including the duct layout and design on
the plans, may allocate duct surface area in more detail in the ACM model but the distribution of duct surface
areas by location mustshall appear on the Field Verification and Diagnostic Testing HERS-Regquired

Verification-list of the CF-1R .forverification-by-a HERS rater:

The HERS rater mustshall atse

verify the existence of the- ACCA-ManualB-duct design and layout and the general consistency of the actual
HVAC distribution system with the deS|gn The HERS rater mustshall also measure and verlfy deguate the
fan flow, see Section 3.6.9.-a A

The ACM shall allow users to specify if they will be using diagnostic testing of HVAC distribution efficiency of a
fully-ducted system by-a-HERSrater-during the construction of the building to confirm the modeling of
improved HVAC distribution efficiency measures such as duct leakage. The default shall be that no diagnostic
testing will be done. Duct efficiency credits may not be taken and diagnostic testing may not be done on any
HVAC system that uses_nonducted building cavities such as plenums or a platform returns, to convey
conditioned air unless they are defined or constructed with sealed sheet metal or duct board.- Building
cavities, including support platforms, may contain ducts. If the user does not select diagnostic testing, the ACM
shall require users to input at least two (2) basic parameters to determine HVAC distribution efficiency: the total
conditioned floor area of the building as specified above and the R-value of the duct insulation which may be
defaulted to R4-_the minimum duct insulation requirements2. Additional data may be required to determine
seasonal distribution system efficiency. The default input parameters are presented in Appendix-=Chapter 4. If
the user specifies diagnostic testing to be performed during construction, the ACM shall reguest-prompt the
user to enter the data described in-Seetion-4-19Section 4.8.2, Buet-Seasonal Distribution System Efficiency
and shall report all required measurements and the features used to achieve higher HVAC distribution
efficiencies in the Field HERS-Required-Verification_and Diagnostic Testing -listings_on the CF-1R. When the
user chooses dragnostrc testing, the dragnostrc testrng shall be performed as descrrbed in Appendrx—ACM RCF-

Standard Design. The standard heating and cooling system for central systems is assumed-te-havemodeled
with non-designed air distribution ducts located in an attlc space Wlth the duct leakage factor for sealed and
tested new duct systems (see Table R4-13) 6%
system; and a radiant barrier in climate zones where requrred by Package D The Standard Desrqn duct
|nsulat|on is determined by the Packaqe D specifications for the applicable climate zone. R-4-2-ductinsulation
The Standard Design building is assumed to have the same
number of stories as the Proposed Design for purposes of determining the duct efficiency. HVAC distribution
system efficiencies mustshall be calculated using the algorithms and equations in Appendix-=Chapter 4 of this
manual for both the Proposed Design and the Standard Design. The Standard Design calculation mustshall
use the default values of that procedure. For non-central HVAC systems, the Standard Design shall have no
ducts.

3.6.7 Fan Energy

Proposed Design._The ACM shall allow the user to specify whether or not the proposed design will take credit
for reduced fan Watts, see Chapter 4. The credit for reduced fan Watts shall be reported in the Special
Features and Modeling Assumptions listings on the CF-1R.

Standard Design. The Standard Design shall have the default fan watts.

3.6.8 Maximum Cooling Capacity Credit

Proposed Design. The ACM shall allow the user to specify that the maximum cooling capacity determined
using ACM RF-2005 will be met. Compliance credit may be taken if the installed cooling capacity is less than
or equal to the maximum cooling capacity, and the system will have verified adequate airflow, sealed and
tested ducts and proper refrigerant charge (or alternatively a TXV). The ACM shall not allow compliance credit
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to be taken for cooling capacity less than the maximum cooling capacity if any of these other features are not
also specified for compliance. If this alternative is not used, the Proposed Design shall make no adjustment to
the duct efficiency of the Standard Design for this feature. If compliance credit is taken for this alternative, it
must be reported in the Field Verification and Diagnostic Testing listings of the CF-1R along with the other
measures that are required to take the credit.

Standard Design. When this alternative is selected, the Standard Design shall model the Maximum Allowable
Cooling Capacity as calculated using the procedure in ACM RM-2005, otherwise the Standard Design shall
match the Proposed Design.

3.6.9 Adequate Airflow

Proposed Design. The default for the Proposed Design assumes inadequate airflow (see Section 4.7.4).
However, compliance credit may be taken if adequate airflow is diagnostically tested using the procedures of
Appendix RE. Adequate airflow shall be reported in the Field Verification and Diagnostic Testing listings of the
CF-1R.

Standard Design. The standard design shall assume inadequate airflow as specified in section 4.7.4.

3.7 Water Heating

Proposed Design. ACMs shall be able to model the basic types of water heaters listed in Table R2-7, the
water heating distribution system choices (within the dwelling unit) listed in Table R3-89 (and R2-5), and the
multiple dwelling unit recirculating system control choices listed in R3-948 (and R2-6). ACM users shall specify
the following information about each water heating system:

e The number of dwelling units served by the water heating system (needed only when the system serves
multiple dwelling units).

e The number of water heaters that are a part of the system

e The performance characteristics of each water heater:

. For gas water heaters with an input rating of 75,000 Btu/h or less and for electric water heaters
with an input rating of 12 kW or less, the energy factor (EF) is entered.

. For small instantaneous gas or oil water heaters as defined in the Appliance Efficiency
Standards, the Energy Factor (EF) is entered.

° For large instantaneous gas or oil water heaters as defined in the Appliance Efficiency
Standards, the thermal efficiency (TE), pilot light energy (Pilot), standby loss (SBE or SBL), tank
surface area (TSA), and R-value of exterior insulation wrap (REI) is entered.

. For large storage water heaters, the hourly jacket loss, thermal efficiency (TE), and type
(indirect or direct) and pilot light energy (Pilot) are entered. If not available from the manufacturer,
jacket loss may be calculated from the tank surface area (TSA), the R-value of exterior insulating wrap
(REI) and the standby loss expressed either as a fraction of the heat content of the stored water (SBL)
or in Btu/hr (SBE). Tank surface area may also be calculated based on the tank capacity in gallons.
See ACM RN for details.

e Information about any solar or wood stove supplementary heating that is provided. See ACM RGN for
details.

e The type of distribution system used within the dwelling unit. This is a selection from Table R3-8. For
recirculating systems that serve multiple dwelling units, the brake horsepower of the circulation pump (hp),
the efficiency of the pump, the efficiency of the motor, and the type of control (choose from Table R3-9).

e |f multiple water heating systems serve a single dwelling unit, then the ACM shall keep track of the
conditioned floor area served by each water heating system.
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e For water heating systems serving multiple dwelling units, the ACM shall keep track of the dwelling units
served by each system.

For systems serving multiple dwelling units, the characteristics of an average or typical dwelling unit, e.g.
conditioned floor area and number of stories (within the dwelling unit), may be used in making calculations.

Table R3-8 — Water Heater Distribution System Choices (Within the Dwelling Unit)

Distribution System Measure Code

Pipe Insulation (kitchen lines = 3/4 inches) — Standard Case STD

Pipe Insulation (all lines) PIA

ndard pi with no insulation SNI

Point of Use POU

Parallel Piping PP

Recirculation (no control) RNC

Recirculation + timer control RTm

Recirculation + temperature control RTm

Recirculation + timer/temperature RTmTmp

Recirculation + demand control RDmd

Table R3-9 — Multiple Dwelling Unit Recirculating System Control Choices

Distribution System Measure Code

No Control NoCtrl

Timer Control STD Fimer
Femp
FmerFemp
Demand

Standard Design. For multiple dwelling unit systems, the Standard Design shall have the same number of
water heating systems as the Proposed Design. For single dwelling unit systems, the Standard Design shall
have one water heating system, regardless of the number of systems in the Proposed Design. Each Standard
Design water heating system shall have the characteristics specified in Table R3-10.
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Table R3-10 — Specification of Standard Design Water Heater

Does the Yes

water heating
system serve
asingle

Standard design is a 50 gallon gas or LPG storage type water heater. If natural gas is available at the site, the

standard design is a gas water heater, otherwise it is LPG.

EF is equal to 0.575, which is the NAECA minimum for the 50 gallon basecase water heater. EF = 0.67 —

0.0019 V, where V is the volume in gallons.

A standard distribution system with no circulation system. Actual efficiency depends on the size of the dwelling

unit and the number of stories.

No Does the Yes Is the input = Yes Standard design is one or more NAECA gas or LPG water
proposed rating of heater. If natural gas is available at the site, the standard
water each water design is a gas water heater, otherwise it is LPG.
hLa:”:ng Prfatﬂ If the total storage volume of the proposed design is less
%& the d than 100 gallons, then the standard design is single water
ﬁe {%c;‘imns—(laess heater with a storage volume equal to the total storage
storage gesign less volume of the pr ign.
tank? than or olume of the proposed desig

equal to If the total storage volume of the proposed design is larger
75.000 than 100 gallons, then the standard design shall have
Btu/h or if multiple 100 gallon water heaters. The number of water
electric heaters is equal to the total storage capacity of the proposed
less than or design divided by 100 and rounded up.
equal to 12 The EF of each 100 gallon water heater shall be 0.48, which
kWw. is the NAECA minimum. If the standard design is less than
100 gallons, then the EF = 0.67 — 0.0019 V.
See specification of distribution system in the note below.
No Standard design is composed of the same number of large
storage gas or LPG water heaters as in the proposed design
with a storage volumes the same as the storage volumes of
the proposed design. If natural gas is available at the site,
the standard design is a gas water heater, otherwise it is
LPG.
The thermal efficiency is 0.80 and stand-by losses are as
specified in Table 113A.
See specification of distribution system in the note below.
No Standard design is the same number of natural gas or LPG instantaneous water

heaters as in the proposed design with input ratings equal to those in the proposed

design. If natural gas is available at the site, the standard design is a gas water heater,

otherwise it is LPG.

Thermal efficiency of the instantaneous water heaters shall be equal to the

requirements in Section 111efFable-113A.
See specification of distribution system in the note below.

The Standard Design distribution system for systems serving multiple dwelling units is described in more detail

below:

1. When the distribution system is a recirculating system, the standard design shall be a recirculating system

with timer controls, e.g. the coefficients in Table RN4RG-5 for “Timer Controls” shall be used in the

calculation of enerqy use for the standard design, otherwise the standard design shall be a non-

recirculating system.

2. Pipe length and location in the standard design shall be the same as the proposed design. There are three

possible locations defined in ACM RG-2005.

The pipes in the recirculation system shall be insulated in accordance with Section 150(j).

The pumping head and motor size for the standard design shall be equal to the pumping head and motor

size in the proposed design.

5. The motor efficiency of the recirculation pump in the standard design shall be equal to the requirements in
the CEC appliance efficiency standards, e.g. NEMA high efficiency motors.
6. The distribution losses within the dwelling units shall be calculated based on one story and the average

dwelling unit size for all the dwelling units served by the water heating system (see RN32RG-3.2).
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3:93.8 Additions_and Alterations

There are three compliance approaches for additions to and alterations of existing buildings:

e Whole Building Approach

e Addition Alone Approach

e Existing + Addition + Alteration Approach

Each of these approaches and their accompanying rules are described in the following sections. The existing +
addition + alteration approach is the most flexible.

3.8.1 Whole Building Approach

The entire proposed building, including all additions and/or alterations, is modeled the same as a newly
constructed building. The building complies if the Proposed Design uses equal or less energy than the

Standard Design.

Except in cases where the existing building is being completely remodeled, this is usually a difficult standard to
meet as the existing building usually does not meet current standards and must be substantively upgraded.

Proposed Design. Entire building (including additions, alterations and existing building) modeled the same as
new construction as described throughout the ACM manual.

Standard Design. Entire building modeled the same as new construction as described throughout the ACM
manual.

3.8.2 Addition Alone Approach

The proposed addition alone is modeled the same as a newly constructed building except that the internal
gains are prorated to the size of the dwelling, and any surfaces such as walls or ceilings that are between the
existing building and the addition are modeled as adiabatic and not included in the calculations. Water heating
is not modeled when using this approach. The addition complies if the Proposed Design uses equal or less
space heating and space cooling TDV energy than the Standard Design.

The Addition Alone Approach shall not be used when alterations to the existing building are proposed or when
there are proposed modifications to existing water heating or when additional water heaters are being added.
Instead, the Existing + Addition + Alteration approach shall be used for these cases. Note that modifications to
any surfaces between the existing building and the addition are part of the addition and are not considered
alterations.

This approach works best when the energy features in the addition are similar to those in the prescriptive

packages.

Proposed Design. The user mustshall enteran-indicatien-e that an addition_alone is being modeled and enter
the conditioned floor area of the addition. The number of dwelling units shall be set to the fractional dwelling

unit as specified in Section 4.1.4-belew. for the- Propesed-Design. Any surfaces that are between the existing
building and the addition are not modeled or treated as an adiabatic surfaces. All other features of the addition
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When an existing HVAC system is extended to serve the addition, the Proposed Design shall assume the
same efficiency for the HVAC equipment as the Standard Design.

When a dual-glazed greenhouse window or a dual-glazed skylight is installed in an addition, the Proposed
Design U-factor shall be the lower of the Standard Design U-factor or the NFRC rated U-factor for the
greenhouse window or skylight
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Standard Design. Feradditions-tThe addition alone i is modeled the same as newlv constructed bwldlnq as
descrlbed throuqhout the ACM manual. v A

3.8.3 Existing + Addition + Alteration Approach

The proposed building, including all additions and/or alterations, is modeled with tags that describe each
enerqy feature as part of the existing building or the addition or the alteration. The ACM uses the tags to create
an existing + addition + alteration (abbreviated e+ad+al) standard design in accordance with the rules in this
section that takes into account whether altered components meet or exceed the prescriptive alteration levels.
The energy use of the e+ad+al Proposed Design shall use equal or less energy than the e+ad+al Standard

Design.
Valid tags include:

e Existing - building features that currently exist and will not be altered

e Altered — building features that are being altered from existing conditions but are not part of an addition

e Added.- building features that are being added as part of an addition

e Deleted — existing building features that are being deleted as part of an addition or alteration

This section describes the case where the information about the e+ad+al is contained in a single input file
using tags as needed for each zone, opaque surface, fenestration surface, mass surface, etc. Alternate input
approaches that provide the information necessary to calculate and provide compliance documentation
consistent with the descriptions in this section are allowed with approval from the Commission.

Proposed Design. The user shall indicate that an e+ad+al is being modeled and shall enter the appropriate
tags for surfaces or systems. Features that are being altered will need to be paired by the ACM with the
existing feature it replaces. The ACM shall clearly indicate each of the tags on the compliance documentation.
To generate the proposed design, the ACM shall run the calculations using the surfaces and systems that
represent the building when the additions and/or alterations are complete. This includes building features that
are tagged as existing, altered and added. Features that are being deleted are not included in the proposed

design.

When modeling an existing building, the ACM shall allow the use of the default assumptions specified in Table
R3-11 for modeling the existing structure according to the vintage of the existing building. If the user enters
higher U-factors, higher F-factors, higher SHGCs, lower efficiencies, or lower energy factors than the vintage
defaults from Table R3-11 for the existing building’'s Proposed Design, the ACM shall report such values as
special features in the Special Features and Modeling Assumptions listings.

Standard Design. Establishing the standard design for e+ad+al approach requires use of the tags entered by
the user and, in some circumstances if there are alterations that involve fenestration, a simulation to determine
if prescriptive shading requirements are met or exceeded. The resulting e+ad+al Standard Design is very
different from the Standard Design for newly constructed buildings because it accounts for the energy use of
the existing building and for altered features, and is dependent on whether altered features meet the
prescriptive alteration requirements. The Standard Design is determined using the following rules:
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e Existing features are included in the standard design

o Deleted features are included in the standard design

e Added features are assigned standard design values in the same manner as for an addition alone, as
described above

o Altered features are modeled in the standard design as follows:

General Approach. Each altered feature is compared to the prescriptive requirements in Section
152(b)1. Fenestration shading and area have additional modeling requirements described below:

o __If the altered feature meets or exceeds the prescriptive alteration requirements the Standard
Design is the unaltered existing feature (note that the prescriptive alteration requirements are the
mandatory requirements for all altered components plus additional prescriptive requirements for
altered fenestration, HVYAC equipment (refrigerant charge measurement or TXV), and ducts);

0 Otherwise, the Standard Design is the prescriptive alteration requirement (i.e., the mandatory
requirement for altered components other than altered fenestration, HYAC equipment and ducts,
which have additional prescriptive requirements beyond the mandatory requirements)

Fenestration Shading. Determining whether the prescriptive alteration requirement for fenestration
shading is met may require an annual TDV enerqgy simulation as follows:

0 For climate zones with an SHGC requirement, where the annual TDV enerqy for the combination
of the proposed altered fenestration and the shading of that altered fenestration by existing
overhangs or sidefins is less than or equal to the annual TDV energy due to the prescriptive
alteration fenestration shading requirement with no shading from overhangs or sidefins, the
Standard Design is the unaltered existing feature (existing fenestration products plus existing
shading). Otherwise, the Standard Design is the prescriptive alteration requirement.

o For climate zones without an SHGC requirement, the Standard Design is the unaltered existing
feature (existing fenestration products plus existing shading).

Fenestration Area. The Standard Design surfaces and areas for the existing plus alteration
(fenestration area in an addition is not included in this section) is determined as follows:

o __If no fenestration area is being added, then the fenestration surfaces in the Standard Design are
the existing fenestration surfaces.

o __If fenestration area is being added and the existing fenestration area is less than or equal to 20%
of the existing floor area and the combination of the existing minus-deleted-plus added fenestration
is less than or equal to 20% of the existing floor area, then the fenestration surfaces in the
Standard Design are the existing fenestration surfaces
plus the added fenestration surfaces.

o__If fenestration area is being added and the existing fenestration area is less than or equal to 20%
of the existing floor area and the combination of the existing minus-deleted-plus added fenestration
is greater than 20% of the existing floor area, then the fenestration area in the Standard Design is

20% of the existing floor area. The fenestration surfaces in the Standard Design are the existing
fenestration surfaces i plus the added fenestration surfaces
with the & added surface areas scaled so that the total
area of existing %&d@%&plus added fenestratlon surfaces equals 20% of the existing floor
area. For example, if the eX|st|nd roor area is 2,000 square feet, the existing fenestration is 300
499-square feet, and the added fenestration is 200 square
feet, the scaling factor applled to each added fenestratlon surface would be:

(AddedFenArea —DeletedFenArea + ExistingFenArea) —0.20 x ExistingCFA
DeletedFenArea + AddedFenArea

Qr‘nlingCnr‘fnr =

Equation R3-2_ (200 +400)—0.20 %2000
= z =0.50
200
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ScalingFactor = (0.20xExistingCFA) — (ExistingFenArea)
AddedFenArea
~ (0.20x2000) - 300
200

=0.50

Thus, the square footage of each of the new fenestration surfaces would be scaled by a factor of
0.50 to determine the Standard Design.

o Otherwise, if fenestration area is being added and the existing fenestration area is greater than
20% of the existing floor area, then the fenestration surfaces in the Standard Design are the
existing fenestration surfaces.

The resulting Standard Design inputs are run as a single simulation and the results are compared to the
Proposed Design. The energy use of the e+ad+al Proposed Design shall use equal or less energy than the
e+ad+al Standard Design.

Conceptually, the e+ad+al approach can be described as follows where the right hand side term is calculated
in a single simulation:

Equation R3-3 EUgsad+al <EUg +EBgq + EBy

Where

EUe.a4+a = the Proposed Design energy use of the existing building with all additions and alterations completed

EU, = the energy use for the unaltered portion of the existing building

EBag = the Standard Design energy use for the addition alone

EB, = the Standard Design energy use of the altered features ( = energy use of the unaltered existing feature
when the prescriptive alteration requirements, including mandatory requirements, are met or energy use
of the prescriptive alteration requirements when the prescriptive alteration requirements are not met).

3.8.4 Duct Sealing in Additions and Alterations

Section 152(a)l establishes prescriptive requirements for duct sealing in additions and Sections 152(b)1.D.
and 152(b)1.E. establish prescriptive requirements for duct sealing and duct insulation for installation of new
and replacement duct systems and duct sealing for installation of new and replacement space conditioning
equipment. Table R4-13 provides Duct Leakage Factors for modeling of sealed and tested new duct systems,
sealed and tested existing duct systems, and untested duct systems built prior to and after June 1, 2001.
Appendix CE provides procedures for duct leakage testing and Table CE-2 provides duct leakage tests and
leakage criteria for sealed and tested new duct systems and sealed and tested existing duct systems. These
requirements, factors, procedures, tests and criteria apply to performance compliance for duct sealing in
Additions and Alterations.

Condition Proposed Design Standard Design

Additions Served The Proposed Design shall be either The Standard Design shall be sealed and
by Entirely New sealed and tested new duct systems or tested new duct systems.

Duct Systems untested duct systems.
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Condition

Proposed Design

Standard Design

Additions Served

The Proposed Design shall be either 1)

The Standard Design shall be sealed and

by Extensions of

sealed and tested new duct systems, if the

tested existing duct systems.

Existing Duct
Systems

total combined existing plus new duct
system meets the leakage requirements for
tested and sealed new duct systems; 2)
sealed and tested existing duct systems, if
the total combined existing plus new duct
system meets the leakage requirements for
tested and sealed existing duct systems; 3)
untested duct systems in homes built after
June 1, 2001; or 4) untested duct systems
in homes built prior to June 1, 2001.

Alterations with

The Proposed Design shall be either 1)

The Prescriptive Alteration Requirement is

Prescriptive Duct

sealed and tested new duct systems; 2)

sealed and tested new duct systems.

Sealing

Requirements
when Entirely New

untested duct systems built after June 1,

Determine the Standard Design by the

2001; or 3) untested duct systems in
homes built prior to June 1, 2001.

Duct Systems are
Installed

Standard Design rules in sSection
3.8.3343.

Alterations with

The Proposed Design shall be either 1)

Prescriptive Alteration Requirement is

Prescriptive Duct

sealed and tested new duct systems, if the

sealed and tested existing duct systems.

Sealing
Requirements
when Existing
Duct Systems are

total combined existing plus new duct
system meets the leakage requirements for

Determine the Standard Design by the
Standard Design rules in sSection

tested and sealed new duct systems; 2)
sealed and tested existing duct systems, if

extended or
replaced or when

the total combined existing plus new duct
system meets the leakage requirements for

new or
replacement air

tested and sealed existing duct systems; 3)
untested duct systems built after June 1,

conditioners are

2001; or 3) untested duct systems in

installed

homes built prior to June 1, 2001.

3.8.3343.

Alterations for
which Prescriptive

The Proposed Design shall be either 1)

The Standard Design shall be either 1)

sealed and tested new duct systems, if the

untested duct systems built after June 1,

Duct Sealing new duct system or the total combined 2001; or 3) untested duct systems in
Reguirements do existing plus new duct system meets the homes built prior to June 1, 2001.
not apply leakage requirements for tested and sealed

new duct systems; 2) sealed and tested
existing duct systems, if the total combined
existing plus new duct system meets the
leakage requirements for tested and sealed

existing duct systems; 3) untested duct
systems built after June 1, 2001; or 3)
untested duct systems in homes built prior
to June 1, 2001.
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Table R3-11 — Default Assumptions for Existing Buildings

ions.for Exisi -

Default Assumptions for Year Built (Vintage)

Conservation Measure Before 1978 1978 to 1984 to 1992 to 1999 - 2001- 2004- 2006 and
1983 1991 1998 2000+ 2003 2005 Later

INSULATION U-VALUEU-
EACTOR

Roof 0.0769 0.04#9 0.04#9 0.04%9 0.04%9 0.04%9 0.04#9 0.04%#9
Wall 0.386356 0.696110 0.696110 088102  0.688102  0.88102 0.888102 0.988102
Raised Floor —CrawlSp 0.09%99 0.09499  0.09#99  0.0460-037 0.0460-637 0.046 0.046 0.046
Raised Floor-No CrawlISp 0.2398 0.2398 0.2398 0.0640-097 0.0646-097 0.064 0.064 0.064
Slab Edge F2-factor 0.763 0.763 0.763 0.763 0.763 0.763 0.763 0.763
Ducts R-2.1 R-2.1 R-2.1 R-4.2 R-4.2 R-4.2 R-4.2 R-4.2
LEAKAGE
Building (SLA) 4.9 4.9 4.9 4.9 4.9 4.9 4.9 4.9
Ducts_Leakage Factor (See 28%0.86 28%0.86 28%0.86 28%0.86 28%0.86 0.89 0.89 0.89
Table 4-13)
FENESTRATION
Y-valueU-factor Use Table Fable-1-D116-A - Title 24, Part 6, Section 116 for all Vintages
SHGC Use Table 2-E-116-B - Title 24, Part 6, Section 116 for all Vintages
Shading Dev. Use Fable-R3-4-Table R3-7 for all Vintages
SPACE HEATING EFFICIENCY

Gas Furnace (Central) 0.75 0.78 0.78 0.78 0.78 0.78 0.78 0.78
AFUE

Gas Heater (Room) 0.65 0.65 0.65 0.65 0.65 0.65 0.65 0.65
AFUE

Heat Pump HSPF 5.6 5.6 6.6 6.6 6.8 6.8 6.8 7.4
Electric Resistance HSPF 3.413 3.413 3.413 3.413 3.413 3.413 3.413 3.413
SPACE COOLING
EFFICIENCY-

All Types, SEER 8.0 8.0 8.9 9.7 9.7 9.7 9.7 12.0
WATER HEATING
Energy Factor 0.525 0.525 0.525 0.525 0.58 0.58 0.575 0.575
Rated Input, MBH 28.0 28.0 28.0 28.0 28-028.0 8.0 28.0 28.0
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4. Required Modeling Assumptions and Algorithms

Most of the modeling assumptions and algorithms about building operation and climate are either fixed or
restricted when an ACM is used for compliance.

All approved ACMs mustshall include and automatically use all the appropriate fixed and restricted inputs and
calculation methods with no special entry required by the user. Users may not override the fixed inputs when
the ACM is used for compliance calculations, nor may-they-beare users allowed to go beyond the limitations of
the restricted assumptions.

The fixed and restricted modeling assumptions apply to both the Standard Design run and to the Proposed
Design run. The standard fixed and restricted modeling assumptions always apply to the Standard Design run
and are the default for the Proposed Design-+u#. In some cases, the CEC has approved alternate fixed and
restricted modeling assumptions that may be used in the Proposed Design run. When the assumptions differ
between the Standard Design and the Proposed Design, this is called to the attention of the reader in this

chapter. The alternate modeling assumptions may only be used when the Proposed Design run has a special
building feature (e.g. zonal control) that is recognized as-an-approved-Exceptional-Methodfor credit, and the
ACM has been approved with this eptieral-modeling capability. The modeling of such building features for
compliance purposes mustshall always be documented as-entries-in the Special Features and Modeling

Assumptlons Ilstlngs on the Certificate of Compllanceand—enmeueemputer—Methedéummaw

When-While this manual describes the algorithms and calculation methods used by the reference method, an
ACM may use alternative algorithms to calculate the energy use of low-rise residential buildings provided that
the algorithms are used consistently for the Standard Design and the Proposed Design and provided that the

ACM passes the appllcable tests descrlbed in Chapters 5 and Gﬂand—prewded—that—theﬂapprepnatemput

4.1 General Modeling Assumptions

4.1.1 4-10-Standard-Weather Data
Standard—Deygn—&—Flrepesed—Desrg-n—All ACMs mustshall use standard hourly Weather data for aH

compllance runs.

/ - The same hourly weather
data and Weather data format mustshall be used for both the Standard DeS|gn run-and the Proposed Design
runcalculations.

ACM J0|nt Appendlx Il contalns |nformat|on about how to obtain the off|CIaI CEC weather data. Fhe-official
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Time Dependent Valuation (TDV) enerqgy is the parameter used to compare the energy consumption of
proposed designs to energy budgets. TDV replaces the source energy multipliers of one for natural gas and 3
for electric. TDV is explained in ACM Joint Appendix Il in more detail.

4.1.2 4-331-Ground Reflectivity
Standard-Desigh-&-Proposed-Designi—ACMs shall assume that the ground surrounding residential buildings

has a reflectivity of 20 percent in both summer and winter. This applies to both the Standard Design rur-and
Proposed Design—+un.

4.1.3 4AThermostats

Standard-Desigh-&Proposed-Design—The standard thermostat settings are shown in theFable- R4-1-Table
R4-1 below. The values for the “Whole House” Fhese-thermostat-setpeints-apply to the Standard Design run
and are the default for the Proposed Design run._See the explanation later in this section regarding the values
for Zonal Control.

Table-R4-1 - Thermostat-Settings
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Table R4-1 — Standard-Hourly Thermostat Set Points

Whole House Zonal Control Living Areas Zonal Control Sleeping Areas

Hour Heating Cooling Heating Cooling Heating Cooling Venting
1 65 78 6560 83 6560 78 offes
2 65 78 6560 83 6560 78 offes
3 65 78 6560 83 6560 78 offes
4 65 78 6560 83 6560 78 offes
5 65 78 6560 83 6560 78 offes
6 65 78 6560 83 6560 78 68
7 65 78 6560 83 6560 78 68
8 68 83 68 8378 68 83 68
9 68 83 63 8378 6560 83 68
10 68 83 63 8378 6560 83 68
11 68 83 68 8378 6560 83 68
12 68 83 68 8378 6560 83 68
13 68 83 68 8378 6560 83 68
14 68 82 68 8278 6560 83 68
15 68 81 63 8178 6560 83 68
16 68 80 68 8078 6560 83 68
17 68 79 68 7978 6560 83 68
18 68 78 68 78 6560 83 68
19 68 78 68 78 6560 83 68
20 68 78 68 78 6560 83 68
21 68 78 68 78 6560 83 68
22 68 78 68 78 68 78 68
23 68 78 68 78 68 78 68
24 65 78 6560 83 6560 78 680ff

Determining Heating Mode vs. Cooling Mode. When the building is in the heating mode, the heating setpoints
for each hour are set to the “Heating” values in Table R4-1-R, the cooling setpoint is set to a constant 78°F and
the ventilation setpoint is set to a constant 77°F. When the building is in the cooling mode, the “Cooling” values
are used. The heating setpoint is set to a constant 60°F, and the cooling and venting setpoints are set to the
values in Table R4-1.

The state of the building's conditioning mode is dependent upon the outdoor temperature averaged over hours
1 through 24 of day 8 through day 2 prior to the current day_(e.q., if the current day is June 21, the mode is
based on the average temperature for June 13 through 20). The ACM shall calculate and update daily this 7-
day running average of outdoor air temperature. When this running average temperature is equal to or less
than 60°F the building shall be set in a heating mode and all the thermostat setpoints for the heating mode
shall apply. When the running average is greater than 60°F the building shall be set to be in a cooling mode
and the cooling mode setpoints shall apply.

Zonal Control: An optional capability, described in Seetion-6-2Chapter 6, allows alternative thermostat
schedules to be used for the Proposed Design run when the HVAC system meets the requirements for zonal
control. With zonal control, the building is divided into sleeping and living areas and a separate schedule is
used for each area. If the user selects this option the ACM shall seleet-use the appropriate alternative
schedules based on the user’s designations for sleeping and living zones and shall automatically report the
use of this optional capability in the Special Features and Modeling Assumptions listings in the reguired
standard-repertsCF1-R. The setpoints for zonal control are also shown in Table R4-1.

Setback Thermostat Exceptions. Certain types of heating and/or cooling equipment are exemptexcepted from
the mandatory requirement for setback thermostats, including wall furnaces and through-the-wall heat pumps.
If setback thermostats are not installed, then the ACM shall model the Proposed Design with the standard
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thermostat schedule, except that the heating mode setback setpoint shall be 66°F. instead-6f60°F- In cases
where setback thermostats are not mandatory but nonetheless are installed by the builder, the ACM shall
model the Proposed Design using the standard heating setback setpoint of 6665°F. The Standard Design
always assumes the setback schedule shown in Table R4-1Fable- R 4-2.

4.1.4 45-Internal Gains

Basic Allocation Standard-Design-&Propesed-Design

Internal gain from lights, appliances, people and other sources shall be set to 20,000 Btu/day for each dwelling
unit plus 15 Btu/day for each square foot of conditioned floor area (CFA) as shown in Equation R4-1.

N
Equation R4-1 IntGaintotal = (20,000 xN) + {15 x z CFAi]
i=1

Where
N= Number of dwelling units (NumBwelldnits)

CFA= Conditioned Floor Area of i dwelling unit

Zonal Control

For zonal control, an optional modeling capability, the internal gains are split between the living areas and the
sleeping areas as indicated in the following equations. The 20,000 Btu/day fixed component is assigned 100%
to the living areas and the 15 Btu/ft2 component is allocated according to floor area. See Equation R4-2 and
Equation R4-3.

Equation R4-2 |ntGainLiving =15x CFALiving
Equation R4-3 IntGaingjeeping = 15 x CFAgjeeping
Additions

For addition-alone compliance (single-zone), the internal gains are apportioned according to the fractional
conditioned floor area, referred to as the Fractional Dwelling Unit (FDU). For zone j, the internal gain is

determined by Equation R4-4:, Equation-4-2:

Equation R4-4 IntGainZonej=IntGaintot X FDUj
where
FDU;==__ Fractional Dwelling Unit of jIh zone, calculated from Equation R4-5Equation4-3
. CFA;j
Equation R4-5 FDU; =
CFAtotal
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Building additions may be modeled in conjunction with the existing dwelling or modeled separately (see
Sections-6-7~1-and-6-7~2Chapter 6). When modeled together the number of dwelling units for the proposed
dwelling (NDU proposed) remains equal to the number of dwelling units for the existing structure (NDUeyising), While
the conditioned floor area (CFApposed) is increased to include the contribution of the addition (CFAgdition)-

When modeled separately, the internal gain of the addition (IntGainaqgiion)iS based on the value of the addition's
fractional dwelling unit (FDU agdition), as expressed in Equation R4-6 and Equation R4-7. Equations4-4-and-4-5-

Equation R4-6 IntGainaddition = INtGaintotal X FDUaddition
where
Equation R4-7 FDUagdition = CFAaddition

CFAexisting + CFAaddition

Hourly 4-6lnternal-Gain-Schedules

-8 , he-The standard hourly internal gain
schedule is shown in Table R4 21able—R—4—4—a|e|eIies “Hour one” is between midnight and 1:00 am. Fhis-The
whole building schedule shall always be used for the Standard Design run. The whole building is also used t-is
the-default-for the Proposed Design rur-and-shalt-be-used-unless the Proposed Design has zonal control. For
zonal control, the Living Areas schedule is used for the living areas and the Sleeping Areas schedule is used

for sleeping areas. -assumptions,-see-Chapter6,-Section-6-2-
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Table R4-2 — Hourly Internal Gain Schedules

Percent of Daily Total Internal Gains (%)

Hour Whole House Living Areas Sleeping Areas
1 2.40 1.61 4.38
2 2.20 1.48 4.02
3 2.10 1.14 4.50
4 2.10 1.13 4.50
5 2.10 1.21 4.32
6 2.60 1.46 5.46
7 3.80 2.77 6.39
8 5.90 5.30 7.40
9 5.60 6.33 3.76
10 6.00 6.86 3.85
11 5.90 6.38 4.70
12 4.60 5.00 3.61
13 4.50 4.84 3.65
14 3.00 3.15 2.63
15 2.80 2.94 2.46
16 3.10 341 2.32
17 5.70 6.19 4.47
18 6.40 7.18 4.45
19 6.40 7.24 4.29
20 5.20 5.96 3.30
21 5.00 5.49 3.75
22 5.50 6.20 3.75
23 4.40 4.38 4.45
24 2.70 2.35 3.59

Total 100.00 100.00 100.00

Seasonal Adjustments

Daily internal gain shall be modified each month according to the set-ef-multipliers shown in Table R4-3Fable
4-5. These multipliers are derived from the number of daylight hours for each month.

Table R4-3 — Seasonal Internal Gain Multipliers

Month Multiplier Month Multiplier Month Multiplier
Jan 1.19 May 0.84 Sep 0.98
Feb 1.11 Jun 0.80 Oct 1.07
Mar 1.02 Jul 0.82 Nov 1.16
Apr 0.93 Aug 0.88 Dec 1.21
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4.2 Heat Gains and Losses Through Opaque Surfaces

4.2.1 424 Radiant Barriers

Algorithm

Prepoesed-Desigh: The benefits of rRadiant barriers are modeled in two ways. First, the by-ealedlating-ceiling
Y-valueU-factor is modified for each season (heating mode and cooling mode) to account for reduced heat

Garn (attrcs are not modeled as separate uncondrtloned thermal zones |n residential ACMs). Second, medifiers

erent-the seasonal attic

temperatures for attics are Iower Wlth radlant barrlers WhICh results in better HVAC distribution efficieneies
efficiency for ducts located in the attic-below-a-radiantbarrier. See the algorithms for HVAC air distribution

%%%j@%%ﬁ%%%ﬁﬂ a heating mode, (see Section 4.1.3), Ferthe-heating-season,-Equation-Equation R4-
8—— is-provides the-expression-forthe U-valueU-factor modifier due to the presence of a radiant barrier. When
+for-the building is in a cooling seasenmode, Equation-Equation R4-9_is used—. To determine the Y-valueU-
factor for a ceiling with a radiant barrier, multiply the Y-valseU-factor of the ceiling assembly witheut-located
beneath a the-radiant barrier times the Y-valueU-factor modifier. Fhe-U-value-medifiers-are-caleulated-from

equations——and——These modifiers may only be used for

Ferinstalled insulation greater than R-8, otherwise the modifer is 1.00.:

Equation R4-8 UfacvakM Oheating = (-11.404 x U?) + (0.21737 x U) + 0.92661

Equation R4-9 UfacwakM 0Ggaoling = (-58.511 x U?) + (3.22249 x U) + 0.64768

Eligibility Criteria

Radiant barriers mustshall meet specific eligibility and installation criteria to be modeled by any ACM and
receive energy credit for compliance with the energy efficiency standards for low-rise residential buildings.

o The emittance of the radiant barrier mustshall be less than or equal to 0.05 as tested in accordance with
ASTM C-1371-978 or ASTM E408-71{1996)e1.

e Installation mustshall be-in-conformanee with-to ASTM C-1158-97 (Standard Practice For Use and
Installation Of Radiant Barrier Systems (RBS) In Building Construction.), ASTM C-727-96{1996}e1
(Standard Practice For Installation and Use Of Reflective Insulation In Building Constructions.), ASTM
C1313-975 (Standard Specification for Sheet Radiant Barriers for Building Construction Applications), and
ASTM C-1224-993 (Standard Specification for Reflective Insulation for Building Applications), and the
radiant barrier mustshall be securely installed in a permanent manner with the shiny side facing down
toward the_interior of the building (ceiling or attic floor). Moreover, radiant barriers mustshall be installed te
at the top chords of the roof truss/rafters {top-choerds)-in any of the following methods;with-the-material:
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1. Draped over the truss/rafter (the top chords) before the upper roof decking is installed.
2. Spanning between the truss/rafters (top chords) and secured (stapled) to each side.

3. Secured (stapled) to the bottom surface of the truss/rafter (top chord). A minimum air space mustshall
be maintained between the top surface of the radiant barrier and roof decking of not less than 1.5
inches at the center of the truss/rafter span.

4. Attached [laminated] directly to the underside of the roof decking. The radiant barrier mustshall be
laminated and perforated by the manufacturer to allow moisture/vapor transfer through the roof deck.

In addition, the radiant barrier mustshall be installed to cover all gable end walls and other vertical surfaces
in the attic.

e The attic mustshall be ventilated to:
1. eonform-Conform to the radiant barrier manufacturer's instructions.

2. provide-Provide a minimum free ventilation area of not less than one square foot of vent area for each
150 square feet of attic floor area.

3. provide-Provide no less than 30 percent upper vents.

{Ridge vents or gable end vents are recommended to achieve the best performance. The material should
be cut to allow for full airflow to the venting.}

e The radiant barrier (except for radiant barriers laminated directly to the roof deck) mustshall be installed to
have a minimum gap of 3.5 inches between the bottom of the radiant barrier and the top of the ceiling
insulation to allow ventilation air to flow between the roof decking and the top surface of the radiant barrier
have a minimum of six (6) inches (measured horizontally) left at the roof peak to allow hot air to escape
from the air space between the roof decking and the top surface of the radiant barrier.

o When installed in enclosed rafter spaces where ceilings are applied directly to the underside of roof rafters,
a minimum air space of 1 inch mustshall be provided between the radiant barrier and the top of the ceiling
insulation, and ventilation mustshall be provided for every rafter space. Vents mustshall be provided at
both the upper and lower ends of the enclosed rafter space.

e The product mustshall meet all requirements for California certified insulation materials [radiant barriers] of
the Department of Consumer Affairs, Bureau of Home Furnishings and Thermal Insulation, as specified by
CCR, Title 24, Part 12, Chapter 12-13, Standards for Insulating Material.

e The use of a radiant barrier a

vemeai—su#aees—m%he-atu&and#erFG\Mrg-ame\MJaHen—shall be Ilsted in the Spe(:|a| Features and
Modeling Assumptions listings of the CF-1R and-G-2R-and described in detail in the ACM Compliance
Supplement.

4.2.2 425 Cool Roofs

Algorithm

Propesed-besigh—Cool roofs are assumed-modeled to have an impact equal to the cooling savings for
radiant barriers. The calculations for cool roofs are the same as radiant barriers, are-the-same-as-described-in

section-4-24-except that U@%\#Modheatmg (see Equation R4-8equation—) is assigned a value of 1.00. In the
event that both a cool roof and radiant barrier is-are specified, there is no credit for the cool roof.

Eligibility Criteria

Cool roofs mustshall meet specmc eI|g|b|I|ty and installation criteria to receive energy-credit for compliance-as
. in-generak-tThe solar reflectance mustshall be 0.4 or higher for tile
roofs or 0.7 or higher the-for other roof materials; and the emittance mustshall be 0.75 or higher. Liquid applied
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cool roof products shall meet the requirements of Section 118(i)3 of the standards. All products qualifying for
this credit shall be rated and labeled by the Cool Roof Rating Council in accord with Section 10-113 of the

standards. The use of a cool roof shall be listed in the Special Features and Modeling Assumptions listings of
the CF-1R and-G-2R-and described in detail in the ACM Compliance Supplement.

Overall-Tthermal resistances (everall-R-values) and everall-thermal transmittance values (everal-Ud-valueU-
factors) shaII be ealeutated—determlned from ACM Jomt Appendlx IV usrng—algenthms—and—me&heds—eenststent

Standard framed (wood and metal) WaIIs Wlth studs 16 in. on center shall be modeled to have 25% framlnq,
and standard framed walls with studs Iocated at 24 in. centers shaII be modeled to have 22% framrnq When

Eguation4-10 U=
} e

Degree of Precision:

T . F FF . . B ﬁg-h'F-gF, | . F | |
assembly-ermateriak
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The total R-value shall be entered, stored, displayed, and calculated to at least three significant figures, or,
alternatively to two decimal places, and the total Y-valueU-factor to two significant figures or three decimal
places whichever is more precise.

Data from ACM Joint Appendix E-|V i

IheiFetaJ—R#aluesand—UAMHes#emtheseuassembhesmustshall be used in compllance calculatlons unless
the CEC approves alternate values throuqh the exceptlonal methods process a—FeFm%R—isreempleted—ter—the

Appendix |V also includes pre-calculated assemblies that meet the default U-factors using a combination of
batt and rigid insulation. Steel framing assemblies are also included. Appendix IV has R-values for common
materials; information on a variety of masonry wall assemblies; and other data useful in determining the U-
factor of an assembly.

4.2.4 Insulation Installation Quality

Compliance credit is available for low-rise residential buildings if field verification is performed to ensure that
quality insulation and air barrier installation procedures are followed (see ACM RH-2005). All newly insulated
opague surfaces in a building must be field verified to receive this credit. Compliance reports and user
interfaces shall identify the building as having either Standard or Improved insulation installation quality. As
discussed in Chapter 3, the Standard Design shall have standard insulation installation quality. Approved
ACMs must be able to model both Standard and Improved insulation installation quality (see Table R4-4).

Table R4-4 — Modeling Rules for insulation installation Quality

insulation installation Quality

Component Mode Standard Improved
Walls Both Increase heat gains and losses by 19%, i.e., Increase heat gains and losses by 5%, i.e.,
multiply all wall U-factors by 1.19. multiply all wall U-factors by 1.05.
Ceilings/Roofs Heating Add 0.02 times the area to the UA of each ceiling Add 0.01 times the area to the UA of each ceiling
surface i.e., add 0.02 to the U-factor. surface i.e., add 0.01 to the U-factor.
Cooling Add 0.005 times the area to the UA of each Add 0.002 times the area to the UA of each
ceiling surface i.e., add 0.005 to the U-factor. ceiling surface i.e., add 0.002 to the U-factor.

When credit is taken for Improved insulation installation guality, the Field Verification and Diagnostic Testing
section of the CF-1R shall show that field verification is required (see Chapter 2) and the Installation Certificate
(CE-6R) and the Field Verification and Diagnostic Testing Certificate (CF-4R) must be completed and signed
by the installer and HERS Rater, respectively.

4.2.5 4731 Perimeters of Slab Floors and Carpeted Slabs

~—For Standard and Proposed Designs all ACMs wmustshall use slab
edge F2 values assuming that 20% of the slab floor perimeter is exposed to the conditioned air and 80% of the
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slab floor perimeter is carpeted or covered with an R-2 insulating layer between the slab and the conditioned
air._See ACM Joint Appendix V.

The monthly ground temperatures shown in Table R4-56 shall be used as the exterior temperature when
calculating slab edge heat loss.

Table R4-5 — Monthly and Annual Average Ground Temperatures

Climate Annual
Zone J E M A M J J A S o N D Average
2 53.3 51.5 51.4 52.2 55.6 58.9 61.8 63.6 63.8 62.3 59.5 56.3 57.5
3 55.1 541 54.0 545 56.5 58.5 60.3 614 615 60.6 58.9 56.9 577
4 55.5 54.0 53.9 54.6 57.5 60.3 62.8 64.3 64.5 63.2 60.8 58.0 59.1
5 55.7 54.8 54.7 55.2 56.9 58.7 60.2 61.1 61.2 60.4 59.0 57.3 57.9
6 59.1 58.1 58.0 58.5 60.4 624 64.0 65.1 65.2 64.3 627 60.8 61.6
z 60.1 59.1 59.0 59.5 61.5 63.4 65.2 66.2 66.3 65.5 63.8 61.9 62.6
8 60.0 58.8 58.7 59.2 616 63.9 66.0 67.3 674 66.3 643 62.1 63.0
9 60.5 59.1 59.0 59.7 622 64.8 67.1 68.5 68.6 675 653 628 63.8
10 59.4 57.6 57.4 58.3 61.8 65.2 68.2 70.1 70.2 68.7 65.8 62.4 63.8
11 54.9 524 522 534 58.2 63.0 67.2 69.8 700 67.9 638 59.2 61.0
12 54.6 525 523 533 573 61.3 64.8 67.0 67.2 654 62.0 58.1 59.7
13 57.5 54.7 54.5 55.8 61.0 66.2 70.6 73.5 3.7 71.4 67.0 62.0 64.0
14 54.2 51.2 51.0 524 58.2 63.9 68.8 72.0 2.2 69.7 64.8 59.3 61.5
15 66.8 64.0 63.8 65.1 704 75.8 804 83.3 836 81.2 6.7 715 73.6
16 4.4 41.8 1.6 42.8 7.7 2.6 56.8 59.5 59.7 7.5 53 48.7 50.5

4.2.6 4-3-Basement Modeling - Basement Walls and Floors

Below grade walls shall be modeled with have-nre-exteriorabserptivity-{(ro-radiantno solar gains, i.e.,
absorptivity is zero. from-sunlighty-Below grade walls are modeled with three exterior conditions depending on
whether the depth is shallow, medium, or deep. The temperature of the earth depends on the depth of the wall
and is given in Table R4-6. Thermal resistance also shall be increased to account for earth near the
construction (see Table R4-6).
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Table R4-6 — Earth Temperatures for Modeling Basement Walls and Floors

-Class Depth Assumed Temperature of the Earth Thermal Resistance of Earth

Shallow Upto2ft Average air temperature for hours 1 through 24 of the A thermal resistance with an R-value of 1.57

Depth 7 days beginning 8 days prior to the current day (days  (hr.ft>.°F/Btu) is added to the outside of the below

Walls -8 through -2). grade wall.

Medium 2+to 6 ft Exterior earth temperature is assumed to be the A thermal resistance with an R-value of 7.28

Depth monthly average temperature from Table R4-5, (hr.ft2.°F/Btu) is added to the outside of the below

Walls grade wall.

Deep More than  Exterior earth temperature is used which is typical of A thermal resistance with an R-value of 13.7

Walls 6 ft deep ground. Use the annual average value from (hr.ft2.°F/Btu) is added to the outside of the below
Table R4-5. grade wall.

Basement Any Exterior earth temperature is used which is typical of A thermal resistance with an R-value of 17.6

Eloors deep ground. Use the annual average value from (hr.ft2.°F/Btu) is added to the bottom of the basement

Table R4-5,

floor.
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4.3 Heat Gains and Losses Through Fenestration

4.3.1 423-Fenestration Products

Information concerning fenestration products, specifically the default table for fenestration Y-valueU-factors
and the default table for fenestration SHGC values, is included in Sections 101+-and-116 of Title 24, Part 6-the

iy or buildinas.

4.3.2 446-Solar Gain

Solar gain through glazing shaII be calculated usmg the methods documented in the Algonthms and
Assumptions Report, 1988..
However, sSolar gain through windows is reduced to 7267% percent of the full solar galn and a new—algorlthm
is used to calculate the transmitted solar gain as a function of the angle of incidence on the glazing. The

| 0.6752 reduction-multiplier is intended to compensate for exterior shading from landscaping, terrain, and
adjacent buildings, as well as dirt and other window obstructions.

‘ The fermulas-equations used to calculate the solar heat gain through windows as a function of the angle of
incidence are given below in the form of two multipliers: - Gg; - the ratio of the solar heat gain to the space
relative to direct beam insolation at normal incidence, and G - the ratio of solar heat gain to the space relative

| to the diffuse insolation on a horizontal surface. These ratios have-ne-units-of measureare unitless.

Equation R4-10 Ggir =SHGC4g, * Area * [fsunlit * Cosl * P(Cosl)+GrndFac]

and

Equation R4-11 Ggif = SHGCyep, * Area*DMSHGC * (vaky+vfGrnd * Grnde)
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where
Equation R4-12 P(Cosl)=C1# Cosl + C2*Cos?l +C3*Cos>l +C4*Cos?l
Equation R4-13 GrndFac =vfGrnd x CosG x GrndRf x DMSHGC
SHGCi,= __ Fenestration Solar Heat Gain Coefficient at normal beam incidence - primary user input
[unitless]
Cosl = ___The cosine of the angle of incidence of the direct beam insolation on the window. [unitless]
CosG = ____The cosine of the angle of incidence of the direct beam insolation on the ground. [unitless]
DMSHGC = Diffuse Multiplier for Solar Heat Gain Coefficient [unitless]
fsunlit = __fFraction of the window sunlit by direct beam at this hour [unitless]
C1,..,.C4 = _pPolynomial coefficients for angular dependence (cosine of the angle of incidence) of solar
heat gain - see Table R4-7Fable-4-6.
viSky = __ vView factor of window to sky [unitless]
vfGrnd = ___ wView factor from window to ground [unitless]
GrndRf=___ Ground Reflectance [unitless] = 0.20

Table R4-7 — Polynomial Coefficients for Angular Dependence

Glazing Type: Single Pane (1 light) More Than One Pane (2 or more lightslites)
SHGCren 0.860 0.695

C1 3.549794 1.881643

C2 -4.597536 1.014431

C3 2.432124 -4.009235-

C4 -0.384382 2.113160

DMSHGC 0.905814 0.828777

Draperies are assumed to be closed only for hours when the air conditioner operates. To approximate this
affect during transitions between periods of operation and non-operation, ACMs may assume that the internal
device remains closed for the hour following the-peried-an hour of air conditioner operation. As soon as that
hour passes, the internal shading device shall be opened_unless the air conditioner continues to run. The

internal device shall be either totally open or totally closed for any given hour.
External sunscreens are assumed to be in place all year, whether the building is in a heating or cooling mode.

The shading effects of overhangs, side fins and other fixed shading devices are determined hourly, based on
the altitude and azimuth of the sun for that hour, the orientation of the fenestration, and the relative geometry of
the fenestration and the fixed shading devices.
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The standard assumptions for operation of interior shading devices and sunscreens shall apply to both the
Standard Design and the Proposed Design.

4.3.4 4.4.2-Solar Heat Gain Coefficients

~ACMs use two values

fer—semng—thesolar heat gain coeff|C|ent valuesef—shadmg—deviees “SHGCOpen “ and “SHGCdosed " SHGCopen
applies when the air conditioner is not in operation (off) and “SHGCseq “ @applies when the air conditioner is in

operatlon The ACM user shaII not be allowed to enter values for SHGCgpen and SHGCdosed Ihese—valee&must

The ACM mustshall automatlcally determlne these values from the
user’s choices of exterior shading dewces and from the assumption that vertical glazing has a drapery and
non-vertical (skylight) glazing has no interior shading device.

There are a limited set of shading devices with fixed prescribed characteristics that are modeled in the
performance approach. These devices and their associated fixed solar heat gain coefficients are listed in Fable
R3-2-and-Fable-R-3-3Table R3-5 and Table R3-7.

The formula for combining solar heat gain coefficients is:

Equation R4-14 SHGC gomp =[(0.2875xSHGC 5 +0.75 K SHGC i
where
SHGCcomp = the_combined solar heat gain coefficient for a fenestration component and an attachment in
series.
SHGCax = the larger of SHGCt, and SHGCye,
SHGCin = the smaller of SHGC;, and SHGC e,
where
SHGCep = the solar heat gain coefficient of the fenestration which includes the window glazing,

transparent films and coatings, and the window framing, dividers and muntins,

SHGCgey, = the solar heat gain coefficient of the interior or exterior shading device when used with a metal-
framed, single pane window.

For SHGCsed, the combination SHGC, SHGCen.int, (the combined SHGC for the fenestration and the interior
device) is calculated first and then the combination SHGCen+intext IS Calculated to determine the overall
SHGCjgsed- SHGCpen is determined from the combination of SHGCye, and SHGCoy.
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4.4 Thermal Mass4-+#

ACMs shall be capable of modeling thermal mass in buildings. Thermal mass has the ability to store heat and
thus damp temperature fluctuations in the conditioned space. There are two types of thermal mass, Light Mass
which reacts very quickly to absorb or release heat, and Heavy Mass which reacts more slowly. Light Mass is
Standard-Design-&Proposed-Design—Fhermabmassdis modeled in the same way for in-both the Proposed
Design and the Standard Design. The modeled mass includes the-basie-common elements thermal-mass-such
as framing, furniture, 8:5% in.” sheetroekgypsum board, and household appliances. -as—light—mass-elements
Light mass is modeled through an input in the reference program called building heat capacity and is assumed
to be fixed at 3.5 Btu/°F-ft2 of conditioned floor area for both the Proposed Design and the Standard Design.
Other values may be used for unconditioned zones (see Chapter 6).

and-specific-"heavyyHeavy” mass includes elements such as concrete slab floors, masonry walls, double
gypsum board and other special mass elements. When the Proposed Design qualifies as a high mass building
then each element of heavv mass is modeled in the Proposed Desrqn otherwise, the Proposed Design is
modeled W|th the same h hi

eavy thermal mass as the Standard Design. See Chapter 3 for detalls on what
qualifies as a high mass buildlnq. The default thermal mass for the Proposed Design and the fixed thermal
mass for the Standard Design is based on 20% of the slab floor being exposed and 80% covered with carpet
or casework. In addition 5% of the non-slab floor is exposed with a topping of 2 in. of concrete. ACM RB-2005
has procedures for quantifying the value of various types of thermal mass.
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not be targeted to mass elements within the conditioned space of the building. In the reference program,
CALRES, all solar gain is targeted to the air or a combined air-and lightweight, high surface area mass node
within the building. This modeling assumption is used in both the Standard Design run and the Proposed
Design run, except for sunspaces where the user has flexibility in targeting solar gains subject to certain
constraints. Sunspace modeling is an optional capability discussed in Section-6-3Chapter 6.

Unconditioned Sunspaces. For compliance purposes, when glazing surfaces enclose unconditioned spaces,
such as sunspaces, the user is allowed to target all but 25% of the solar gains from these surfaces to Heavy
mass elements located within the unconditioned space. Unassigned solar gain is targeted to the air or the
combined air/lightweight mass or to high surface area lightweight mass in the unconditioned space. At least
25% of the solar gain from any sunspace fenestration surface mustshall be targeted to high surface area
lightweight mass and/or the air. At most 60% of the solar gain may be targeted to the slab floor of a sunspace,
especially in the summer. For compliance purposes, an ACM mustshall automatically enforce these limits and
inform the user of any attempt to exceed these limits.

4.5 Infiltration and Natural Ventilation

4434.5.1 Infiltration/Ventilation

The reference method uses the effective leakage area method for calculating infiltration in conditioned zones.
Calculations shall use Shielding Class 4 as defined in the 2001 ASHRAE Handbook of Fundamentals.

Default Specific Leakage Area. The default specific leakage area (SLA) is 4.9 for designs with ducted HVAC
systems and 3.8 for non-ducted HVAC systems. The default is always used for the Standard Design. The
Proposed Design may use an alternate value, but only with diagnostic testing. The specific leakage area (SLA)
is the ratio of the effective leakage area to floor area in consistent units. The value is then increased by 10,000
to make the number more manageable. If the effective leakage area (ELA) is known in inches, then the SLA
may be calculated with Equation R4-15.
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Equation R4-15 SLA = (CE:I;AJ[];;J@OOOO) = [%JGMM
where
ELA = Effective leakage area in square inches
CFA = Conditioned floor area_(ft?)
SLA = Specific leakage area_(unitless)

Minimum Outside Air.

For both the Standard Design and the Proposed Design, ACMs shall assume that occupants will open the
windows if the heuse-air becomes “tee-stuffystagnant.” When natural ventilation, infiltration, and mechanical
ventilation fall below a threshold value_of 0.35 air changes per hour (ACH) , the occupants are assumed to
open the windows at the beginning of the next hour sufficient to provide

a combination of infiltration and ventilation equal to ar-additional-0.35 airchanrgesperhourACH for an eight
foot high ceiling. The windows are assumed to remain partially open and-provide-this-to provide a minimum
nerement-of {0.35 airchangesper-hour)-ACH as long as the previous hour’s infiltration_and -mechanical and

natural-ventilation rate witheutthis-windew-ventilation-forindeerairguality-is below the threshold—valee—esee
Egquations—through—)-Caledlation-oHntiltration-and-Ventiation,

Effective Leakage Area (ELA) Method. The Effective Leakage Area (ELA) method of calculating infiltration
for conditioned zones is documented below and in Chapter 265 of the 19972001 ASHRAE Handbook of
Fundamentals. The ELA for the Standard Design and for the default values for the Proposed Design (if
diagnostic tests are not used), is calculated using-the-Conditioned-Floor-Area{CFA)-and-the-Specific- Leakage
Area—§|:A)—from SeeHeHA—l&Equatlon R4- 15abeve Ghe%&A—us#remﬂeef—theeﬁeetweJeakageaFea—teme

manageab#e%etn&)—The energy Ioad on the condltloned space from |nf|Itrat|on heat galns or Iosses are
calculated as follows.

Equation R4-16 CFMii=ELA x| Ax AT, +Bx V2

Equation R4-17 CFMinﬁI+unbaIfan = \/CFMiznfil + MECHﬁnbEﬂ

Equation R4-18 CFMinfiistottan =CFMinfitrunbattan + MECHpg

The volumetric airflow (cfm) due to natural ventilation is derived from the natural ventilation cooling for the
hour:

Q natv

Equation R4-19 CFM =_—~Na&¥
a nav T 1.08x AT,

The total ventilation and infiltration (in cfm) including indoor air quality window operation is:
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Equation R4-20 CFMtotaI = CFMnatv + CFMinfiI+t0tfan + CFMiaq

The value of CFM;yq depends on the sum of CFM,ay and CFMipsiistoran from the previous time step:

When

Equation R4-21 CFMpany + CFMtitstotian < w
then

Equation R4-22 CFMigq = w

7.5

otherwise

Equation R4-23 CFMjqq = 0.000
where
CFA = the total conditioned floor area of the residence
AFT = 0.18 for Climate Zones 2 through 15 inclusive, and;
AFT = 0.25 for Climate Zones 1 and 16.

When the windows are opened they provide an overall ventilation rate equal to 0.35 air changes per hour for a
residence of the same floor area but with eight foot high ceilings. CFM;,q simulates the opening of windows to
achieve an acceptable indoor air quality by the occupants when ventilation and infiltration from other sources
does not provide an adequate quantity of outdoor air to dilute pollutants and refresh the indoor air.

The energy load on the conditioned space from all infiltration and ventilation heat gains or losses is calculated
as follows:

Equation R4-24 Qtotal =1.08 x CFMgq XAT,
where
Qrotal = Energy from ventilation and infiltration for current hour (Btu)
CFMiy =  Infiltration in cubic feet per minute (cfm)

CFMinsisunbatan = cOmbined infiltration and unbalanced mechanical ventilation in cubic feet per minute (cfm)

CFMinfisotan = infiltration plus the balanced and unbalanced mechanical ventilation in cubic feet per minute
(cfm)

MECH,, = the balanced mechanical ventilation in cfm. This value is the smaller of the total supply fan cfm and
the total exhaust fan cfm.

MECH npa = the unbalanced mechanical ventilation in cfm. This value is derived from the absolute value of
the difference between the total supply fan cfm and the total exhaust fan cfm.

1.08 = conversion factor in (Btu-min)/(hr-ft3-°F)
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AT, = difference between indoor and outdoor temperature for current hour (°F)

AT, = difference between indoor and outdoor temperature for previous hour (°F)

A= stack coefficient, (cfm?/in®/ F)

B= wind coefficient, (cfm%in*/mph?)

V= average wind speed for current hour (mph)

ELA = effective leakage area (inz), measured or calculated using -Equation R4-25. —

The stack (A) and wind (B) coefficients to be used are shown in Table R4-8. Fable—7

Table R4-8 — Infiltration Coefficients

T R4S filtration-Coeffici

Coefficient One_Floor Two_Floors Three_Floors
A (stack) 0.0156 0.0313 0.0471
B (wind) (Shielding Class 4) 0.0039 0.0051 0.0060

The ELA is calculated from the SLA as follows:

Equation R4-25 ELA =CFA x SLA x [14122”2 ] x (10’30())
where
CFA =___ conditioned floor area (ftz)
SLA=____ specific leakage area (ft*/ft%)
ELA=___effective leakage area (in%)

Alternatively, ELA and SLA may be determined from blower door measurements:

Equation R4-26 ELA =0.055 x CFM50y

where

CFM504 = the measured airflow in cubic feet per minute at 50 pascals for the dwelling with air
distribution registers unsealed.
Substituting Equation R4-26 into Equation R4-15 gives the relationship of the measured airflow rate to SLA:

CFM50y,

Equation R4-27 SLA =3.819 x
CFA

Reduced Infiltration.

Chapter 4 - Required Modeling Assumptions and Algorithms



2005 Residential ACM Manual R4-21

ACM users may take credit for reduced infiltration and-(with mechanical ventilation when it is required) for low-
rise, single-family dwellings when verified by on-site diagnostic testing. While credit is offered Fhe-medelfor

infiltration-allows-for reduced infiltration, the model -entries-but-also assumes that dwelling occupants will open
wmdows When natural ventilation and |nf||trat|0n do not prowde a minimum of 0. 35 ACH. adeguate-at—guality-

The Effective Leakage Area (ELA) of the dwelling may be reduced and the algorithm will result in less energy
use due to infiltration unless windows are opened for ventilation-is-reeded. Lower ELAs will result in windows
being opened more frequently -window-ventilation-and at some point higher-energy use_ may increase. Air
quality ventilation may also be added and if this ventilation plus infiltration and cooling ventilation provides
adequate air exchange, window ventilation will no longer occur or will occur very infrequently.- The energy use
of both ventilation exhaust fans and ventilation supply fans mustshall be entered. These ventilation fans are
assumed to operate continuously and the energy use of these fans mustshall be included as energy use in the
Proposed Design. Exceptforthe-set0-5-SEAreduction-credits-bBoth
reduced ELA/SLA and ventilation fans are conditions which require field verification or diagnostic testing by-a
HERSrater-and mustshall be reported in the HERS-RegquiredField Verification and Diagnostic Testing listings

on the Certificate of Compliance-and-the-ComputerMethod-Summary-forms.

Controlled Ventilation Crawl Spaces and Sunspaces. Controlled ventilation crawl spaces (CVC) and
sunspaces are modeled using the air changes per hour method. Modeling of CVC's and sunspaces are

optional capabilities covered in Sections-6-1-and-6-3;-respectivelyChapter 6. All optional capabilities that are
used in the Proposed Design mustshall be reported in the Special Features and Modeling Assumptions listings

on the Certificate of Compliance-and-the-ComputerMethed-Summary-forms.

4.534.5.2 Natural Ventilation

The natural ventilation model is derived from the 1997-2001 ASHRAE Handbook of Fundamentals. The model
considers both wind effects and stack effects.

e Wind driven ventilation effeets-includes consideration of wind speed, prevailing direction and local
obstructions, such as nearby buildings or hills.

e Stack driven ventilation effeets-includes consideration of the temperature difference between indoor air and
outdoor air and the difference in elevation between the air inlet and the outlet.

For compliance purposes, the air outlet is always assumed to be 180 degrees or on the opposite side of the
building from the air inlet and the inlet and outlet areas are assumed to be equal. The default inlet area (=
outlet area) is five percent of the total window area.

4.5.4Fffective Ventilation Area (EVA)

Both wind and stack driven ventilation depends linearly on the effective ventilation area (EVA). The EVAis a
function of the area of the air inlet and the area of the air outlet. For compliance purposes, the default area of
air inlet and outlet are both equal to five per cent {half-ofthe total-default standard-window-opening-area)-of the
total window area, i.e., total ventilation area is 10% of the window area. For compliance purposes a different
window opening areas may be determlned from the areas of different Wlndow openlng types fixed, sliders,
and hinged windows. ‘
valees—ter—mlet—aqd-eufélet—aiceas—For compllance purposes the air inlet and the air outlet are each equal to
one-half of the Free Ventilation Area-deseribed-in-Section-4-13-below.

When the inlet area and outlet area are equal, the EVA is the same, i.e. equal to the inlet area or the outlet
area. Hence for compliance purposes the EVA is equal to one-half of the Free Ventilation Area.
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4.5:5Stack Driven Ventilation

Stack driven ventilation results when there is an elevation difference between the inlet and the outlet, and
when there is a temperature difference between indoor and outdoor conditions._See Equation R4-28.

Equation R4-28 CFMg = 9.4 x EVA x EFFg x VHx AT
Wwhere:
CFMg = Airflow due to stack effects, cfm.
9.4 = Constant-from-ASHRAE.
EVA = Effective ventilation area as discussed above, ft2sf.
EFFg = Stack effectiveness.
H= Center-to-center height difference between the air inlet and outlet.
AT = Indoor to outdoor temperature difference, °F.

For compliance purposes the stack effectiveness shall be set at 1.0. The ACM user shall not be permitted to
alter this value.

_ . . . Gt ' . 44t s
4.5.6Wind Driven Ventilation

The general equation for wind driven ventilation is shown below. This equation works in either a direction
dependent implementation or a direction independent implementation, as explained later in the text.

Equation R4-29 CFM,, = EVA x88x MPHx WF x EFF, x EFFg

Wherewhere:

CFM,y = Ventilation due to wind, cfm.

EVA = Effective vent area as discussed above, sﬁt_2

88 = A constant that converts wind speed in mph to wind speed in feet per minute.

MPH = Wind speed from the weather tape, mph.

WF = A multiplier that reduces local wind speed due to obstructions such as adjacent buildings._This

input is fixed at 0.25 for compliance calculations.

EFFg = Effectiveness of opening used to adjust for the location of the opening in the building, e.g. crawl

space vents._This accounts for insect screens and/or other devices that may reduce the
effectiveness of the ventilation opening. This input is also used to account for the location of
ventilation area, e.qg. the exceptional method for two-zone crawl space modeling provides for an
alternative input for EFF. This input is fixed at 1.0 for compliance calculations other than

crawlspace modeling.

EFFg = Effectiveness that is related to the direction of the wind relative to the inlet surface for each hour.
ASHRAE recommends that the effectiveness of the opening, EFF, be set to between 0.50 and

0.60 when the wind direction is perpendicular or normal to the inlet and outlet. A value of 0.25 to
0.35 is recommended for diagonal winds. When the wind direction is parallel to the surface of the
inlet and outlet, EFF should be zero.
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For compliance calculations, the orientation of the inlet and outlet is not considered. ACMs shall assume that
the wind angle of incidence at 45 degrees on all windows and only the wind speed dependence is maintained.
In this case, the product of EFF, and EFF is equal to 0.28 regardless of the direction of the wind.

4.5:7Combined Wind and Stack Effects

Stack effects and wind effects are calculated separately and added by quadrature, as shown below. This
algorithm always adds the absolute value of the forces; that is, wind ventilation never cancels stack ventilation
even though in reality this can happen.

Equation R4-30 CFM, = \/CFM&V +CFM2

Wwhere:

CFM; = Total ventilation rate from both stack and wind effects, cfm.
CFM,y =  Ventilation rate from wind effects, cfm.

CFMg = Ventilation rate from stack effects, cfm.

4-5:8Determination of Natural Ventilation for Cooling

The value of CFM; described in Equation R4-30Egquation4-18 above gives the maximum potential ventilation
when the windows are open. Natural ventilation is available during cooling mode when there is venting shown
in Table R4-1. The amount of natural ventilation used by ACMs for natural cooling is the lesser-lesser of this
maximum potential amount available and the amount needed to drive the interior zone temperature down to
the natural cooling setpoint temperature when natural cooling is needed and available. When natural cooling is
not needed or is unavailable no natural ventilation is used. ACMs shall assume that natural cooling is needed
when the building is in “cooling mode” and when the outside temperature is below the estimated zone
temperature and the estimated zone temperature is above the natural cooling setpoint temperature. Only the
amount of ventilation required to reduce the zone temperature down to the natural ventilation setpoint
temperature is used and the natural ventilation setpoint temperature mustshall be constrained by the ACM to
be greater than the heating setpoint temperature.
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4.5-11Wind Speed and Direction
Standard-Besigh-&Propesed-Desigh-Wind speed affects the infiltration rate and the natural ventilation rate.

The infiltration and ventilation rate in the reference method accounts for local site obstructions. For infiltration in

the reference method this is done by using Shielding Class 4 coefficients in-the-Sherman-Grimsrud-eguation
(Seetioh—4-17- 1 Equatioh—4-17-see 2001 ASHRAE Fundamentals, Chapter 26) to determine the stack and

wind driven infiltration and ventilation. This Shielding Class determination was made on the basis of the
description of the Shielding Classes given in the 19972001 ASHRAE Handbeck-ef FundamentalsTFable-7;

Page-25-22-Feor-Shielding-Class-4-the-deseription- which reads_as follows:

Heavy shielding; obstructions around most of the perimeter, buildings or trees within 30 feet in most
directions; typical suburban shielding.

Fer—natu#ai—venmauewm%The reference method CALRES ad|usts the wmd speed used in calculatlons is

ebstrueuens—by—usmga—\md—faeter—( hrough a WF m%quauen—4—9)—of 0.25. See Equatlon R4 29
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4.6 Heating Systems

ACMs shall use the following inputs and algorithms to calculate heating energy use.

HLoad, x HDEM
Equation R4-31 NetHLoady, = ——oohr X TZ=hr

MNseasonal,dist

where

NetHLoady, = The net heating load that the heating equipment sees. This accounts for air distribution duct
losses. If there are no air distribution ducts then NetHLoad = HLoady,.

HLoady, = Space heating load for the hour from the ACM simulation, Btu.
Nseasonal dis. = Seasonal distribution system efficiency for the heating season from Equation R4-55.
HDEMp, = Heating duct efficiency multiplier for the hour calculated from Equation R4-65. This value

varies with each hour depending on outdoor temperature. A value of 1.00 (no hourly
adjustment) is used unless the supply ducts are located in the attic. .

4.6.1 Furnaces and Boilers

Once the net heating load is known, heating enerqy for gas fired equipment is calculated each hour by dividing
the net heating load for that hour by the AFUE. There are no hourly adjustments for part load conditions or
temperature dependencies.

Equation R4-32 FurnFuely, = NetHLoady,
AFUE ¢
where
AFUEg4 = Annual fuel utilization efficiency. This is a constant for the year.
NetLoady, = The hourly load calculated from Equation R4-31 and using algorithms similar to those

described in this chapter.

4.6.2 Heat pump and Electric Furnace

The reference ACM has a heat pump model which takes account of outdoor temperature. The model uses the
following inputs.

HSPF = Rated Heating Seasonal Performance Factor
EIR47 = Defaults to 1/(0.4*HSPF)
Cap47 = Rated compressor heating capacity at 47 F. Defaults to rated cooling capacity.

If the heat pump compressor is not large enough to meet the load in the hour, the ACM assumes there is
sufficient backup resistance heat. In the case of an electric furnace, the load shall be met entirely by resistance
heat. For heat pumps, the ACM shall calculate the hourly heating electricity consumption in kWh using the
DOEZ2.1E heat pump algorithm.

For equipment without an HSPF rating, the HSPF may be calculated as:

Equation R4-33 HSPF = (3.2x COP)-2.4
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uuh-zatlen—Eﬁteteney—éAFuE)—The test method for calculatlng AFUE |gnores electnc energy used by air
dlstnbutlon fans and the contnbutlon of the fan motor |nput to the heatlng output Thefan-energy-is-calculated

With TDV, electric energy shall be calculated separately from gas energy. For forced-air heating systems,
ACMs shall calculate fan energy at the rate of 0.005 watt-hours per Btu of heat delivered by the equipment.

The vast majority of residential furnaces have the fan motor in the air stream so the heat generated by the
| motor contributes to heating the house. This effect may be considered in calculating the TDV -energy for
heating.

1+0.005(3.413)
+0.005(10.239)

AFUE
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4.7 Air Conditioning Systems

Air conditioning systems shall be sized, installed, tested and modeled according to the provisions of this
section.
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4.7.1 Cooling System Energy

The reference ACM calculates the hourly cooling electricity consumption in KWh using Equation R4-34. In this
equation, the energy for the air handler fan and the electric compressor or parasitic power for the outdoor unit
of a gas fired-absorption air conditioner are combined. The ACM calculates the hourly cooling gas
consumption in therms using Equation 4-35 far-and-the-compressorare-combined.

Fanyy, + Compyy, +PPCywh

Equation R4-34 AC =
uatl kwh 1000
. Absorptiongy,
Equation 4-35 ACiherms = 100000
where
ACwh= Air conditioner kWh of electricity consumption for a particular hour of the simulation. This value is
calculated for each hour, combined with the TDV multipliers, and summed for the year.
Fanwn= Fan watt-hours for a particular hour of the simulation. See Equation R4-48,
Compwi=__Compressor watt-hours for a particular hour of the simulation. This is calculated using Equation
R4-36.
PPCwh= Parasitic Power watt-hours for gas fired absorption air conditioners for a particular hour of the

simulation. This is calculated using Equation R4- 44X2.

ACherms=___Air conditioner therms of gas consumption for a particular hour of the simulation. This value is
calculated for each hour, combined with the TDV multipliers, and summed for the year.

Absorptiong,- Gas consumption in Btu for absorption air conditioners for a particular hour of the simulation.
This is calculated using Equation R4-43X%%.

Electric Compressor Systems

The reference method calculates the enerqy for electrically driven compressors using the algorithms described
in this section.

Compressor watt-hours for a particular hour of the simulation shall be calculated using Equation R4-36.

ClLoad},, x CDEMy, . Fanwhx3.413

Equation R4-36 Compy,, =
Nseasonal,dist X CEt CE¢
where
CLoady, = Space sensible cooling load for the hour from the ACM simulation (Btu).
CDEMy, = Cooling Duct Efficiency Multiplier for the hour calculated from Equation R4-65. This value

varies with each hour depending on outdoor temperature. A value of 1.00 is used unless the
supply ducts are located in the attic.

Tseasonal, dist = Seasonal distribution system efficiency for the cooling season from Equation R4-54

Ndist,seasonal = 0-98 DEseasonal X Frecov =

CE: = Sensible energy efficiency at a particular outdoor dry bulb temperature. This is calculated
using Equation R4-37 below.

Fanu, = Fan watts this hour. This is calculated using Equation R4-48.
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Equation R4-37 CE, = EER, x(0.88 +0.00156 x (DB, — 95))
where
DB, = Outdoor dry bulb temperature taken from the CEC weather file.
EER; = Energy efficiency ratio at a particular dry bulb temperature. EER; is calculated using Equation R4-
38 below.

Equation R4-38

When

DB, <82°F  EER,= SEER

82 < DB, <

95 EER, = SEERy + (DB, - 82)*(EERy— SEER,) / 13)
DB, > 95 EER, = EERy- (DB, - 95) * 0.12

where

SEER,; = Seasonal energy efficiency ratio without distribution fan consumption (“nf” = no fans), but adjusted
for refrigerant charge and airflow. This is calculated using Equation R4-39.

EERy = Energy efficiency ratio at ARI conditions without distribution fan consumption (“nf’ = no fans), but
adjusted for refrigerant charge and airflow. This is calculated using Equation R4-40.

Equation R4-39__ SEER = (1.0452 x SEER +0.0115 x SEER? +0.000251x SEER3)>< Fuw % Fair % Fsize

Equation R4-40 EER, = (1.0452 xEER +0.0115 x EER? +0.000251x EER3)x Fixv % Fair % Fsize

where

SEER = Seasonal energy efficiency ratio for the air conditioner. The EER shall be used in lieu of the SEER
for equipment not required to be tested for a SEER rating.

EER = Enerqgy efficiency ratio at ARI test conditions, if not input, then values are taken from Equation R4-
41.

Fow = The refrigerant charge factor, default = 0.9. For systems with a verified TXV (ACM RI-2005) or
verified refrigerant charge (ACM RD-2005), the factor shall be 0.96.

Fair = The system airflow factor, default = .925. For systems with airflow verified according to 4.7.4, Fai
shall be 1.00.

Fsize = Compressor sizing factor, default = 0.95. For systems sized according to the Maximum Cooling

Capacity for ACM Credit (see Section 4.7.2), the factor shall be 1.0.

Equation R4-41

When
SEER <11.5 EER =10 - (11.5 - SEER) x 0.83
SEER >=11.5 EER =10
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Gas Absorption Systems

To determine the electric and gas energy use of gas fired-absorption air conditioning systems the algorithms
described in this section should be used.

CLoadp,, x CDEMp, N Fan,ypx3.413

Equation R4-42 Absorptiongy, =
Nseasonal,dist * AE¢ AE¢

_ CLoadp, x CDEMp,

Equation R4-43 PPCwh
Nseasonal,dist XPEt

where:

CLoady = Space sensible cooling load for the hour from the ACM simulation (Btu).

CDEM, = Cooling Duct Efficiency Multiplier for the hour calculated from Equation R4-65. This value
varies with each hour depending on outdoor temperature. A value of 1.00 is used unless the
supply ducts are located in the attic.

Nseasonal, dist = Seasonal distribution system efficiency for the cooling season from Equation R4-54.

AE; = Sensible energy efficiency of the gas fired-absorptionber system at a particular outdoor dry
bulb temperature. This is calculated Equation R4-4452 using below.

PE. = Sensible energy efficiency of the parasitic power at a particular outdoor dry bulb temperature.
This is calculated using Equation R4-4546 below.
Fanun = Fan watts this hour. This is calculated using Equation R4-4845.
Equation R4-44 AE = COP; x(0.88 +0.00156 x (DB — 95))
Equation R4-45 PE{ =PEER{ x(0.88 +0.00156 x (DB{ —95))
where
DB, = Outdoor dry bulb temperature taken from the CEC weather file.

COP, = COP (coefficient of performance for the gas consumption) of the gas absorptionber system at a

particular dry bulb temperature calculated using Equation R4-4654.

PEER,= PEER (parasitic electricity energy efficiency for the eutdeorgas absorptionber system) at a
particular outdoor dry bulb temperature calculated using Equation R4-48X6,.

Equation R4-46

DB, < 83 °F COP, = COP82
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83 <DB.<95 COP = COP82 + ((DB,- 82)*(COP95 - COPs2) / 13)
DB, > 94 COP, = COP95 - (DB, - 95) * 0.00586

Equation R4-47

DB, < 83 °F PEER, = PEER82

83 <DB,<95 PEER, = PEERS82 + ((DB,- 82)*( PEER95 - PEERS82) / 13)
DB, > 94 PEER, = PEER95 - (DB;-95) * 0.00689

where

CAP95=  Rated capacity of the gas fired-absorptionber system, Btuh, input by the compliance user
COP95 = Rated COP of the gas fired-absorptionber system, input by compliance user

PPC = Parasitic electric enerqy fatie-at rated conditions, W, input by compliance user
COP82 = COP95 * 1.056
PEER95= CAPSap95 / PPC, Btu BFY-/ Wh

PEER82= PEER95 * 1.056

Fan Energy for Cooling

While in a cooling mode, the fan energy associated with the air conditioner is calculated separately from the
compressor energy according to Equation R4-48. Calculations are performed hourly.

FanW /Btu x CLoady,, x CDEM,,

Equation R4-48 Fany, =
Nseasonal,dist
where
FanW/Btu = Fan watts per Btu of rated cooling capacity. This defaults to 0.015 W/Btu. The default value

shall be used for the Standard design. Alternate FanW/Btu may be used in ACM calculations
for the Proposed design if the actual installed fan watts are less than or equal to the simulation
value based on measurements certified by the installer and verified by a rater using the
procedure in ACM REE-2005.

Tseasonal, dist = Seasonal distribution system efficiency for the cooling season from Equation R4-54.

4.7.2 Compressor Sizing

The Design Cooling Capacity shall be calculated using the procedure in ACM RF-2005. The Maximum Cooling
Capacity for ACM Credit shall be calculated using the procedure in ACM RF-2005. For ACM energy
calculations all loads are assumed to be met in the hour they occur regardless of the compressor size.

Correctly sized systems installed so they operate at full capacity are desirable because oversized cooling
systems have been shown to result in larger peak electrical demands. Systems which have the combination of
verified adequate airflow, sealed and tested new duct systems, and proper charge (or alternatively a TXV) and
also meet the requirements for Maximum Cooling Capacity for ACM Credit may take credit in ACM calculations
by setting the Fsize factor (see Equation R4-39 and Equation R4-40) to 0.95. For all other systems the Fsize
factor shall be setto 1.0.

Chapter 4 - Required Modeling Assumptions and Algorithms



2005 Residential ACM Manual R4-32

4.7.3 Cooling System Refrigerant Charge

Proper refrigerant charge is necessary for electrically driven compressor air conditioning systems to operate at
full capacity and efficiency. The presence of a thermostatic expansion valve (TXV) mitigates the impact of
charge problems. Field measurements indicate that typical California air conditioning systems are installed
without proper charge, and for ACM energy calculations, the F,, factor is set to 0.90 to account for the impact
of this condition. If the system without a TXV is properly charged or a TXV is installed, certified and verified
according to the procedures of ACM RD-2005 the Fy, factor may be set to 0.96 for ACM energy calculations.
See Equation R4-39 and Equation R4-40. Credit for refrigerant charge is not available for package systems.

4.7.4 Air Handler Airflow

The efficiency of an air conditioning system is affected by airflow across the evaporator coil. Cooling system
airflow is specified in cubic feet per minute per ton (cfm/ton) where one ton of capacity is 12,000 Btu/hour at
ARI rated conditions. Cooling airflow is the flow achieved under normal air conditioning operation with the
cooling coil wet from condensation.

Adeguate Airflow Verification

Verifying adequate airflow is required to allow air conditioning systems to operate at their full efficiency and
capacity. Credit may be taken for adequate airflow in ACM calculations by setting the F; factor (see Equation
R4-39 and Equation R4-40) to 1.0, but airflow shall be tested, certified and verified using the procedures of
ACM RE-2005. When an adequate airflow credit is claimed, the duct design, layout, and calculations shall also
be submitted to the local enforcement agency and to a certified HERS rater. Without airflow tests, no credit is
allowed for ACM energy calculations and the F,; multiplier shall be set to 0.925.

The installer shall measure and certify the airflow. The certified HERS rater shall verify the existence of the
duct design layout and calculations, verify that the field installation is consistent with this design, and
diagnostically test and verify the airflow rate.

Sufficient Flow for Valid Standard Refrigerant Charge Test

Sufficient airflow is also required to ensure that the refrigerant charge procedure in ACM RD-2005 will produce
valid results. Verifying sufficient airflow is a prerequisite for the refrigerant charge test. Either the flow
measurement procedure or the temperature split test of ACM RD-2005 may be used to demonstrate Sufficient
Airflow.

Air Handler Fan Flow

Table R4-9 shows the criteria used for calculations and measurement of airflow for cooling systems. If a flow
test is done using the fan only switch on the air handler, the coil will be dry allowing higher airflow, and the Dry
Coil criterion shall be used.

Table R4-9 — Airflow Criteria

Note: All airflows are for the fan set at the speed used for air conditioning.

Test and Condition Cooling airflow (Wet Coil) Test Flow if Dry Coil
Default Cooling Airflow 300 cfm/ton N/A

Flow needed for a valid refrigerant charge test 350 cfm/ton (See Note 1) 400 cfm/ton
Adequate Airflow 400 cfm/ton 450 cfm/ton

Note 1. In lieu of airflow measurements, the system can pass the temperature split test documented in ACM RD-2005.

4.8 Duct Efficiency

The procedures in this section shall be used to calculate the efficiency of duct systems. For the purposes of
duct efficiency calculations, the supply duct begins at the exit from the furnace or air handler cabinet.
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4.8.1 Building Information and Defaults

The ACM shall use values for the parameters in Table R4-10 to calculate duct efficiencies. - Standard design
values and proposed design defaults are also shown. Proposed designs may claim credit for other values
using the procedures in the following sections.

Table R4-10 — Duct Efficiency Input Parameters and Defaults

Parameter Standard Design Value Proposed Design Default

1 Duct Location Ducts in the attic Ducts in the attic

2. Insulation level of ducts Package D requirement Mandatory Minimum Requirement
3. The surface area of ducts 27% of conditioned floor area (CFA) for supply duct surface area; 5% CFA for return duct

surface area in single story dwellings and 10% CFEA for return duct surface area in dwellings
with two or more stories.

The leakage level Sealed and tested. Untested
Fan flow Default Cooling Airflow (Table R4-9)
Attic radiant barrier. Yes in climate zones where required by Package D, No radiant barrier

otherwise No

-When more than one HVAC system serves the building or dwelling, the HVAC distribution efficiency is
determined for each system and a conditioned floor area-weighted average seasonal efficiency is determined
based on the inputs for each of the systems.

See Section 3.8 for information on existing HVAC systems that are extended to serve an addition.

Diagnostic inputs may be used for the calculation of improved duct efficiency in the Proposed Design. The
diagnostics include observation of various duct characteristics and measurement of duct leakage as described
in the following sections. These observations and measurements replace those assumed as default values.

4.8.2 Duct Location

Duct location determines the external temperature for duct conduction losses, the temperature for return leaks,
and the thermal regain of duct losses. Note that the area of supply ducts located in conditioned space shall be
ignored in calculating conduction losses but supply duct leakage is not affected by supply duct location.

Return Duct Location

If return ducts are located entirely in the basement, the calculation shall assume basement conditions for the
return duct efficiency calculation. Otherwise, the return duct shall be entirely located in the attic for the
purposes of conduction and leakage calculations. Return duct surface area is not a compliance variable.

Default Supply Duct Location

Default supply duct locations shall be as shown in Table R4-11. The supply duct surface area for crawl space
and basement applies only to buildings or zones with all supply ducts installed in the crawl space or basement.
If the supply duct is installed in locations other than crawl space or basement, the default supply duct location
shall be “Other.” For houses with 2 or more stories 35% of the default duct area may be assumed to be in
conditioned space as shown in Table R4-11. The surface area of supply ducts located in conditioned space
shall be ignored in calculating conduction losses. The Standard Design building is assumed to have the same
number of stories as the Proposed Design for purposes of determining the duct efficiency.
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Table R4-11 — Location of Default Supply Duct Area

Supply duct location Location of Default Supply Duct Surface Area

One story Two or more story
All in Crawl Space 100% crawl space 65% crawl space 35% conditioned space
All in Basement 100% Basement 65% basement 35% conditioned space
Other 100% attic 65% attic 35% conditioned space

DiagnosticSupply Duct Location

Supply duct location and areas other than the defaults shown in Table R4-11may be used following the
procedures of 4.8.5.

4.8.3 Duct Surface Area

The supply-side and return-side duct surface areas shall be treated separately in distribution efficiency
calculations. The duct surface area shall be determined using the following methods.

Return Duct Surface Area

Return duct surface area is not a compliance variable and shall be calculated using Equation R4-49.

Equation R4-49 Arout =Ky < Afioor

Where K, (return duct surface area coefficient) shall be 0.05 for one story building and 0.1 for two or more
stories.

Default Supply Duct Surface Area

The standard design and default supply duct surface area shall be calculated using Equation R4-50.

Equation R4-50 As out = 0.27 x Afioor xKg

Where Ks (supply duct surface area coefficient) shall be 1 for one story building and 0.65 for two or more
stories.

Supply Duct Surface Area for Less Than 12 feet of Duct Outside Conditioned Space

For proposed design HVAC systems with air handlers located outside the conditioned space but with less than
12 lineal feet of duct located outside the conditioned space including air handler and plenum, the supply duct
surface area outside the conditioned space shall be calculated using Equation R4-51.

Equation R4-51 Agout = 0.027 x Aqoor

Diagnostic Duct Surface Area

Proposed designs may claim credit for reduced surface area using the procedures in 4.8.5.
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4.8.4 Duct System Insulation

General

An air film resistance of 0.7 (h-ft-°F/Btu) shall be added by the ACM to the insulation R-value to account for
external and internal film resistance. For the purposes of conduction calculations in both the Standard and
Proposed designs, 85% of the supply and return duct surface shall be assumed to be duct material at it's
specified R-value and 15% shall be assumed to be air handler, plenum, connectors and other components at
the mandatory minimum R-value.

Standard Design Duct Insulation R-value

Package D required duct insulation R-values shall be used in the Standard design.

Proposed Design Duct Insulation R-value

The default duct wall thermal resistance shall be the mandatory requirement. Higher insulation levels may be
used in the proposed design if all the ducts outside conditioned space are insulated to this value or greater.
Credit for systems with mixed insulation levels or ducts buried in the attic require the diagnostic procedure in
4.8.5.

4.8.5 Diagnostic Supply Duct Location, Surface Area and R-factor

Credit is available for supply duct systems entirely in conditioned space, with reduced surface area in
unconditioned spaces and combinations of higher performance insulation. In order to claim this credit the
detailed duct system design shall be documented on the plans, and the installation shall be certified by the
installer and verified by a HERS rater. The size, R-value, and location of each duct segment in an
unconditioned space and if buried in attic insulation, the information described below shall be shown in the
design and entered into the ACM. The ACM shall calculate the area and effective R-value of the duct system
in each location using the procedures specified below.

Surface Area and Location

The surface area of each supply duct system segment shall be calculated based on its inside dimensions and
length. The total supply surface area in each unconditioned space location (attic, attic with radiant barrier,
crawl space, basement, other) shall be the sum of the area of all duct segments in that location. The ACM
shall assign duct segments located in “other” locations to the attic location for purposes of calculation. The
surface area of supply ducts completely inside conditioned space need not be input in an ACM and is not
included in the calculation of duct system efficiency. The area of ducts in floor cavities or vertical chases that
are surrounded by conditioned space and separated from unconditioned space with draft stops are also not
included.

Effective R-value

The effective R-value of a supply or return duct system constructed entirely of materials of one rated R-value
shall be the rated R-value plus the film coefficient. If materials of more than one R-value are used, the area
weighted effective R-value shall be calculated by the ACM using Equation R4-52 and including each segment
of the duct system which has a different R-value.

(Ar+A,....+Ay)

Equation R4-52 Reff =
AL, A2 An
Ri Ry Ry
where
Rei = Area weighted effective R-value of duct system for use in calculating duct efficiency, (h-ft>-°F/Btu)

Chapter 4 - Required Modeling Assumptions and Algorithms



2005 Residential ACM Manual R4-36

>
Il

Area of duct segment n, square feet.

R.= R-value of duct segment n including film resistance, (duct insulation rated R + 0.7), (h-ft2-°F/Btu)

Buried Attic Ducts
Ducts gartlg or comgletel;g buried in blown attic |nsulat|on in dwelllng unlts meetlng the regurrements for ngh
n

Systems (ACM RC) may take credit for increased effective duct insulation using the following procedure. The
duct design shall identify the segments of the duct that meet the requirements for being buried, and these shall
be separately input into the ACM. Ducts to be buried shall have a minimum of R-4.2 duct insulation prior to
being buried. The ACM shall calculate the correct R-value based on the specified attic insulation R-value,
insulation type, and duct size for ducts installed on the ceiling, and whether the installation meets the
requirements for deeply buried ducts for duct segments buried in lowered areas of ceiling. Correct installation
of the duct system and attic insulation shall be certified by the installer and verified by a certified HERS rater
(including that the requirements of ACM RH and ACM RC are met).

.

The portions of duct runs directly on or within 3.5 |nches of the celllnq gypsum board and surrounded with
blown attic insulation of R-30 or greater #a-he
may take credit for increased effective duct insulation as shown in Table R4-12, Credlt shall be aIIowed for

buried ducts on the ceiling only in areas where the ceiling is level and there is at least 6 |nches of space
between the outer jacket of the |nstalled duct and the roof sheathing above. y

Duct segments deeply buried in lowered areas of ceiling and covered by at least 3.5” of insulation above the

top of the duct insulation jacket may cIa|m effectlve |nsulat|on of R-25 for flberglass insulation and R-31 fo
cellulose msulatlon !
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Table R4-12 — Buried Duct Effective R-values

Nominal Round Duct Diameter

Attic Insulation 4" 5" 6" e 8" 10 12" 14 16

_ Effective Duct Insulation R-value for Blown Fiberglass Insulation _
R-30 R-13 R-13 R-13 R-9 R-9 R4.2 R4.2 R4.2 R-4.2
R-38 R-25 R-25 R-25 R-13 R-13 R-9 R-9 R-4.2 R-4.2
R-40 R-25 R-25 R-25 R-25 R-13 R-13 R-9 R-9 R4.2
R-43 R-25 R-25 R-25 R-25 R-25 R-13 R-9 R-9 R-4.2
R-49 R-25 R-25 R-25 R-25 R-25 R-25 R-13 R-13 R-9
R-60 R-25 R-25 R-25 R-25 R-25 R-25 R-25 R-25 R-13
_ Effective Duct Insulation R-value for Blown Cellulose Insulation _ _
R-30 R-9 R4.2 R4.2 R-4.2 R4.2 R4.2 R4.2 R4.2 R-4.2
R-38 R-15 R-15 R-9 R-9 R-4.2 R-4.2 R-4.2 R-4.2 R-4.2
R-40 R-15 R-15 R-15 R-9 R-9 R-4.2 R-4.2 R-4.2 R-4.2
R-43 R-15 R-15 R-15 R-15 R-9 R4.2 R4.2 R4.2 R-4.2
R-49 R-31 R-31 R-15 R-15 R-15 R-9 R-9 R-4.2 R-4.2
R-60 R-31 -31 R-31 R-31 31 R-15 R-15 R-9 R-9

4.8.6 Fan Flow

Default System Fan Flow

The default fan flow for an air conditioner and for heating with a heat pump in all climate zones shall be
obtained from Table R4-9.

The default heating fan flow for forced air furnaces for all climate zones shall be calculated as follows:

Equation R4-53 Qe =0.50x Agg0r

4.8.7 Duct Leakage

Duct leakage factors shown in Table R4-13 shall be used in calculations of delivery effectiveness. Table R4-13
shows default duct leakage factors for dwelling units. Sealed and tested duct systems require the diagnostic
leakage test by the installer and verification by a HERS rater meeting the criteria described in ACM RC-2005.
The duct leakage factors for sealed and tested new duct systems correspond to sealed duct requirements in
newly constructed dwelling units, to entirely new duct systems in existing dwelling units, and to duct systems in
alterations and additions that have been sealed to meet the duct leakage requirements of newly constructed
buildings. The duct leakage factors for sealed and tested duct systems in existing dwelling units apply only to
sealed duct requirements for alterations to existing dwelling units and to extensions of existing duct systems to
serve additions. See Section 3.8 for ducts in existing dwelling units that are sealed and tested in conjunction
with alterations or additions.
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Table R4-13 — Duct Leakage Factors

Case As=ar =
Untested duct systems in homes built prior to June 1, 2001 0.86
Untested duct systems in homes built after June 1, 2001 0.89
Sealed and tested duct systems in existing dwelling units 0.915
Sealed and tested new duct systems 0.96

4.8.8 Seasonal Distribution System Efficiency

ACMs shall use the following algorithms to calculate duct and HVAC distribution efficiency.

The seasonal distribution system efficiency shall be calculated separately for the heating and cooling seasons
using Equation R4-54 based on the seasonal delivery effectiveness from Equation R4-55 and the thermal
recovery factor from Equation R4-64. Note that DE.asonai, Frecov Shall be calculated separately for cooling and
heating seasons. Distribution system efficiency shall be determined using the following equation:

Equation R4-54 Ndist,seasonal = 0-98 DEseasonal X Frecov

where 0.98 accounts for the energy losses from heating and cooling the duct thermal mass. Freo iS calculated
in Equation R4-64.

4.8.9 Seasonal Delivery Effectiveness

The seasonal delivery effectiveness for heating or cooling systems shall be calculated using Equation R4-55.
This value shall be calculated separately for the heating season and the cooling season.

AT, AT
Equation R4-55 DEgeasonal =asBs -asBs(1- Brar)ﬁ -ag(1-Byg) ATS

e e

where

= Conduction fraction for supply as calculated in Equation R4-56.

S.

B = Conduction fraction for return as calculated in Equation R4-57.
AT = Temperature rise across heat exchanger, °F. This value changes for heating and cooling modes.
AT, = Temperature difference between indoors and the ambient for the return, °F. This value changes for
heating and cooling modes.
AT, = Temperature difference between indoors and the ambient for the supply, °F. This value changes
for heating and cooling modes.
ar= Duct leakage factor (1-return leakage) for return ducts. A value is selected from Table R4-13
as= Duct leakage factor (1-supply leakage)p for supply ducts. A value is selected from Table R4-13
-A
Equation R4-56 By =exp| —>ut
1.08Q, xRy
-A
Equation R4-57 B, =exp —_rout
1.08Q, xR,
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where

Asout = Surface area of supply duct outside conditioned space, ft2. See Sections 4.8.1, 4.8.2 and 4.8.3.
Ao = Surface area of return duct outside conditioned space, ft>. See Sections 4.8.1, 4.8.2_and 4.8.3.
Qe = Flow through air handler fan at operating conditions, cfm. This is determined from Section 4.7.4.
R, = The effective thermal resistance of return duct, h ft* F/Btu. See Section 4.8.4.and 4.8.5,

R, = The effective thermal resistance of supply duct, h ft* F/Btu. See Section 4.8.4 and 4.8.5.

4.8.10 RClimate and Duct Ambient Conditions for Ducts Outside Conditioned Space

Duct ambient temperature for both heating and cooling for different duct locations shall be obtained from Table
R4-14. Attic temperatures for houses with radiant barriers also shall be obtained from Table R4-14. Reduction
of attic temperature and the reduction in solar radiation effect due to radiant barriers shall only be applied to
cooling calculations. The eligibility criteria for radiant barriers is given in Section 4.2.1. Indoor dry-bulb (T;,)
temperature for cooling is 78°F. The indoor dry-bulb temperature for heating is 70°F.

Table R4-14 — Assumptions for Duct Ambient Temperature (°F)

Ambient Temperature for Heating, Theatamb Ambient Temperature for Cooling, Tcool.amb
Climate Attic Crawl Space Basement Attic Attic w/ radiant Attic w/ radiant Crawl Space Basement
zone barrier barrier (return)
(supply)
1 52.0 52.2 48.9 60.0 654 61.2 54.0 49.1
2 48.0 48.7 56.5 87.0 84.3 84.2 78.0 64.5
3 55.0 54.9 58.3 80.0 79.4 78.2 71.8 62.8
4 53.0 53.1 56.6 79.0 78.7 7.4 70.9 61.4
5 49.0 49.6 52.3 74.0 752 731 66.4 56.8
6 57.0 56.7 59.9 81.0 80.1 791 27 64.1
7 62.0 611 604 74.0 75.2 73.1 66.4 61.6
8 58.0 57.6 60.1 80.0 79.4 78.2 71.8 63.9
9 53.0 53.1 59.6 87.0 84.3 84.2 78.0 66.4
10 53.0 53.1 61.1 91.0 87.1 87.6 81.6 68.9
11 48.0 48.7 59.5 95.0 89.9 91.0 85.1 69.5
12 50.0 504 59.3 91.0 87.1 87.6 81.6 67.8
13 48.0 48.7 584 92.0 87.8 88.4 82.4 67.6
14 39.0 40.7 55.4 99.0 92.7 94.4 88.7 68.6
15 50.0 50.4 63.4 102. 94.8 96.9 91.3 74.6
16 32.0 34.4 43.9 0.0 79.4 78.2 71.8 54.1

4.8.11 Calculation of Duct Zone Temperatures for Multiple Locations

The temperatures of the duct zones outside the conditioned space are determined in Table R4-14 for seasonal
conditions for both heating and cooling. If the ducts are not all in the same location, the duct ambient
temperature for use in the delivery effectiveness and distribution system efficiency calculations shall be
determined using an area weighted average of the duct zone temperatures.

Ag attic +0.001) T 40 + A x T, +A x T
Equation R4-58 Tamb,s :( s,attic ) attic s,crawl crawl s,base base

AS,OUI
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A attic Tattic +A x T, +A x T
Equation R4-59 Tamb,r _ Drattic "attic r.crawl crawl rbase base

Ar,out

The return ambient temperature, T,m,., Shall be limited as follows:

e For heating, the maximum Tamp.r iS Tinheat:

e For cooling, the minimum Tamp. iS Tin.cool:

4.8.12 Temperature Difference Across Heat Exchanger

The temperature difference across the heat exchanger is determined by Equation R4-60:
For heating:

Equation R4-60 AT, =55

And Equation R4-61 for cooling:

Equation R4-61 AT, =-20

4.8.13 Indoor to Duct Location Temperature Differences

The temperature difference between the building conditioned space and the ambient temperature surrounding
the supply, A T, and return, A T,, shall be calculated using the indoor and the duct ambient temperatures.

Equation R4-62 ATs = Tin - Tamn,

Equation R4-63 AT, = Tin - Tambyr

4.8.14 Thermal Regain (F cgain)

The reduction in building load due to regain of duct losses shall be calculated using the thermal regain factor.
The thermal regain factors that are required to be used are provided in

Table R4-15.

. Thermal Regain F Fregai
Supply Duct Location ermal Regain Factor [Fregain]

Attic 0.10
Crawl Space 0.12
Basement 0.30
Other 0.10
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Table R4-15 — Thermal Regain Factors

Supply Duct Location Thermal Regain Factor [Fregain]
Attic 0.10
Crawl Space 0.12
Basement 0.30
Other 0.10

4.8.15 Recovery Factor (F,.co.)

The recovery factor, Fecovn, Shall be calculated based on the thermal regain factor, Freqain, and the duct losses
without return leakage.

AT, AT,
1-a¢Bg +asBg(1-B,)—"+ag(l-Bg)—2
. AT, ATg
Equation R4-64 Frecov =1+ Fregain
DEseasonaI

4.9 Hourly Attic Duct Efficiency Multipliers

The algorithm in this section shall be used to model the hourly variation in duct efficiency for ducts located in
attics. No hourly variation is modeled for ducts located in spaces other than attics. The multipliers are
determined as described in Section 4.9.1 below:

4.9.1 Hourly Duct Efficiency Multipliers

The hourly duct efficiency multiplier for ducts in attics shall be calculated for each hour using Equation R4-65
through Equation R4-68.

. ATsol hr
Equation R4-65 DEMy; =1+ Cpp X| ——————-1

ATsol,season

Equation R4-66 ATsothr = Tsolair,hr = Tinhr
. a
Equation R4-67 Tsolairhr = Tambjhr + h % Ihorar _ATsky
(o]
. _ Cr
Equation R4-68 Cpr =Cq + R +C Lguct
duct
where
DEM, = The hourly duct efficiency multiplier for ducts located in all locations. This value is calculated

for each hour and separately for the heating season (HDEM,,) and cooling season (CDEM,).
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Tsolair, hr Sol-air temperature, °F. See Equation R4-67.

Tinhe Indoor air dry-bulb temperature from simulation, °F.

Tambohr Outdoor air dry-bulb temperature, °F. From the CEC weather file.

ATy Reduction of sol-air temperature due to sky radiation, = 6.5 °F.

Ihorhr Global solar radiation on horizontal surface, Btu/h-ft2. From the CEC weather file.

o Solar absorptivity of roof = 0.50.

he Outside surface convection coefficient, = 3.42 Btu/h-ft>-°F.

ATsol season Energy weighted seasonal average difference between sol-air and indoor temperatures. This
is taken from Table R4-17.

Ruct Duct insulation R-value, hr ft*°F/Btu.

Lauct Duct leakage as fraction of supply airflow, dimensionless. See Table R4-13.

Cpr. Co, Cr, C,_Regression coefficients. See Table R4-16.

Table R4-16 — Regression Coefficients

Cooling Heating
Radiant Barrier No Radiant Barrier Radiant Barrier No Radiant Barrier
Co (Unitless) 0.0078 0.0186 0.0350 0.0205
Cr (h-ft2-°F/Btu) 0.1222 0.0877 0.0794 0.1202
CL (Unitless) 0.5480 0.2995 0.0714 0.2655

Table R4-17 — Seasonal Sol-Air Temperature Difference, °F

Climate Zone Cooling Heating
1 23.00 -20.01
2 31.69 -23.64
3 23.66 -18.90
4 26.29 -21.13
5 26.02 -20.25
6 23.79 -17.12
z 25.17 -17.16
8 30.89 -19.46
9 32.73 -18.85
10 33.34 -21.53
11 34.24 -24.38
12 34.65 -23.31
13 34.53 -22.92
14 35.29 -25.64
15 33.33 -20.32
16 29.43 -29.86
4.94.10 Water Heating Calculations-Method

The water heating budget is the TDV energy that would be used by a system that meets the requirements of
the standards (see Section 3.7 for details). The calculation procedure is documented in ACM RG-2005.
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M
tot = ——— Equation 4.30
k=1
_ 1000 |
propose 0 Equation4.31
C FAtot
N
of Equation-4.32
i=1
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: : incividual duel i _ i iy
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ARL,

CFA Y CF
N 0.0855347( T{,ﬂ + 361307( TﬁL 6.036
RL - ) 10007 10007 .
= —Equatien-4-37
ko Nmbr Sys
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Distribution-System DBSM-—-Single Family DSM-MultiFamily
Standard 100 100
POU 082 Aa
HAR 082 Aa
Pipeinsulation 092 692
ParallelPiping 086 086
Reeire/NoControl 152 152
RecireiTimer 128 Aa
Recire/Femp 105 105
Reere/Demand 0.98 Ra
Reetre/Fime+Temp 6.96 Aa
Recire/Demand-+HWR 080 Ra
Recirc/bemand -+ Pipe 090 na
tasulation

Eguation4-38
G o
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1 1040 9 0920
2 0990 10 0-920
3 8-990 it 0-920
4 1070 2 1070
5 1670 3 0-:920
6 9-:920 4 1-040
# 0920 15 0920
8 0:920 16 1500

J 365 j
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TSA =e (f\OL 833 \2 i
FSA=e-(RVOL°+g) ——Equation4.43
Where
\#Ql:j———AetuaHanleeapaei{y—(gauens)T
] =
Goefficient Sterage-Gas Large-Storage-Gasand  [Storage-Electricand-Heat
Storage Electric-and Heat
Indirect Gas Pumps
e 686793 0-01010
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f 1567 11.8 11.8
g 9 5.0 5.0
=Jacket Loss

Jerr Year )| 8790 )
\ AN ] /}k 1000000)

——Equation4-44

TSA, (135-60.3)

[
' | (8.345(vOL )(SBL, )(135- 60.3) - FTL, — PILOT, JEFF, EAF; )
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5. Minimum Capabilities Tests

This chapter describes the methods used to test the minimum modeling capabilities of candidate ACMs. There
are separate tests for space conditioning tests and water heating tests. Most of the space conditioning tests are
performed using a simple square building prototype (see Figure R5-7). The water heating tests are performed
relative to two prototype water heating systems. Most of the tests are performed in only five climate zones, but
some are performed in all sixteen climate zones.

5.1 _Overview

Two types of tests are performed: accuracy tests and standard design generator tests (or custom budget tests).

While ACMs shall pass all these tests, the CEC, at its discretion, may require additional tests to justify the
accuracy of the candidate ACM to confirm other required features.

5.1.1 Accuracy Tests

This section describes the general testing concept that is used for the accuracy tests. For the prototype buildings
and the specified variations, candidate ACMs shall generate an estimate of TDV energy and this is compared to

the TDV energy that is estimated with the reference method. The TDV energy of the candidate ACM shall be
within an acceptable tolerance of the reference method in order for the ACM to pass the test. The margin of
acceptability is defined below and may change for each group of tests. For the space conditioning tests, only the
TDV energy for space conditioning is considered and for the water heating tests only the TDV energy for water
heating is considered.

General Procedure

Basecase . Each test begins with a prototype building or system that exactly complies with the prescriptive
criteria (package D); this is the basecase building or system. The basecase has a zero compliance margin, e.q. it

exactly complies with the standard. In another parlance, it is the custom budget building.

Discrete Modifications. A set of discrete modifications are then made to the basecase building or system, e.qg.

the ducts are sealed, walls and ceilings are field verified for good construction quality or a different type of heating

or cooling equipment is installed. The discrete modifications are defined for each test and may vary slightly for
each climate zone identified for the test. The discrete modifications are selected to represent important

compliance measures. The discrete modifications will either improve or degrade the TDV energy performance of
the basecase building, e.g. the compliance margin of the modified basecase will become either positive or

negative.

Continuous Variable. A continuous variable, which is identified for each test, is then increased or reduced so
that the modified basecase complies by a specified tolerance and fails by a specified tolerance. The continuous
variables have a predictable and continuous impact on the TDV energy of the proposed design. Examples are
SEER, AFUE, and glass area (above 20% of the floor area). The value for the continuous variable that causes the
modified basecase to pass by the specified tolerance is the “passing solution” and the value that causes failure
by the specified tolerance is the “failing solution”. The “failing solution” shall result in TDV energy as close as
possible to the negative tolerance, but shall be greater than the negative tolerance. The “passing solution” shall
result in TDV energy as close as possible to the positive tolerance but shall be less than the positive tolerance.
The positive and negative tolerances are defined for each test, but in general they are 1.0 kKTDV/ft*y or 3% of the
baseline TDV energy whichever is greater.

The procedure is illustrated in Figure R5-1_through Figure R5-4. In these diagrams, the base case building is
represented by point “A”. The vertical axis represents the compliance margin with a positive compliance margin
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(building or system passes) above the horizontal axis and a negative compliance margin (building or system fails)
below the horizontal axis. Figure R5-1_and Figure R5-3show instances when the discrete modifications produce a
positive compliance margin and Figure R5-2 and Figure R5-4 are examples of discrete modifications that produce
a negative compliance margin. When the discrete modifications produce a change in TDV energy that is within
the specified tolerances, the passing solution or failing solutions are equal to the basecase value of the
continuous variable. This situations is illustrated in Figure R5-3 and Figure R5-4,

Pass
oy
v e,
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< ' "J\C Positive Tolerance
E’) ........... D3
@ . e
= 2 AR
g ;.\A '~,‘ Continuous Variable
= 1 L] »
©
2
€
Negative Tolerance
Passing Failing
Solution Solution
Fail

Figure R5-1 — Testing Concept — Discrete Modifications Produce Positive Compliance Margin
The discrete modifications produce a positive compliance marqin that exceeds positive tolerance. Both the passing solution and the
failing solutions for the continuous variable are determined.
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Figure R5-2 — Testing Concept — Discrete Modifications Produce Negative Compliance Margin
The discrete modifications produce a negative compliance margin that exceeds negative tolerance. Both the passing solution and the
failing solutions for the continuous variable are determined.
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Figure R5-3 — Testing Concept — Discrete Modifications Produce Positive But Small Compliance Margin
The discrete modifications produce a positive compliance margin that is less than the positive tolerance. The passing solution for the
continuous variable is equal to the basecase; the failing solution is determined by the vendor..
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Figure R5-4 — Testing Concept — Discrete Modifications Produce Negative But Small Compliance Margin
The discrete modifications produce a negative compliance margin that is within the negative. The failing solution for the continuous
variable is equal to the basecase; the passing solution is determined by the vendor.

Acceptance Criteria

For every test, the CEC reference method shall pass the modified basecase when data for the passing solution is
entered and fail the modified basecase when data for the failing solution is entered. The acceptance criteria shall
be satisfied for all tests. In addition to producing estimates that are within the tolerances, the tests are also used
to verify that the standard reports are correctly produced, as required in Chapter 2. For instance, many of the
discrete modifications trigger measures that shall be listed in the “Special Features and Modeling Assumptions”
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section of the Certificate of Compliance. Finally, the tests will be used to verify that the standard design building
is correctly defined, as specified in Chapter 3.

5.1.2 Standard Design Tests

The acceptance criteria for the standard design generator tests uses a different approach from the accuracy tests.

Two types of tests are used to verify that the standard design is created according to the rules specified in
Chapter 3: These are defined below along with the acceptance criteria for each.

Standard Design Equivalent Tests

The standard design equivalent tests consist of matched pairs of computer runs: a proposed design and its
standard design equivalent. The standard design equivalent is the proposed design reconfigured according to the
standard design rules in Chapter 3 to be in exact compliance with the prescriptive requirements (package D). The

ACM vendor is required to create the proposed design and standard design equivalent input files and submit them
with the application for approval.

Two Certificates of Compliance are produced: one for the proposed design and one for the standard design

equivalent. The standard design TDV energy budget on the proposed design Certificate of Compliance shall be
equal to the TDV energy use shown in both the standard design energy budget and proposed design columns of

the standard design equivalent computer run. See Figure R5-5.

Propnsed Design Standard Design Equivalent
Custam Froposed Custom Proposed
Budget Dasign Eudgat Dasign

Tha reported energy use for thasa
lhree columns must be identical

Figure R5-5 — Custom Budget Tests

Neutral Variable Tests.

The second series of standard design equivalent tests are the neutral variable tests. Neutral variables are building
features that are unchanged between the standard design and the proposed design. An example of a neutral
variable is glass area, below the prescriptive limit of 20%. In this series of tests, a change is specified in one of
the neutral variables and the compliance margin has to remain within a certain tolerance.

5.1.3 Labeling Tests and Computer Simulations

Each of the tests has a specific label that includes the test series, the number of the test, the prototype used in
the test and the climate zone for which the test is performed. Using a precise designation to make it easier to

keep track of the many computer simulations will ease the CEC review process. The following labeling scheme
described in Figure R5-6_shall be used:
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sc 01 B 13 P

I_ Indicator of Passing or Failing
solution (when applicable)

Climate Zone for Test

Prototype Building or System

Test Number

Test Series

Figure R5-6 — Labeling of Computer Simulations

ACM input and output files shall use the same labeling scheme, but with a “P” or “F” concatenated on the end to
indicate if the file represents the passing or failing solution.

5.1.4 Documentation

The ACM vendor shall record the results of the tests on the forms provided in Appendix RA-2005 and provide
electronic copies of the input files to the CEC. The filenames shall include the test label (see below) with a “P” or
“F” concatenated to the file name to indicate if the file represents the passing solution or the failing solution. The
form (Appendix RA-2005) includes an entry for the TDV energy for the passing solution and the failing solution.

The forms also include the continuous variable values for the passing and failing solutions as well as the ACM
filenames for the passing and failing cases.

5.2 Space Conditioning Tests

This section describes the space conditioning tests that shall be performed by the ACM vendor. Three groups of
tests are described. The first verify that space conditioning TDV energy is predicted with an acceptable tolerance
of that predicted by the reference method. The second series of tests verify that the custom budget or standard
design is correctly defined. The third series of tests verify that the ACM calculates TDV energy correctly for

additions and alterations to low-rise residential buildings.

5.2.1 Accuracy Tests (SC)

The accuracy tests verify that the candidate ACM passes and fails buildings in a manner consistent with the
reference method.

Prototype Buildings

The space conditioning accuracy tests are performed with two prototype buildings. The geometry of the prototype
buildings and other features are described below and illustrated in Figure R5-7. The attic is not shown in Figure
R5-7_since the ACM modeling rules do not require the attic to be explicitly modeled as a separate thermal zone.

Both prototype A and B are a square box measuring 40 ft by 40 ft and 10 ft tall. A single 80 ft* window on each
facade (total window area is 20% of the floor area). The facades face exactly north, east, south and west. The
thermal performance of all building envelope elements is in exact compliance with the prescriptive requirements
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(package D in the standards). The prototypes have a gas furnace and a split system air conditioner with air
distribution ducts located in an attic.

A Prototype A has a slab-on-grade.

B Prototype B has raised floor construction.

=)

MORTH £

Figure R5-7 — Prototype Buildings A and B

Test Descriptions

Table R5-1_describes each of the space conditioning tests that shall be performed. The space conditioning
accuracy tests use the series designation “SC”.
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Table R5-1 — Summary of the Space Conditioning Tests

basecase condition of 20% to 40%. Produces a
positive compliance margin.

Series Number Prototypes Climates Discrete Modification(s) Continuous Variable

SC 0 A B All None None

SC 1 A 3,9,12 SEER. Increase the cooling equipment efficiency AFUE. Reduce the heating

14, 16 (SEER) from the basecase condition of 12.0 to 14.0.. equipment AFUE to find the Passing
Use the default EER for both the SEER 12.0 and Solution and the Failing Solution.
SEER 14.0 cases. Make no changes to the air
distribution system or other HVAC system
components. Produces a positive compliance
margin.
SC 2 A 3.9.12, Ceiling U-factor. Reduce the ceiling U-factor from  South Glass Area. Increase south
14,16 the basecase condition to R-60. The U-factor for glass area to find the Passing
this condition shall be taken from ACM Joint Solution and the Failing Solution.
Appendix V. Do not assume field verification for
construction quality. Produces a positive
compliance margin.
SC 3 A 3,9,12, Wall U-factor. Increase wall insulation to the West Glass Area. Increase w est
14, 16 equivalent of R-22 in a 2x6 wood framed cavity with glass area to find the Passing
R-14 continuous insulation. The U-factor for this Solution and the Failing Solution.
condition shall be taken from ACM Joint Appendix IV.
Do not assume field verification for construction
quality. Produces a positive compliance margin.

SC 4 A 12,14, 16 Slab F-factor. Add R-7 slab insulation for climate North Glass Area. Increase north
zones 12 and 14. In climate zone 16, increase slab  glass area to find the Passing
edge insulation from the basecase R-7 to R-21. Solution and the Failing Solution.
Produces a positive compliance margin.

SC 5 A 3.9,12, Fenestration Type. Replace the basecase North Glass Area. Increase north

14, 16 fenestration with a super high performance product glass area to find the Passing
with a U-factor of 0.25 and a SHGC of 0.40. Solution and the Failing Solution.
Produces a positive compliance margin.

SC 6 A 3,9,12, Fenestration Type. Replace the basecase AFUE. Increase or reduce the

14,16 fenestration with a product that fails to comply with  heating equipment AFUE to find the
the package D requirements. The replacement Passing Solution and the Failing
product shall have a U-factor of 0.90 and an SHGC  Solution.
of 0.70. Produces a negative compliance margin.

SC 7 A 12, 14,16 Exposed Thermal Mass. Increase the percent of South Glass Area. Increase south
the slab-on-grade that is exposed from the glass area to find the Passing
basecase condition of 20% to 40%. Produces a Solution and the Failing Solution.

SC 8 A 3.9,12, Exposed Thermal Mass. Increase the percent of West Glass Area. Increase west

14, 16 the slab-on-grade that is exposed from the glass area to find the Passing
basecase condition of 20% to 40%. Produces a Solution and the Failing Solution.
positive compliance margin.

SC 9 A 3,912, Exposed Thermal Mass. Increase the percent of North Glass Area. Increase north

14,16 the slab-on-grade that is exposed from the glass area to find the Passing
basecase condition of 20% to 40%. Produces a Solution and the Failing Solution.

SC 10 A 3,9,12, Exposed Thermal Mass. Increase the percent of East Glass Area. Increase east

14, 16 the slab-on-grade that is exposed from the glass area to find the Passing

Solution and the Failing Solution.
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Series Number Prototypes Climates Discrete Modification(s) Continuous Variable

SC 11 A 3.9.12, South Overhangs. Add a two foot projection from South Glass Area. Increase south

14,16 the surface of the south glass. Its bottom edge is glass area to find the Passing
located six inches above the top of the window. Solution and the Failing Solution.
The window is assumed to be 6 ft 6 in. high and the
overhang is assumed to extend an infinite distance
beyond the sides of the windows. (see Figure R5-).
Produces a positive compliance margin.
SC 12 A 3.9.12, Building Envelope Sealing. Reduce the building Glass Area. Increase glass area
14,16 (SLA) from 4.9 to 2.9 through diagnostic testing and uniformly on all orientations to find
sealing. Produces a positive compliance margin. the Passing Solution and the Failing
Solution.
SC 13 A 3,9,12, Building Envelope Sealing and Mechanical Glass Area. Increase glass area
14, 16 Ventilation. The building leakage (SLA) is reduced  uniformly on all orientations to find
from 4.9 to 2.9 through diagnostic testing and the Passing Solution and the Failing
sealing. In addition, mechanical ventilation is added  Solution.
that provides 80 cfm (0.375 air changes per hour)
of continuous ventilation and consumes 20 watts of
power continuously. Produces a positive
compliance margin.
SC 14 A 3,9,12, Construction Quality. Assume that the proposed = AFUE. Reduce the heating
14,16 design has been field verified to have quality wall equipment AFUE to find the Passing
and ceiling insulation quality. Produces a positive Solution and the Failing Solution.

SC 15 A 9,12, 14 Cool Roofs / Radiant Barrier. Remove the radiant SEER. Increase the SEER (using
barrier (or equivalent cool roof) from the proposed default EER) to find the Passing
design. Produces a negative compliance margin. Solution and the Failing Solution.

SC 16 A 9,12, 14 Natural Ventilation. Change the window types to = SEER. Reduce the SEER (using
increase the free ventilation area from the default of default EER) to find the Passing
10% of the total window area to 20% of the Solution and the Failing Solution.
window area, and assume a 10 ft elevation
difference between the air inlet and the outlet.

Produces a positive compliance margin.
SC 17 A 3.9.12, Duct Leakage. Do not seal the ducts as required SEER. Increase the SEER (using
14, 16 by the prescriptive standards. Produces a negative  default EER) to find the Passing
compliance margin. Solution and the Failing Solution.

SC 18 A 3,.9,12, Duct Surface Area. Through diagnostic SEER. Reduce the SEER (using

14, 16 verification, reduce duct surface area from the default EER) to find the Passing
default of 27% of the floor area to 10% of the floor  Solution and the Failing Solution.
area. Produces a positive compliance margin.

SC 19 B 9,12, 14 Duct Location. Move the HVAC ducts from the SEER. Reduce the SEER (using
crawlspace (the default for one story, raised floor  default EER) to find the Passing
buildings) to the attic. Produces a negative Solution and the Failing Solution.
compliance margin.

SC 20 A 9,12, 14 Duct Insulation. Reduce the duct R-value from the SEER. Increase the SEER (using
R-8 prescriptive requirement to R-4.2. Produces a default EER) to find the Passing
negative compliance margin. Solution and the Failing Solution.

SC 21 A 9,12, 14 Energy Efficiency Ratio (EER). Instead of using SHGC. Increase the SHGC of the
the default EER of 10.415 for the default SEER 12 windows on all orientations to find
assume an EER of 11.5 with the same SEER of 12). the Passing Solution and the Failing
Produces a positive compliance margin. Solution.

SC 22 A 9.12, 14 TXV / Charge Testing. Do not install a TXV and do SHGC. Reduce the SHGC of the

not field verify that the split system has the correct  windows on all orientations to find
refrigerant charge. Produces a negative compliance the Passing Solution and the Failing
margin. Solution.

Chapter 5 - Minimum Capabilities Tests



Residential ACM Manual
R5-9

Series Number Prototypes Climates Discrete Modification(s) Continuous Variable

SC 23 A 9,12, 14 Airflow Across Evaporator Coil. Verify through  SHGC. Increase the SHGC of the
field verification that there is adequate airflow for windows on all orientations to find
compliance credit (400 cfm/ton for a wet coil) the Passing Solution and the Failing
across the evaporator coil. Produces a positive Solution.
compliance margin.

SC 24 A 9,12, 14 Air Conditioner Fan Power. Reduce fan power SHGC. Increase the SHGC of the
through field verification. The default is 0.51 W/cfm. windows on all orientations to find
Reduce this to 0.20 W/cfm. Produces a positive the Passing Solution and the Failing
compliance margin. Solution.

SC 25 A 3,9,.12 Electric Heat. Replace the gas furnace and air Fenestration U-factor. Reduce

14, 16 distribution system in the basecase with electric the fenestration U-factor on all

resistance baseboards (no air distribution or duct orientations to find the Passing
losses). In addition, increase the ceiling insulation to  Solution and the Failing Solution.
R-60. The U-factor for this condition shall be taken
from ACM Joint Appendix IV. Do not assume field
verification for construction quality. Produces a
negative compliance margin.

SC 26 A 9,12, 14 Side Fins. For this test side fins are added to the SEER. Vary the SEER (keep EER at

east and west facades of prototype A. The side

the default) to find the passing

fins extend 40 feet from the surface of a window

solution and fail the failing solution.

that is assumed to be 10 feet wide. The fins are 5
feet from the edge of the window. The top of the
side fins are 20 feet above the top of the window.
See Figure R5-9. Sidefins are expected to produce
a positive compliance margin.

GIGII

Figure R5-8 — Overhang Characteristics
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Figure R5-9 — Side Fins for Optional Capabilities Test
The north and south facades are the ones that do not have the sidefins.

Acceptance Criteria

The positive tolerance is the basecase TDV energy for space conditioning plus 3% or 1 kTDV/ft*y, whichever is
greater. The negative tolerance is the basecase TDV energy for space conditioning less 3% or 1 KTDV/ft>y,
whichever is greater. The CEC reference method shall pass the modified basecase when data for the passing
solution is entered and fail the modified basecase when data for the failing solution is entered.

In addition to producing estimates that are within the tolerances, the tests are also used to verify that the
standard reports are correctly produced, as required in Chapter 2. For instance, many of the discrete
modifications trigger measures that shall be listed in the “Special Features and Modeling Assumptions” section of
the Certificate of Compliance.

5.2.2 Standard Design Generator Tests (SD)

This section describes the standard design tests that shall be performed by the ACM vendor. The standard design
tests use the series designation “SD”. ACMs shall automatically create the standard design building, as defined
in Chapter 3. The standard design run is made automatically at the same time as the proposed design run, and
the results are reported together on the Certificate of Compliance discussed in Chapter 2. The tests described in
this section verify that the standard design is correctly defined for the proposed design and that the custom

budget is correctly calculated. These tests supplement the SC tests, which also verify certain standard design
features. .

Prototypes Buildings
The custom budget tests use three prototype buildings as described below.

C Prototype Cis a 1,761 ft? . one and two-story, single-family detached home which is widely used to analyze
the impact of the standards and the cost effectiveness of measures. Two versions of this prototype are used
in the tests. One has a slab floor and one has a raised floor. Details are available from the CEC.

D Prototype D is identical to prototype C, except that it is has a raised floor. Details are available from the CEC.
E _Prototype E is an eight-unit, two-story multi-family building. Details are available from the CEC.
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Standard Design Equivalent Tests

The standard design equivalent tests are described in Table R5-2. For each of these tests, the standard design

equivalent budget and proposed design TDV energy shall equal each other. In addition, the TDV energy shall
equal the budget TDV energy for the proposed building.

Table R5-2 — Standard Design Tests

Series Number Prototypes Climates Description

SD 0 A B All Basecase Prototypes. These tests were also performed in the SC series. For each of

these tests, the standard design and proposed design TDV energy shall be equal. There is
no proposed design case for these tests.

SD 1 c All Slab-On-Grade. The purpose of this test is to verify that the standard design generator

correctly defines the standard design for proposed designs using slab-on-grade designs.
The “SC01C**” files are run in all 16 climate zones.

SD 2 D All Raised Floor. The purpose of this test is to verify that the standard design generator
correctly defines the standard design for proposed designs using raised floor buildings.
The “SCO1D**” files are run in all 16 climate zones.

SD 3 E All Multi-Family. The purpose of this test is to verify that the standard design generator
correctly defines the standard design for multi-family buildings. The “SCO1E**” files are run
in all 16 climate zones.

Neutral Variable Tests

The neutral variable tests are described in Table R5-3. For each of these tests, the compliance margin shall
remain within one percent of zero.

Table R5-3 — Neutral Variable Design Tests — Space Conditioning

Series Number Prototypes Climates Description

SD 4 A 3,9,12 Window Area. Reduce window area from 20% of the floor area to 15% of the floor area.
14, 16 Reduce the size of the window on each facade to 60 ft2. Do not change any other
features.
SD 5 A 3,9,12 Wall Area. Increase the gross wall area on each facade from 400 ft? to 600 ft2.
14,16

5.2.3 Additions and Alternations (AA)

This section describes the tests for alternations and additions that shall be performed by the ACM vendor. The
additions and alternations tests use the series designation “AA.’=

Additions are treated as new buildings except that internal heat gains are allocated on a fractional dwelling unit
basis. With the Addition + Existing + Alternation approach, energy credit may be taken for improvements to the
existing building. This series of tests exercises the various default assumptions (see Table 3-11 in Section 3.8.4)
based on the vintage of the existing building and the various reporting requirements for modeling an addition with
an existing building. In addition, these tests verify the proper determination of the energy budget and compliance
criteria for an addition with an improved existing building.

Prototype Buildings

The prototype used in these tests consists of an existing building and an addition. The existing building has the
same physical configuration as Prototype A but the thermal performance of building envelope components are
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downgraded to be more typical of older existing building. Prototype E has the thermal characteristics of 19775
construction practice and Prototype F has the thermal characteristics of 1989 construction practice. See the
Additions and Alternations section of Chapter 3 for details on construction assemblies. Each window is 4 ft high
and 20 ft wide centered on the facade. The addition is 12 ft deep by 40 ft long and 10 ft high and covers the whole
west side of the existing building.

Figure R5-10 — Prototypes E and F

Test Descriptions

These tests are also be used to confirm that reporting requirements are met when modeling an addition with an
existing building and that the appropriate budgets have been correctly determined. Two of the three compliance

approaches for additions and alternations are evaluated with these tests: the addition-alone approach and the
Existing + Addition + Alteration approach. The whole building approach is not evaluated since this is identical to

new construction. Table R5-4_describes the tests to perform with the Addition-Alone approach. Table R5-5
describes the tests to perform with the Existing + Addition + Alteration approach.

Table R5-4 — Summary of the Addition-Alone Tests

Series Number Prototypes Climates Discrete Modification(s) Continuous Variable
AA 1 E 3.9.12 Baseline. The features of the addition shall all None. This is a standard design
1977 14, 16 exactly meet the prescriptive requirements. The generator test.

addition is served by an HVAC system in the
existing house.

AA 2 E 3,9,12, Increase Glass. Increase fenestration area on the Fenestration Area U-factor.
1977 14,16 west side of the addition to 144 ft2. This discrete Reduce the fenestration U-factor in
change will fail compliance because the glass area  the addition to find the Passing
exceeds 20% of the floor area. Solution and the Failing Solution.
AA 3 EE 3.9.12, New HVAC. Install a separate HVAC split system Fenestration U-factor. Increase
1989 14, 16 gas/electric system for the addition that has an the fenestration U-factor in the
SEER of 14 and an EER of 13. This will create a addition to find the Passing Solution
positive compliance margin. and the Failing Solution.
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Table R5-5— Summary Existing + Addition + Alternation Tests

Series Number Prototypes Climates Discrete Modification(s) Continuous Variable
EA 1 E 3,9.12 Baseline. The features of the addition shall all None. This is a standard design
1977 14, 16 exactly meet the prescriptive requirements. The generator test.

addition is served by an HVAC system in the
existing house. Remove 80 ft? from the existing
west wall and include 80 ft? with the addition (no

net increase in glass area)

EA 2 E 3.9, 12, Increase Glass. Increase fenestration area on the Fenestration U-factor. Reduce
1977 14,16 west side of the addition to 144 ft2. This discrete the fenestration U-factor in the
change will fail compliance because the glass area  addition to find the Passing Solution
exceeds 20% of the floor area. and the Failing Solution.
EA 3 EE 3,912 New HVAC. Install a separate HVAC split system Eenestration U-factor. Increase
1989 14, 16 gas/electric system for the addition that has an the fenestration U-factor in the
SEER of 14 and an EER of 13. This will create a addition to find the Passing Solution
positive compliance margin. and the Failing Solution.

Acceptance Criteria

For each test, the CEC reference method shall pass the addition plus existing building when data for the passing

solution is entered and fail the addition plus existing building when data for the failing solution is entered. The
positive tolerance is the TDV space conditioning energy for the basecase plus 3% or 1 kBtu/ft>y, whichever is

greater, and the negative tolerance is also 3% or 1 kBtu/ft>y, whichever is greater. In addition to producing
estimates that are within the tolerances, the CEC will also verify that the correct performance factors are used,
based on the vintage of the existing building, and that the standard reports are correctly produced, as required in

Chapter 2.

5.3 Water Heating Tests (WH)

This section describes the water heating tests that shall be performed by the ACM vendor. The water heating
tests use the series designation “WH”. The water heating tests are defined in a similar manner as the space
conditioning tests, except that the tests are performed relative to a water heating system, not whole building TDV
energy. See the Overview section of this chapter for a description of the procedures. For the water heating tests,
only the TDV energy for water heating is considered in the comparison.

5.3.1 Prototype Systems

Two prototype water heating systems are used. The first is a system which serves the single family home
represented by space conditioning prototype C (the water heating system also uses the “C” designation). The
second is a system that serves the multi-family apartment building represented by prototype E (this uses the “E”
designation). More information on the buildings served is provided above in the prototype descriptions for the
space conditioning tests. The water heating systems for the two prototypes are described in Table R5-6.
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Table R5-6 — Base Case Water Heating Systems

Prototype Prototype C Prototype E
Building Information

Dwelling Units 1 16

Total Building Area 1,761 ft2 11,616 ft2
Average Dwelling Unit Size 1.761 ft? 726 ft2

Water Heating Equipment

Number of Water Heaters

1

Water Heater Type

Storage Gas (SG)

Storage Gas (SG)

Energy Factor 0.575 0.480
Tank Size 50 4 @ 100

Distribution System

Standard (PIK

Recirculation with timer controls

Multi-Family Recirculation System

Linear Feet of Pipe (Note 1) n.a. 200
PF Qutdoor Air n.a. 0.10
PF Ground n.a. 0.20
PF Bleausa-Conditioned or semi-conditioned air withinthe ~ n.a. 0.70
—
Pipe Diameter for Recirculation System n.a. 1.51n.
Recirculation Pipe Insulation n.a. 1.0in.
Pump Size (brake horsepower) n.a. Y hp
Pump Motor Efficiency n.a. 0.85

Note 1. Total Linear feet used for recirculation between dwelling units (input to_Section 3.5Ega=R6&=48). PF is the fraction of the total
linear feet that is used either outside, in the ground or in the gterssa-conditioned or semi-conditioned air within the building envelope, as

defined in Section RGMN3.54.

5.3.2 Accuracy Tests (WH)

As described in the Overview of this chapter, the ACM vendor shall find the passing and failing solution for each

test described in Table R5-7. The CEC reference method shall then pass the modified basecase when data for the

passing solution is entered and fail the modified basecase when data for the failing solution is entered. The

acceptance criteria shall be satisfied for all tests. The water heating tests use a 2% passing tolerance and a 2%

failing tolerance, or 1.0 kTDV/ft>y, whichever is greater.
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Table R5-7 — Accuracy Tests — Water Heating

Type Test Prototypes Climates Discrete Modification(s) Continuous Variable
WH 0 C.E All None None
WH 1 C.E 3,9,12, 14,16 Electric Storage Water Heater. Change Solar Savings Fraction (SSF). Increase

the water heater type from Gas Storage to the SSF to find the passing and failing

Electric Storage. Use an Energy Factor of  solutions.
0.91 for prototype C and 0.87 for E. This

produces a negative compliance margin.

=
T
N
o

3.9.12, 14, 16 Electric Instantaneous Water Heater. Solar Savings Fraction (SSF). Increase
Change the water heater type from gas the SSF to find the passing and failing
storage to electric Instantaneous and use  solutions.

a point of use (POU) distribution system.
This produces a negative compliance

margin.

WH 32 (] 3.9.12, 14, 16 Distribution Type. Change the Energy Factor. Reduce the EF for the
distribution system from the default to pipe proposed building until the passing and
insulation on all lines (PIA) system. This failing solutions are reached.
produces a positive compliance margin.

WH 4 E 3,9,12, 14,16 Recirculation Control. Add temperature Energy Factor (EF). Reduce the EF to find
and timer controls (RTmTp) for the the passing and failing solutions.

recirculating system. This produces a
positive compliance margin.

WH 5 E 3.9.12, 14, 16 Large Storage Water Heater. Change Thermal Efficiency. Decrease or
water heater type to a 400 gallon large gas increase thermal efficiency (recovery
storage, SBL = 0.1, thermal (recovery) efficiency or AFUE) until the passing and

efficiency= 0.75. failing solutions are reached.
WH 6 E 3.9.12, 14, 16 Recirculation Piping Insulation. Energy Factor. Reduce the energy factor

Increase recirculation piping insulation from to find passing and failing solutions.
1in. to 1.5 in. This produces a positive

compliance margin.

WH 7 C 3,9,12, 14,16 Number of Water Heaters. Use 2 water Energy Factor. Increase the energy
heaters for the single residence; both are  factor of both water heaters together to
the same size and performance as the find passing and failing solutions.
basecase. This will produce a negative

compliance margin

WH 8 E 3,9,12, 14,16 Pump Controls. Baseline assumes timer Energy Factor. Increase the energy
pump controls. Change to no pump factor of both water heaters together to
control. This produces a negative find passing and failing solutions.

compliance margin.

5.3.3 Standard Design Tests (WD)

This section describes a series of tests that verify that the standard design is being correctly defined for water
heating systems. The acceptance criteria for these tests is different from the accuracy tests. For this series of
tests, a change is defined, which according to the rules for defining the standard design should be neutral. Being
neutral means that the change is reflected for both the standard design and the proposed design. The compliance
margin shall be within plus or minus 2% of the standard design TDV energy for water heating (space conditionin
is not considered). In addition, TDV energy for water heating shall move in the direction indicated in each test

description.
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Standard Design Equivalent Tests

For water heating the standard design equivalent tests consist of running the basecase water heating systems in
all 16 climates. For each case, the standard design TDV energy shall equal the proposed design TDV energy.
See Table R5-8.

Table R5-8 — Standard Design Equivalent Tests — Water Heating

Test Prototypes Climates Discrete Modification(s) Continuous Variable

B|E

0 C.E All None None

=

Neutral Variable Tests

The neutral variable tests are shown in Table R5-9. For these tests, the compliance margin shall remain at zero
unchanged.

Table R5-9 — Neutral Variable Tests — Water Heating

Type Test Prototypes Climates Discrete Modification(s)

wbD 1 (] 3.9.12, 14, 16 House Size. Increase house size to 2,500 ft?. TDV energy for both the Standard
Design and the Proposed Design shall increase.

WD 2 (] 3.9,12, 14,16 House Size. Increase house size to 3,500 ft2. The TDV energy for both the Standard
Design and the Proposed Design shall equal the TDV energy for test 1.

WD 3 D 3.9.12, 14,16 Pipe Length. Increase recirculation piping length to 400 ft. TDV energy for both the
Standard Design and the Proposed Design shall increase.

WD 4 D 3.9.12, 14, 16 Pipe Location. Move all the piping outdoors. PF ground and plenum become zero and

PF outdoors becomes 1.00. TDV energy for both the Standard Design and the
Proposed Design shall increase.

WD 5 D 3.9.12, 14, 16 Individual Water Heaters. Replace the central water heating system with individual
water heaters in each dwelling unit, which meet the basecase specification for single-

family homes (see Table R5-6)
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5 Minimum {‘apahilitine Teasts 5.1

2 Test Fifteen-
53 \Water l—lnaﬁng Tests—

14
534 Prototype Water Heaters e e 14

5:3.2—Labeling Computer Runs e e
53 3—Test Results e 15
54 Standard-Design-Generator Tests e e 15
544 Slab-Floor Test e 18
5.4.2—Raised-Floor Fest—rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrmr e 17

2

54.
5.4 4 HVAC Distribution EfiCioney- TOStS e
5.4.5—Addition-Plus Existing-Building Test
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Component

Roeefvalue

Walkd-valde

FHloorU-value

Slab-F2fasctor

BeerU-value

FhermatMass

SHGC{exteriordevice—tbugsereen} 078

SHGEGinterior) 0-68

Windew-type Sliders 5
—Fenestration-U-Value o-#5

Gasfurrace-AREUE 048 4
HVAC duets R-42Dusts-in-Attie 2
SEA 49 6
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Fable-5-2-Basecase-Run-Labels
Building-Prototype
ClimateZone A B
1 84AB0 =
2 82A00 =
3 83A00 083806
4 B84A00 =
8 85A00 =
8 86A00 =
z 87A00 =
8 08A00 =
9 089A00 09800
10 40A00 =
+“ HAB0 =
12 42A00 42800
B 43A00 =
“ 44A00 44800
15 45A00 =
16 46A00 00846
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TFable-5-3-TestOnelnputs
Runtabel New-Heating-Efficiensy New-GeelingEffisienscy
82404 585 80
83404 585 55
84404 085 78
85A04 085 55
Jalc¥iNats 095 65
[axZiNats 895 70
08AD4 895 75
09AD4 895 8.0
10AD4 895 85
HHADE 095 84
12A04 895 8
13A04 895 838
H4A04 895 84
16A04 885 &6
53864 585 60
598G+ [aRels 88
12864 595 5
14864 885 82
16864 585 58
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Fable-5-4-Test Twolnputs
RunLabel New Heating Effici New-CoolingEff
02A02 065 426
03A02 of2 426
04A02 066 126
05A02 065 126
06A02 056 126
A2 850 126
08A02 848 126
09A02 845 426
46A02 845 426
HA02 863 426
42A02 062 126
43A02 852 126
44A02 0:5¢% 426
46A02 o756 126
03892 [e2e) 426
09892 046 426
42802 064 426
44892 858 426
46802 o4 126
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R5-26
Fable-5-8-TFest Sixtputs
Run-abel Glazing-U-value North-Glass-Area
09A06 054 182
42A06 054 286
44A06 054 269
46A06 054 300
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Proposcd Design Standard Deszign Equivalent
Custom Mroposed Custom Mroposed
Budget Dasign Budget Lrsign

A

The repodad ensmy usa (o thass
tree colurns must be idortical

Figure-5-4-Custom-BudgetTests
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Climate-Zone Proposed-Design Standard-Design

Equivalent
1 04634 94G31C
2 02634 02631C
3 93634 93c31C
4 04634 04c31C
5 05634 95631C
6 06634 95G31C
7 07C34 97c31C
8 08c34 08c34C
9 09634 09c31C
10 10634 10c31C
1 14634 14634¢
42 12634 42631C
13 13634 43c34C
14 14634 146340
15 15634 15G34C
16 16634 16G34C
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i
|

k1 4632 46326
2 02632 926326
3 03632 036326
4 04632 046326
5 06632 066326
6 06632 066326
7 07632 9¥6326
8 08632 086326
9 09632 086326
40 40632 106326
H He32 He326
12 42632 126326
B 13632 136326
14 44632 H4e326
15 46632 166326
16 16632 166326
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Table 5-22 - El icHeat S Jard-Desian Tost
Climate-Zone Propesed-Design Standard-Design-Equivalent
] 4e33 046336
2 02633 926336
3 03633 036336
4 04633 046336
5 06633 066336
6 06633 066336
2 07633 976336
8 08633 086336
9 09633 096336
10 40633 106336
“ HE33 HEe336
2 12633 126336
B 13633 136336
14 44633 4e336
15 45633 166336
16 46633 466336
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03A34 0758 0730 ¥es Yes 0-827 0-850
09A34 0783 0702 ¥es Yes 0-822 0-838
12A34 8743 0674 ¥es Yes 0846 0847
H4A34 0708 0-64# ¥es Yes 0789 O-F#5
16A34 0-686 0730 ¥es Yes A3 0-850
03A35 8468 0730 Ne Yes 0-827 9786
09A35 8463 0702 Ne Yes 0-822 945
12A35 8443 0674 No Yes 0845 8-+756
HA3E 8703 064+~ Ne Yes 0789 8+
16A35 0686 0-+730 No Yes 0/3 9-+786
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RunLabel SSEER SystemType SEER P Dust ACCA SSEER

prototype Sealing  ManuatD tost

DuctDesign

03A40 6-528 SplithirCond 105 Yes No No 7068
09A40 6-899 SplithirCond 105 Yes No No 6-553
42040 6-594 SplithirCond 105 Yes No No 6-16%
44A40 6-003 SplithirCond 105 Yes No No 5443
16A40 6495 SplithirCond 105 Yes No No 7026
03A44 6-528 SphitAirCond 49 No No No 46.004
09A44 6-899 SphitAirCond 49 No No No 8207
42A44 6-594 SphitAirCond 49 No No No 7210
EVEVEL 6-003 SphitAirCond 49 No No No 5563
16A44 6-495 SphitAirCond 49 No No No 9-823
03A42 6528 PkghirCond 442 No Yes Yes 8-204
09A42 6-899 PkghirCond 442 No Yes Yes 7734
12A42 6-594 PkgAirCond 447 No Yes Yes 7348
14A42 6-003 PkgAirCond 447 No Yes Yes 6-624
16A42 6495 PkghirCond 442 No Yes Yes 8445
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6. Optional Capabilities Tests

6.1 _Overview

This chapter of the Manual explains the tests that must be performed in order for residential ACMs to be approved
for optional capabilities. See the Overview section of Chapter 5 for details. There are two sets of optional
capabilities. The first are for space conditioning and include hydronic heating systems, combined (with the water
heater) hydronic heating, zonal control of space temperatures, sunspaces, side fins and exterior mass walls. The
second set of capabilities relate to solar systems used for water heating applications. At this time, photovoltaic
systems are not an optional capability.

6.2 Optional Space Conditioning Capabilities

6.2.1 Summary of Tests

The optional capabilities tests for space conditioning are summarized in Table R6-1. These tests use the same
labeling scheme, test procedures, and prototypes as the minimum modeling capabilities (see Chapter 5).
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Table R6-1— Summary of the Optional Space Conditioning Tests

Type Test Prototypes  Climates Optional Capability (Discrete Modification(s)) Continuous Variable
ocC 1 A 3.9.12 14, Dedicated Hydronic. Replace the gas furnace Fenestration U-factor.

16 and air distribution system with a gas boiler with Increase the fenestration U-
hydronic baseboards and fan coils. See detailed factor on all orientations to find
description below. Produces a positive the Passing Solution and the
compliance margin. Failing Solution.

ocC 2 A 3.9.12, 14, Combined Hydronic, Gas Water Heater. A75 Fenestration U-factor. Vary

16 gallon storage gas water heater is used for both the U-factor of the fenestration to
space conditioning and water heating. Hot water  find the passing solution and the
baseboards are used for heat distribution. failing solution.

Insulated pipes are used in unconditioned space.
ocC 3 A 3.9.12, 14, Combined Hydronic, Electric Resistance Fenestration U-factor. Vary

16 Water Heater. An electric water heater is used the U-factor of the fenestration to
for both space conditioning and water heating find the passing solution and the
and air is distributed through a fan coil system failing solution.
that delivers air to ducts located in an attic.

oc 4 A 3.9.12, 14, Combined Hydronic, Heat Pump Water Fenestration U-factor. Vary

16 Heater. An electric heat pump is used for both the U-factor of the fenestration to
space conditioning and water heating. Distribution find the passing solution and the
is provided through hot water baseboards. All failing solution.
pipes are located within conditioned space.

oc 5 B 3.9.12 14, Control Vent Crawlspace. See detailed AFUE. Reduce the heating
16 description below. Produces a positive equipment AFUE to find the
compliance margin. Passing Solution and the Failing
Solution.
oC 6 A 3.9.12, 14 Zonal Control. See detailed description below. AFUE. Reduce the heating
16 Produces a positive compliance margin. equipment AFUE to find the
Passing Solution and the Failing
Solution.
oc 7 A 3.9.12 14, Attached Sunspace. See detailed description AFUE. Reduce the heating
16 below. Produces a positive compliance margin. equipment AFUE to find the
Passing Solution and the Failing
Solution.
[e]} 8 A 3.9.12, 14 Exterior Mass Walls. See detailed description Wall R-value. Increase the
16 below. Produces a negative compliance margin. interior wall R-value to find the
Passing Solution and the Failing
Solution.
=2 g A 301214
45
ocC 948 A 3.9, 12,14, Gas Absorption Cooling. Replace the Fenestration U-factor.
16 basecase cooling system with an absorption gas  Increase the fenestration U-

cooling system with a COP of 3.3. Produces a

factor on all orientations to find

positive compliance margin

the Passing Solution and the
Failing Solution.

6.2.2 Dedicated Hydronic Systems

Measure Description

Dedicated hydronic systems have boilers or other heating devices which produce hot water that is distributed
through the building for heating. The system is commonly used in other areas of the country. Its use in California
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is limited. Heat is transferred through the building by water instead of air. Terminal heating units include fan coils,
baseboards, radiant floors, or radiant ceilings. If large fan coils are used that distribute warm air through a
conventional air distribution system, then the losses of the duct system must be accounted for in the same
manner as gas furnaces.

Algorithms and Modeling Assumptions

Dedicated hydronic systems are modeled in a manner similar to a gas furnace, but the AFUE of the boiler is
adjusted to account for pipes located outside the conditioned space. The ACM vendor shall include inputs for
pipes located in unconditioned spaces. Inputs shall include the pipe length, diameter and insulation, as described
in Chapter 2.

Equation R6-1 AFUE 4 = AFUE —%
Where
AFUEif = The effective AFUE of the gas boiler that is providing space heat (unitless).
AFUE = The rated AFUE of the boiler (unitless).
PL = Annual Pipe losses (kBtu/h). This may be assumed to be zero when less than 10 feet of the

piping (plan view) is located in unconditioned space. Pipe losses are calculated using the
procedures described below.

Rl = The rated input of the gas water heater (kBtu/h). This is available from the CEC appliance
directory and other sources.

If heat is distributed with a fan coil, then the energy of the fan shall be accounted for in the same manner as for
furnaces. The default fan energy is 0.005 Wh/Btu of heat delivered by the fan coil (not the entire heating system).

Hydronic systems are permitted when the AFUE is known and can be entered. When water heaters are used in
hydronic systems for space heating alone (a separate water heater for domestic service), the water heater
functions as a boiler and is required by NAECA to have a minimum AFUE of 0.80. The AFUE of a water heater if
tested as a boiler would be approximately equal to the average of the EF and the RE, and will generally not meet
the minimum NAECA requirement. Water heaters proposed for use in hydronic systems for space heating only
must be tested as a boiler using the DOE AFUE and appropriate safety standard test procedures.

Test Description

For prototype A, the basecase heating system, consisting of a gas furnace and a forced air distribution system, is
replaced with a dedicated hydronic system. The boiler has an AFUE of 85%. Twenty (20) ft of insulated pipe are
located in unconditioned space. Heat is distributed with combination of fan coils (20 kBtu/h) and hydronic
baseboards (40 kBtu/h). Water is circulated through the hydronic loop by a 1/8 hp pump. The pump motor meets
the minimum efficiency requirements of the California appliance efficiency standards. Substituting this system will
produce a positive compliance margin. The fenestration U-factor is then reduced to find the passing solution and
the failing solution, according to the procedures described in Chapter 5. The CEC reference method must pass
the passing solution and fail the failing solution.

The ACM vendor must also demonstrate that the software correctly produces the standard design. This requires
that the vendor create a standard design equivalent building that matches the standard design for the system
described above. When the standard design equivalent building is entered into the candidate ACM, the proposed
design and standard design TDV energy must equal each other. The standard design equivalent energy must also

equal the standard design energy for the test case.
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6.2.3 Combined Hydronic Space/Water Heating

Measure Description

Combined hydronic space/water heating is a system whereby a water heater is used to provide both space
heating and water heating. Dedicated hydronic space heating systems are also an optional capability covered in

Section 6.2.2. Space heating terminals may include fan coils, baseboards, and radiant surfaces (floors, walls or

ceilings).

Algorithms and Modeling Assumptions

For combined hydronic systems, the water heating portion is modeled in the normal manner. For space heating,
an effective AFUE is calculated for gas water heaters. For electric water heaters or heat pumps, an effective
HSPF is calculated. The procedures for calculating the effective AFUE or HSPF are described below.

When a fan coil is used to distribute heat, the fan energy and the heat contribution of the fan motor must be

considered. The algorithms for fans used in combined hydronic systems are the same as those used for gas
furnaces and are described in Chapter 4.

If a large fan coil is used and air distribution ducts are located in the attic, crawlspace or other unconditioned

space, then the efficiency of the air distribution system must be determined using methods consistent with those
described in Chapter 4. Duct efficiency is accounted for when the distribution type is "ducts."

Storage Gas Water Heater

When storage gas water heaters are used in combined hydronic applications, then the effective AFUE is given by
the following equation.

PL
Equation R6-2 AFUE ¢ =RE "R

Where

AFUE o= The effective AFUE of the gas water heater in satisfying the space heating load.

RE = The recovery efficiency of the gas water heater. A default value of 0.76 may be assumed if the
recovery efficiency is unknown. However, this value is generally available from the CEC appliance
directory.

PL = Pipe losses (kBtu/h). This can be assumed to be zero when less than 10 feet of the piping between

the water heater storage tank and the fan coil or other heating elements is located in unconditioned

space (see Equation R6-6).

Rl = The rated input of the gas water heater (kBtu/h). This is available from the CEC appliance directory.

Storage Electric Water Heater

The HSPF of storage water heaters used for space heating in a combined hydronic system is given by the
following equations.

Equation R6-3 HSPFeff=3.413[1- PL ]

3.413%KWi

Where:
HSPF ;= The effective HSPF of the electric water heater in satisfying the space heating load.
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PL = Pipe losses (kBtu/h). This can be assumed to be zero when less than 10 feet of the piping between
the water heater storage tank and the fan coil or other heating elements are located in unconditioned
space (see Equation R6-6).

kWI = The kilowatts of input to the water heater.

Heat Pump Water Heater

The HSPF of heat pump water heaters used for space heating in a combined hydronic system is given by the
following equations. If the system has afan coil. the HSPF ¢ is used. HSPFy/5 fanis used if there is no fan coil.

Equation R6-4 HSPFyy = 3.413

REhp _ PL
CZag 3.413KWi

where

HSPF o= The effective HSPF of the heat pump water heater in satisfying the space heating load.

PL = Pipe losses (kBtu/h). This can be assumed to be zero when less than 10 feet of the piping between
the water heater storage tank and the fan coil or other heating elements is located in unconditioned

space (see Equation R6-6).
kWI = The kilowatts of input.

Eﬂ& = The recovery efficiency of the heat pump water heater. Equation R6-5 may be used as a default if the

recovery efficiency is not known.

1
Equation R6-5 REy, =

1
EFpoe

-0.1175

where

EFpog_=__The energy factor of the heat pump water heater when tested according to the DOE test procedure.

Pipe Losses

Pipe losses must be considered when pipes between the water heater storage tank and the fan coil or other
heating element are located in unconditioned space. To simplify compliance, pipe losses can be ignored when no
more than ten feet of pipe (in plan view) is located in unconditioned space. Hourly pipe loss rates (PLR) are given
either from Equation R6-7_or from Table R6-2.

n

- FT; xPLR,
Equation R6-6 PL = RELRaLELLA B
= 2 8760
PL = Hourly pipe loss (kBtu/h).
PLR; = The annual pipe loss rate per foot of length for the ith pipe (kBtu/y-ft).
FT; = The length in feet of the ith pipe located within unconditioned space. Can be assumed to be zero if
less than ten feet in plan view.

n= The number of unigue pipe size or insulation conditions.
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The annual pipe loss rate per foot of length (PLRi) is calculated from the following equation

T-T4
Equation R6-7 PLR = 8.76 Qio_ =
)
2xKi —xhaDy

where
8.76 = Conversion factor from Btu/h to kBtu/y
I§ = Supply Temperature. This is assumed to be a constant 135 F.
Ig = Ambient Temperature. This is assumed to be 60.3 in all California climate zones.
Qig = Outside diameter of insulation. ft (actual not nominal).
Q@ Outside diameter of pipe, ft (actual not nominal).
Ki= Insulation conductivity, constant 0.023 Btu/h-ft-F
ha = Air film coefficient, constant 1.65 Btu/h-ft>-F

Table R6-2 — Annual Pipe Loss Rates (kBtuly-ft)

Insulation Thickness

Nominal Pipe Size 1/2inch % inch 1inch
1/2 inch 716 60.9 54.2
3/4 inch 911 758 66.6
1inch 109.9 90.1 781
1-1/2 inch 146.7 1175 100.3
2 inch 182.9 144.3 121.7

Test Description

The tests for combined hydronic systems are based on modifications to prototype A. Three different systems are
added as discrete modifications. The test systems are described in Table R6-3
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Table R6-3 — Combined Hydronic System Specifications

Test Number

OC2A OC3A OC4A

Water Heater Type SG SE HP

Recovery Efficiency Unitless 0.76 n.a. n.a

Rated Input Btu/h 60,000 n.a. n.a.
Rated Input KW n.a. 5.00 n.a.
Wpump w n.a. 60.0 na.
EF Unitless n.a. n.a. 2.00
Pipe Length in Unconditioned Space =8 100.0 n.a. n.a.
Annual Pipe Loss Rate kBtu/y-ft 71.6 n.a. n.a.

For this series of tests, only the TDV energy for space conditioning is considered. The combined hydronic
systems described above are added to the Prototype A building to replace the gas furnace. The ACM vendor shall
change the fenestration U-factor on all orientations of the prototype to find the passing solution and the failing

solution. The CEC reference method shall pass the passing solution and fail the failing solution.

In_addition, the ACM vendor shall demonstrate that the software correctly defines the standard design for
combined hydronic. This is achieved by creating and running the standard design equivalent building. For the
standard design equivalent building, the TDV energy for the proposed design and the standard design must be
equal. The standard design equivalent TDV energy must also equal the TDV energy for the standard design case
of this test.

6.2.4 Controlled Ventilation Crawl Spaces (CVQC)

Measure Description

A controlled ventilation crawlspace has insulation installed in the side walls of the crawlspace, instead of in the
floor that separates conditioned space from the crawlspace. In addition, special dampers are used to provide the
required ventilation for the crawlspace which open in the summer and close in the winter.
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Figure R6-1— Section at Crawlspace Perimeter

Algorithms and Modeling Assumptions

CVC requires that the ACM have the capability of modeling two thermal zones. The house itself if modeled as a

conditioned zone and the crawlspace is modeled as an unconditioned zone.

Test Description
To test this optional capability the ACM vendor shall model prototype B in climate zones 3, 9, 12, 14, and 16. The

CVC to be modeled shall have the following features:

The CVC unconditioned zone has an exterior perimeter length and floor area (i.e., the ground area) equal to

the prototype building B. Crawlspace volume is 3.467 ft3.

CVC infiltration is modeled using the air changes per hour method and uses 0.22 air changes per hour.

The floor separating the crawl space from conditioned space is an inter-zone boundary. 400 ft? of this floor has

a U-value of 0.342, representing an uninsulated, uncarpeted floor, and the remainder has a U-value of 0.199,
representing an uninsulated, carpeted floor.

Insulation that meets the floor insulation requirements used for compliance is placed in the perimeter walls of

the crawl space.

The crawl space vents are modeled with automatic seasonally operated louvers to minimize ambient

conditions within the crawl space. When the building is in a heating mode, the vents are closed (inlet and
outlet are zero). When the building is in a cooling mode, the vents are open and the total vent area is 1/150 of
the crawlspace floor area or 10.67 ft>. Half of this is inlet and half outlet.

The ventilation height difference is zero. Only wind effects apply. Wind speed is reduced to 25% of that on the

weather tape to account for ground level conditions.

Heat capacity in the crawlspace is 1.4 Btu/F-ft>.

This system is expected to produce a positive compliance margin. The heating equipment AFUE is then reduced
to find the passing solution and the failing solution. The CEC reference method must pass the passing solution

and fail the failing solution. Several eligibility criteria apply for CVC.
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In addition, the vendor shall demonstrate that the ACM correctly defines the standard design building and
calculates the custom budget. The vendor shall create and run the standard design equivalent building for climate
zone 12. The proposed design and standard design TDV energy for the be equal. The TDV energy from the
standard design equivalent must also equal the standard design TDV energy for this test.

Eligibility Criteria
Drainage. Proper enforcement of site engineering and drainage, and emphasis on the importance of proper
landscaping techniques in maintaining adequate site drainage, is critical.

Ground Water And Soils. Local ground water tables at maximum winter recharge elevation should be below the
lowest excavated site foundation elevations. Sites that are well drained and that do not have surface water

problems are generally good candidates for this stem-wall insulation strategy. However, the eligibility of this
alternative insulating technigue is entirely at the building officials' discretion. Where disagreements exist, it is
incumbent upon the applicant to provide sufficient proof that site drainage strategies (e.q., perimeter drainage
techniques) will prevent potential problems.

Ventilation. All crawl space vents must have automatic vent dampers to receive this credit. Automatic vent
dampers must be shown on the building plans and installed. The dampers should be temperature actuated to be
fully closed at approximately 40°F and fully open at approximately 70°F. Cross ventilation consisting of the
required vent area reasonably distributed between opposing foundation walls is required.

Foam Plastic Insulating Materials. Foam plastic insulating materials must be shown on the plans and installed
when complying with the following requirements:

» Fire Safety—UBC Section 1712(b)2. Products shall be protected as specified. Certain products have been
approved for exposed use in under floor areas by testing and/or listing.

¢ Direct Earth Contact—Foam plastic insulation used for crawl-space insulation having direct earth contact
shall be a closed cell water resistant material and meet the slabedge insulation requirements for water
absorption and water vapor transmission rate specified in the mandatory measures.

Mineral FiberWeel Insulating Materials

*  Fire Safety—UBC Section 1713(c). "All insulation including facings. such as vapor barriers or breather papers
installed within ... crawl spaces ... shall have a flame-spread rating not to exceed 25 and a smoke density not
to exceed 450 when tested in accordance with UBC. Standard No. 42-1." In cases where the facing is also a
vapor retarder, the facing shall be installed to the side that is warm in winter.

¢ Direct Earth Contact—Mineral fiberaes! batts shall not be installed in direct earth contact unless protected by
a vapor retarder/ground cover.

Vapor Barrier (Ground Cover). A ground cover of 6 mil (0.006 inch thick) polyethylene, or approved equal, shall
be laid entirely over the ground area within crawl spaces.

* The vapor barrier shall be overlapped six inches minimum at joints and shall extend over the top of pier
footings.

e The vapor barrier should be rated as 1.0 perm or less.

* The edges of the vapor barrier should be turned up a minimum of four inches at the stem wall.

» Penetrations in the vapor barrier should be no larger than necessary to fit piers, beam supports, plumbing and
other penetrations.

* The vapor barrier must be shown on the plans and installed.

Studies show that moisture conditions found in crawl spaces that have minimal ventilation do not appear to be a

significant problem for most building sites provided that the crawl-space floors are covered by an appropriate vapor
barrier and other precautions are taken. The Energy Commission urges building officials to carefully evaluate each
application of this insulating technigue in conjunction with reduced ventilation because of the potential for adverse
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effects of surface water on crawl-space insulation that could negate the energy savings predicted by the
procedure.

6.2.5 Zonal Control

Measure Description

Zonal control is one of the optional capabilities based on the ability of an ACM to model more than one

conditioned thermal zone at the same time. With zonal control, the sleeping and living areas are modeled

separately, each with its own separate thermostat schedule and internal gain assumptions. The specifications for
zonal control are detailed in Chapter 4. Key features are discussed below.

Algorithms and Modeling Assumptions

The thermostat schedules are in Chapter 4 Table R4-1 . An alternate set of internal gain schedules is used: one
for the living areas of the house and one for the sleeping areas. Both standard schedules and schedules for zonal
control are shown in Chapter 4.

Test Description

For this test, prototype A is divided into living and sleeping zones as shown in Figure R6-2. The boundary between
the zones consists of a wall with U-value of 0.29 and net area of 360 ft°>. The wall contains an uncloseable opening
of 40 ft% modeled with a U-value of 20.0 Btu/h-°F-ft2

Living | Sleepind
40'

Z

20’ 20’

Figure R6-2 — Zoning the Prototype Building

Zonal control is added to prototype A as the discrete modification. The heating equipment AFUE is then reduced
to find the passing solution and the failing solution as defined in Chapter 5. This test is performed in climate zones
3.9. 12, 14, and 16. The CEC reference method must pass the passing solution and fail the failing solution.

The vendor shall also demonstrate that the ACM correctly defines the standard design building and calculates the
custom budget correctly. The vendor shall create and run a standard design equivalent building in climate zone
12. In the standard design equivalent building, the proposed design and standard design TDV energy must equal
each other. The standard design equivalent TDV energy must also equal the standard design energy for this test.

6.2.6 Sunspaces

Measure Description

A sunspace is a passive solar system consisting of an unconditioned space facing south or near south. The
sunspace has a great deal of fenestration that collects solar energy and stores the energy in thermal mass
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elements such as a slab floor. The ACM must be capable of modeling two thermal zones in order for the
sunspace feature to be approved.

Algorithms and Modeling Assumptions

Sunspaces shall be modeled as a separate, unconditioned thermal zone. An interzone vent separating the house
from the sunspace is controlled to open only when temperature (T) conditions are Ty, 56-< Tqesired-and

Isunspaceﬂhousemgm

Assumptions for infiltration, heat capacity, solar gain targeting, and zone thermostat temperature settings vary
from the conditioned zone. Internal gains in the sunspace are assumed to be zero. Sunspace zone infiltration is

modeled using the air changes per hour method and the same infiltration of 0.50 air changes per hour. There are
no restrictions on targeting solar gains that enter unconditioned spaces such as sunspaces.

Test Description

For this test, an unconditioned sunspace is added to the south side of Prototype A as illustrated in Figure R6-3
and Figure R6-4. The wall and window separating the sunspace and the house remain the same as in the base
case, but the surfaces and vent openings of this wall are changed from exterior types to interzone types. The
performance characteristics of sunspace envelope components are the same as for the basecase prototype. Total
vent area is assumed to be 40 ft? with an eight foot height difference

200ft? sloped
glazing

40ft2 is hinged
20' -

10'

Vertical glazing
280ft?

10° U= 0.87 of this
40ft? are hinged

Figure R6-3 — Sunspace Prototype
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10" 2ft2 out Vent.
I . Ht.
4' ] '
2' Ht Diff. 7 Diff.
- 2ft2in

Figure R6-4 — Sunspace Section

The vendor must find the passing solution and failing solution in climates 3. 9. 12, 14, and 16 by varying the
heating equipment AFUE. The CEC reference method shall pass the passing solution and fail the failing solution.

The vendor shall also demonstrate that the ACM correctly defines the standard design building and calculates the
space conditioning custom budget. The vendor shall create and run a standard design equivalent building for
climate zone 12. The standard design equivalent proposed design TDV energy must equal the standard design

equivalent standard design TDV energy. These values shall also equal the standard design TDV energy for this
test.

6.2.7 Exterior Mass Walls

Measure Description

Exterior mass walls are walls that are built with a heavy material that absorbs heat as the sun strikes it and

releases the heat into the conditioned space after a period of time. Thermal mass has the effect of both
dampening and delaying heat transfer.

Algorithms and Modeling Assumptions

The ACM must have the capability to model heat storage in exterior walls. The ACM must accept inputs on the
thermal storage capacity of walls. For the CEC reference method, this input is heat capacity (HC) which is

entered as Btu/°F-ft2. However, ACMs may take the input in other ways acceptable to the CEC.

Test Description

The test for exterior mass walls is made using prototype A in five climate zones: 3, 9, 12, 14, and 16. All of the
exterior walls of the building are assumed to be of mass construction: The mass is assumed to be 12 inches
thick with a volumetric heat capacity of 10 Btu/F-ft* and a conductivity of 1.064. The outside surface of the mass
wall is modeled with a U-value of 2.63 (R = 0.38) to approximate the effect of an air film. Insulation is assumed to
be on the inside surface of the wall. The ACM vendor shall find the passing solution and the failing solution by
varying the R-value of the interior insulation. The CEC reference method must pass the passing solution and fail
the failing solution.
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The ACM vendor shall also demonstrate that the ACM correctly defines the standard design building and
calculates the custom budget. The ACM vendor shall create and run a standard design equivalent building for
climate zone 12. For the standard design equivalent building, the TDV energy for both the standard design and
proposed design cases must be equal. They must also equal the TDV energy for the standard design case in this
test.

6.2.8 Gas Eked Cooling

Measure Description
Gas Eueeehcoollnq prowdes an ooDortunltv to reduce peak electric demand Fwo-typesof saﬁeieaa&eae:awuadabbﬁee

process is used to provide cooling.

As a minimum capability, ACMs must be able to accept a COP input report the use of gas fired-coolin

the SQeCIa/ Features and Model/ng Assumgt/ons section of the reports. The ACM user shall gaust also attach

Algorithms and Modeling Assumptions

Test Description

To determine the accuracy of modellng ggg!!gg %M&the ACM vendor shall perform the test Ilsted in
Table R6-1.

and failing solutions are determined by varying the fenestration U-factor.

6.3 Solar Thermal Water Heating

6.3.1 Overview

This section describes the acceptable methods for calculating the solar savings multiplier (SSM). Two methods

are provided here and ACMs can become certified for one or both.

* The first method has limited scope. It may only be used for water heating systems serving individual dwelling
units. In addition the solar system has to be rated by the Solar Rating and Certification Corporation (SRCC)
with the OG 300 method.

* The second method is more general in scope and may be used for any active solar water heating systems in
single family or multi-family buildings.

Energy benefits of solar water heating systems shall be calculated using the procedures described in ACM RG-
2005. When a credit is taken for nondepletable energy. the ACM standard input reports must flag this and include
a statement in the SpeCIal Features and Modeling Assumptions sectlon of the reports The ACM user must also
Commlssmn

6.3.2 Integration in ACMs

Solar water heating calculation procedures may be integrated in residential ACMs or they may be stand-alone
calculation procedures. The descriptions, algorithms, and test procedures described in this section apply to either
case. Contact the CEC for information on how to obtain approval of a stand-alone solar water heating calculation
procedure.
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6.3.3 Water Heating Systems for Individual Dwellings Rated with the OG 300 Procedure

Measure Description

Residential solar systems can include many types of systems. The simplest system is the integrated collector
storage (ICS) system which is basically a dark colored tank mounted behind glazing. Thermosyphon systems

have a storage tank mounted above the collectors so that the fluid (usually water) can circulate naturally as it is
heated in the collectors. Forced circulation systems use a pump to circulate a fluid from the storage tank to the
collector. For forced circulation systems, the collectors may be located remotely from the storage tank.

All of these residential scale solar systems are rated by the Solar Rating and Certification Corporation (SRCC).

The SRCC OG 300 procedure tests a complete system put together by the manufacturer, including the collectors,
the pumps, controls, storage tanks and backup system (SRCC refers to the backup system as the auxiliary
system). The OG 300 procedure uses the TRNSYS computer program to calculate the rating for the system as a
whole and produces a Solar Energy Factor (SEF). The SEF is a unitless term and is meant to be compared to the
enerqy factor (EF) published for conventional water heaters. Since the rated system includes the backup water
heater, the SEF depends on whether the system was rated with electric or gas backup. It also accounts for the
efficiency of the backup system. The SRCC publishes data on all systems and collectors hat have been rated.

Algorithms and Modeling Assumptions
Modeling assumptions and algorithms are documented in ACM RG-2005.

Eligibility Criteria
In order to use the OG-300 method, the system must satisfy the following eligibility criteria:
* The collectors must face within 35 degrees of south and be tilted at a slope of at least 3:12.

* The system must be installed in the exact configuration for which it was rated, e.g. the system must have the
same collectors, pumps. controls, storage tank and backup water heater fuel type as the rated condition.

* The system must be installed according to manufacturer’s instructions .

* The collectors shall be located in a position that is not shaded by adjacent buildings or trees between 9:00
AM and 3:00 PM (solar time) on December 21.

Test Description

To determine the accuracy of modeling solar systems using the OG 300 method the ACM vendor shall perform
the test listed in table R6-4. The ACM vendor modifies the gas water heating base case and reports the solar

savings fraction (SSF) for both the proposed design and the standard design. The CEC reference method shall
predict a SSF energy within 5% of the candidate ACM.
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Table R6-4 — OG-300 Solar Systems Tests

Type Test Prototypes Climates Optional Capability (Discrete Modification(s))

SS 1 A 3,9.12, 14,16 Solar System with Electric Backup. Add a solar system with electric backup that has
aSEF of 2.0.

SS 2 A 3.9.12, 14,16 Solar System with Gas Backup. Add a solar system with gas backup that has a SEF of

1.0

6.3.4 Water heating Systems for Individual Dwellings or Multi-Family Buildings Based on
Collector Tested Using the OG-100 Procedure

Measure Description

The solar thermal systems described in this section have general applicability for water heating applications. They
may be used for multi-family or single family water heating systems. Any solar water heating system that uses
forced circulation, and collectors rated under the SRCC OG-100 method can use this approach. Situations where
this approach might be used are: a single family residences with large hot water demand. solar water heating
systems for multi-family buildings. and where a single family system cannot meet the eligibility criteria for OG 300

rated systems.Minimum Reports
A report shall be created that includes the parameters listed in Table R6-5 and Table R6-6.

Prototype

For this series of tests thermal loads and water heating budget shall be based on water heating prototype E (see

chapter 5).

Table R6-5 — Prototype Solar System

Parameter Value
Collector Slope 4:12
Collector Azimuth 180 ° (due south)
Collector Area Four collectors as described below.
Collector Performance (OG 100) SRCC Certification Number 100-1998-0018
Yint = 0.530, Slope = -0.250 Btu/h-ft?-°F, A = 32.9 ft?
Storage Tank Size 500 gallons
Pumping % hp pump between collectors and storage tank
Freeze Control Drain-down
Add more as needed <Rob>

Algorithms and Modeling Assumptions

The CEC reference method is based on the F-Chart procedure, which is available from multiple sources. Modeling
inputs and limits for the F-Chart reference method are defined in ACM RG-2005.

Test Description

To determine the accuracy of modeling solar systems using the SRCC OG100 method, the vendor of the

integrated ACM or stand-alone solar application shall perform the test listed in Table R6-6. The integrated ACM or

stand-alone solar application shall predict a solar savings fraction (SSF) for the cases in Table R6-6_within plus or
minus 3% of the SSF predicted by the CEC reference method.
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Table R6-6 — OG 100 Solar System Tests

Type Test Prototypes Climates Optional Capability (Discrete Modification(s))
SS 3 °F All Basecase. The basecase solar system with the schedule of loads shall be

simulated in all climate zones.

SS 4 °F 3.9.12, 14,16 Collector Orientation. Vary the orientation of the collectors from due south (the
basecase) to 45 degrees east of south.

SS 5 °F 3.9.12, 14,16 Collector Slope. Change the collector slope from the 4:12 pitch in the basecase to
SS 6 °F 3.9,12, 14,16 Collector Performance. Substitute the following collector.

SRCC Certification Number 100-1981-0085A

Yint = 0.737, Slope = -0.805 Btu/h-ft>-°F, A = 32.3 ft?
SS 7 ° 3.9.12, 14,16 Collector Area. Double the number of collectors
SS 8 °F 3.9.12, 14,16 Storage Tank Size. Reduce the storage tank size To 200 gallons.
SS 10 °F 3.9.12, 14,16 Circulation Pump. Increase the size of the circulation pump from % hp to ¥ hp.
SS 11 °F 3.9.12, 14,16 Freeze Control. Change the freeze control from drain-down to glycol.

(S SISV
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Hour Percent Hour Percent Hour Percent
Living-Areas
4 164 9 633 L 649
2 348 40 6-86 18 418
3 +4 +“ 6-38 49 24
4 13 42 500 20 596
5 324 13 4-84 24 549
6 446 4 345 22 620
+ 2+ 45 294 23 438
8 530 16 344 24 235
Sleeping-Areas
1 438 9 376 k2 447
2 402 10 385 18 445
3 458 + 470 19 429
4 458 2 364 20 338
5 432 3 365 24 375
6 546 4 263 22 375
7 639 45 246 23 445
8 48 16 232 24 359
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K E M

WaterHeaterFype SG SE HP
Rated-nput kBiu/sf 60-0000 Aae Aae
Ratednput KW A 50000 Aae
W